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1. Overall Description:

RAN4 has discussed an ambiguity that may arise in regard to the output power available on individual carriers when the UE is configured with an MR-DC configuration. Depending on UE implementation, in some circumstances a UE reporting PC2 for an NR band and PC2 for the MR-DC band combination may provide PC2 in NR part (single NR band or intra-band NR CA) of the MR-DC combination, whereas in other cases the UE would provide PC3 in the NR part of the MR-DC combination. It is ambiguous to the network whether PC2 or PC3 is applicable in the NR part of the MR-DC band combination. To resolve this, RAN#88e agreed that a new power class capability signalling for Rel-16 should be introduced in addition to the existing MR-DC power class.
RAN respectfully requests RAN2 to develop new power class UE capability signalling applicable for the NR part of the MR-DC band combination. This is in addition to the MR-DC power class, i.e. indicates that UE supports the newly indicated power class for the NR part of the MR-DC band combination also in addition the indicated power class for the MR-DC band combination.  The value range for the signalled power class values is { pc1, pc2, pc3, pc5 }.
2. Actions:
To: 3GPP TSG RAN WG2.

ACTION: RAN respectfully asks RAN2 to introduce the new capability signalling applicable for NR part of an MR-DC band combination for Rel-16 according to the above-mentioned RAN decisions.
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