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	Reason for change:
	According to the current specification as following:

2>
if the MAC entity has been configured with Sidelink resource allocation mode 1 and PSFCH is configured for the sidelink grant associated to the SCI:

3>
sl-HARQ-FeedbackEnabled is set to enabled, if sl-HARQ-FeedbackEnabled is set to enabled for the highest priority logical channel satisfying the above conditions; or
3>
sl-HARQ-FeedbackEnabled set to disabled, if sl-HARQ-FeedbackEnabled is set to disabled for the highest priority logical channel satisfying the above conditions.

2>
else:

3>
sl-HARQ-FeedbackEnabled set to disabled.
Under the “else” condition, there are three cases as below:

· For sidelink mode 1, the PSFCH resource is not configured.

· For sidelink mode 2, the PSFCH resource is not configured.

· For sidelink mode 2, the PSFCH resource is configured.

For the last case, the action is incorret to always set the sl-HARQ-FeedbackEnabled to disabled, when the PSFCH resource is configured for mode 2.

	
	

	Summary of change:
	Delete the condition of “the MAC entity has been configured with Sidelink resource allocation mode 1”.
1.  Impact Analysis
Impacted 5G architecture options: 
Standalone/Non-standalone
Impacted functionality
V2X
Inter-operability

1.    If the network is implemented according to the CR and the UE is not, there is no inter-operability problem, since all changes only impact the UE sidelink behaviour. 
2.    If the UE is implemented according to the CR but the network is not, there is no inter-operability problem, since all changes only impact the UE sidelink behaviour.



	
	

	Consequences if not approved:
	If the MAC entity has been configured with Sidelink resource allocation mode 2, then the sl-HARQ-FeedbackEnabled can only be set to disabled.

	
	

	Clauses affected:
	5.22.1.4.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


5.22.1.4.1.2
Selection of logical channels
The MAC entity shall for each SCI corresponding to a new transmission:

1>
select a Destination associated to one of unicast, groupcast and broadcast, having the logical channel with the highest priority or the MAC CE, among the logical channels that satisfy all the following conditions and MAC CE(s), if any, for the SL grant associated to the SCI:

2>
SL data is available for transmission; and

2>
SBj > 0, in case there is any logical channel having SBj > 0; and
2>
sl-configuredSLGrantType1Allowed, if configured, is set to true in case the SL grant is a Configured Grant Type 1; and
2>
sl-allowedCG-List, if configured, includes the configured grant index associated to the SL grant; and

2>
sl-HARQ-FeedbackEnabled set to disabled, if PSFCH is not configured for the SL grant associated to the SCI.
NOTE:
If multiple Destinations have the logical channels satisfying all conditions above with the same highest priority or if multiple Destinations have the MAC CE, which Destination is selected among them is up to UE implementation.

1>
select the logical channels satisfying all the following conditions among the logical channels belonging to the selected Destination:

2>
SL data is available for transmission; and

2>
sl-configuredSLGrantType1Allowed, if configured, is set to true in case the SL grant is a Configured Grant Type 1; and.

2>
sl-allowedCG-List, if configured, includes the configured grant index associated to the SL grant; and

2>
if PSFCH is configured for the sidelink grant associated to the SCI:

3>
sl-HARQ-FeedbackEnabled is set to enabled, if sl-HARQ-FeedbackEnabled is set to enabled for the highest priority logical channel satisfying the above conditions; or
3>
sl-HARQ-FeedbackEnabled set to disabled, if sl-HARQ-FeedbackEnabled is set to disabled for the highest priority logical channel satisfying the above conditions.

2>
else:

3>
sl-HARQ-FeedbackEnabled set to disabled.

