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Discussion and decision
1 Introduction

In RAN2#110, based on [1] RAN2 discussed how to handle RAN1 positioning related capabilities and corresponding LPP has been agreed in [2]. 

In this contribution, we discuss how to capture the new capabilities introduced in RAN1 latest LS[3] .
2 Discussion

For UL related capabilities, RAN2 concluded:

Agreements

1
OLPC and spatial relation capability are captured in LPP.

During RAN2#110-e meeting, RAN1 sent LS [3], introduced 3 new capabilities (per band, Need for location server to know if the feature is supported, UE only reports the number on bands for the current configured CA band combination)

	13-8c
	SRS Resources for Positioning

	13-8d
	Support of Aperiodic SRS Resources for positioning

	13-8e
	Support of Semi-persistent SRS Resources for positioning


Proposal 1: To capture 13-8c/d/e in LPP specification as per band capability.

For below UL related capabilities, RAN1 left the decision to RAN2 on whether the location server need to know:

· OLPC related capabilities (13-9, 9a, 9b, 9e, 9f); Note: RAN2 have captured them in LPP specification;

· 13-5 Simultaneous SRS transmission for intra-band CA;

· 13-5a Simultaneous SRS transmission for inter-band CA;

For 13-5, 13-5a, it is related to UE CA capability. However, the CA capability/CA configuration are transparent to the LMF. That is, the LMF has no idea how to use these two capabilities even if the UE reports the support of them. 

Proposal 2: The location server does not need to know the support of 13-5 Simultaneous SRS transmission for intra-band CA and 13-5a Simultaneous SRS transmission for inter-band CA.

3 Conclusion
Based on the discussion, we have following proposals:
Proposal 1: To capture 13-8c/d/e in LPP specification as per band capability.

Proposal 2: The location server does not need to know the support of 13-5 Simultaneous SRS transmission for intra-band CA and 13-5a Simultaneous SRS transmission for inter-band CA.
Corresponding CR is provided in [4]. 
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