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	Reason for change:
	In addition to ETWS and CMAS, there are also other regional public warning systems which are based on 3GPP Cell Broadcast architecture and use the delivery mechanisms and containers defined in RAN2 specifications. 

A clarification can be added in Stage-2 to clarify that the delivery methods and containers defined for ETWS and CMAS can be reused for other regional public warning systems which are based on the 3GPP CBS architecture.

	
	

	Summary of change:
	Clarify that the delivery methods and containers defined for ETWS and CMAS can be reused for other regional public warning systems which are based on the 3GPP Cell Broadcast architecture.
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".
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[4]	3GPP TS 38.401: "NG-RAN; Architecture description".
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[21]	3GPP TS 37.340: "NR; Multi-connectivity; Overall description; Stage-2".
[22]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[23]	IETF RFC 4960 (2007-09): "Stream Control Transmission Protocol".
[24]	3GPP TS 26.114: "Technical Specification Group Services and System Aspects; IP Multimedia Subsystem (IMS); Multimedia Telephony; Media handling and interaction".
[25]	Void.
[26]	3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP)".
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[28]	3GPP TS 24.501: "NR; Non-Access-Stratum (NAS) protocol for 5G System (5GS)".
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[31]	3GPP TS 38.340: "NR; Backhaul Adaptation Protocol (BAP) specification".
[32]	3GPP TS 38.470: "NG-RAN; F1 application protocol (F1AP) ".
[33]	3GPP TS 38.425: "NG-RAN; NR user plane protocol".
[34]	3GPP TS 23.216: "Single Radio Voice Call Continuity (SRVCC); Stage 2".
[35]	3GPP TS 38.101-2: "User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone".
[36]	3GPP TS 38.101-3: "User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios".
[37]	3GPP TS 37.213: "Physical layer procedures for shared spectrum channel access".
[38]	3GPP TS 38.213: "NR; Physical layer procedures for control".
[39]	3GPP TS 22.104 "Service requirements for cyber-physical control applications in vertical domains".
[40]	3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".
[41]	3GPP TS 23.285: "Technical Specification Group Services and System Aspects; Architecture enhancements for V2X services".
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[bookmark: _Toc46502129][bookmark: _Toc37232052][bookmark: _Toc29376154][bookmark: _Toc20388074][bookmark: _Toc12750894][bookmark: _Toc29382258][bookmark: _Toc5883511]16.4	Public Warning System
NR connected to 5GC provides support for public warning systems (PWS) through means of system information broadcast capability. NR is responsible for scheduling and broadcasting of the warning messages as well as for paging the UE to provide indication that the warning message is being broadcast:
-	Earthquake and Tsunami Warning System: ETWS is a public warning system developed to meet the regulatory requirements for warning notifications related to earthquake and/or tsunami events (see TS 22.168 [14]). ETWS warning notifications can either be a primary notification (short notification) or secondary notification (providing detailed information).
-	Commercial Mobile Alert System: CMAS is a public warning system developed for the delivery of multiple, concurrent warning notifications (see TS 22.268 [15]).
Different SIBs are defined for ETWS primary notification, ETWS secondary notification and CMAS notification. Paging is used to inform UEs about ETWS indication and CMAS indication (see clause 9.2.5). UE monitors ETWS/CMAS indication in its own paging occasion for RRC_IDLE and RRC_INACTIVE. UE monitors ETWS/CMAS indication in any paging occasion for RRC Connected. Paging indicating ETWS/CMAS notification triggers acquisition of system information (without delaying until the next modification period).
[bookmark: _GoBack]The delivery mechanisms specified in TS 38.331[12] and TS 38.304 [10], including SIB6/SIB7/SIB8 and paging notifications are not specifically for ETWS and CMAS, and can be generally applied for all regional public warning systems which are based on the Cell Broadcast architecture defined in TS 23.041 [44].
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