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	Reason for change:
	To align with TS 36.304, the suitable cell definition in clause 4.5 need to add “for Roaming” to limited to the cell suitability check only to the list of “Forbidden Tracking Areas for Roaming”.
Also, in order to align with CT1 spec, the name “registration areas” in clause 4.5 needs to be changed to “tracking areas”.
Finally, the Stage1 requirements for the “list of forbidden TAs” is solely given in TS 22.011 for all RATs including 5G/NR, the new 5G specific Stage 1 in TS 22.261 is only covering “new or changed service requirements”. Thus, the reference to TS 22.261 is wrong and needs to be changed to TS 22.011.


	
	

	Summary of change:
	1. Added 3GPP TS 22.011 to reference list
2. In the definition of “suitable cell”, added “for Romaing” to the list of “Forbidden Tracking Areas”.
3. The reference to TS 22.261 is replaced by the reference to TS 22.011
4. “Registration area” changes to “tracking area” in the description of exception case in clause 4.5
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Inter-operability: No inter-operability impacts are foreseen. 

	
	

	Consequences if not approved:
	Misalignment will exist between 38.304 and other specs, e.g.,36.304. A UE might also consider the “Forbidden Tracking Areas for regional provision of service” during Cell suitability check and would re-select to a (potentially weaker) cell of another TA which is violating the intention of the concept of “regional provision of service” where the UE shall not trigger any attempts to leave the current camped cell neither on AS nor on NAS level.
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First Change
[bookmark: _Toc29245181][bookmark: _Toc29245187]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.300: "NR Overall Description; Stage 2".
[3]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) - Protocol Specification".
[4]	3GPP TS 38.213: "NR; Physical layer procedures for control ".
[5]	Void
[6]	3GPP TS 36.331: "E-UTRA; Radio Resource Control (RRC) - Protocol Specification".
[7]	3GPP TS 36.304: "E-UTRA; User Equipment (UE) procedures in RRC_IDLE state ".
[8]	3GPP TS 38.133: "NR; Requirements for Support of Radio Resource Management".
[9]	3GPP TS 23.122: "NAS functions related to Mobile Station (MS) in RRC_IDLE state".
[10]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[11]	3GPP TS 38.215: "NR; Physical layer measurements".
[12]	3GPP TS 22.261: "Service requirements for the 5G system".
[13]	3GPP TS 24.890: "5G System – Phase 1; CT WG1 Aspects".
[14]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[15]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".
[xx]	3GPP TS 22.011: "Service accessibility".

Next Change
[bookmark: _Toc29245190]4.5	Cell Categories
The cells are categorised according to which services they offer:
acceptable cell:
An "acceptable cell" is a cell on which the UE may camp to obtain limited service (originate emergency calls and receive ETWS and CMAS notifications). Such a cell shall fulfil the following requirements, which is the minimum set of requirements to initiate an emergency call and to receive ETWS and CMAS notification in an NR network:
-	The cell is not barred, see clause 5.3.1;
-	The cell selection criteria are fulfilled, see clause 5.2.3.2.
suitable cell:
A cell is considered as suitable if the following conditions are fulfilled:
-	The cell is part of either the selected PLMN or the registered PLMN or PLMN of the Equivalent PLMN list;
-	The cell selection criteria are fulfilled, see clause 5.2.3.2.
According to the latest information provided by NAS:
-	The cell is not barred, see clause 5.3.1;
-	The cell is part of at least one TA that is not part of the list of "Forbidden Tracking Areas for Roaming" (TS 22.261 [12]22.011 [xx]), which belongs to a PLMN that fulfils the first bullet above.
barred cell:
A cell is barred if it is so indicated in the system information, as specified in TS 38.331 [3].
reserved cell:
A cell is reserved if it is so indicated in system information, as specified in TS 38.331 [3].
Following exception to these definitions are applicable for UEs:
-	if a UE has an ongoing emergency call, all acceptable cells of that PLMN are treated as suitable for the duration of the emergency call.
-	camped on a cell that belongs to a registration tracking area that is forbidden for regional provision of service; a cell that belongs to a registration tracking area that is forbidden for regional provision service (TS 23.122 [9], TS 24.501 [14]) is suitable but provides only limited service.
End of Changes

3GPP
