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	Reason for change:
	The non-CA band combination is not included in the definition of the BandCombinationList / FreqBandList, it’s not Ran2’s intention to exclude the non-CA band combination from the BandCombinationList.


	
	

	Summary of change:
	Add non-CA band combination to the definition of the BandCombinationList / FreqBandList.
Impact analysis
Impacted 5G architecture options:
NR SA

Impacted functionality:
UE capability

Inter-operability: 

1. If UE implements according to the CR and the network does not, the network may ignore the non-CA band combination capability.
2. If the network implements according to the CR and the UE does not, the UE may not report the supported non-CA band combination.
Note: Currently, most UE and network have included the non-CA band combination in the BandCombinationList, this CR mainly intends to make the specification more readable and to avoid unnecessary confusion.

	
	

	Consequences if not approved:
	The UE may not report the supported non-CA band combination which significantly affects the single carrier performance.
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[bookmark: _Toc12750898][bookmark: _Toc12750894]Start of changes
[bookmark: _Toc46487405][bookmark: _Toc46444644][bookmark: _Toc46439807]6.3.3	UE capability information elements
–	BandCombinationList
The IE BandCombinationList contains a list of NR CA, NR non-CA and/or MR-DC band combinations (also including DL only or UL only band).
Next change
6.3.3	UE capability information elements
[bookmark: _GoBack]–	FreqBandList
The IE FreqBandList is used by the network to request NR CA, NR non-CA and/or MR-DC band combinations for specific NR and/or E-UTRA frequency bands and/or up to a specific number of carriers and/or up to specific aggregated bandwidth. This is also used to request feature sets (for NR) and feature set combinations (for NR and MR-DC).
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