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First Modified Subclause
[bookmark: _Toc12569234][bookmark: _Toc37296252]5.22.1.3.1	Sidelink HARQ Entity
The MAC entity includes at most one Sidelink HARQ entity for transmission on SL-SCH, which maintains a number of parallel Sidelink processes.
The maximum number of transmitting Sidelink processes associated with the Sidelink HARQ Entity is 16. A sidelink process supports one TB, supporting a single MAC PDU. Associating up to 4 Sidelink processes with the Sidelink HARQ entity for a single link, transmission of up to 4 MAC PDUs can be supported for that link. may be configured for transmissions of multiple MAC PDUs. For transmissions of multiple MAC PDUs, the maximum number of transmitting Sidelink processes associated with the Sidelink HARQ Entity is4.
A delivered sidelink grant and its associated Sidelink transmission information are associated with a Sidelink process. Each Sidelink process supports one TB.
For each sidelink grant, the Sidelink HARQ Entity shall:
1>	if the MAC entity determines that the sidelink grant is used for initial transmission; or
1>	if no MAC PDU has been obtained:
NOTE 1:	For the configured grant Type 1 and 2, only one new TB can be transmitted in a periodicity of the configured grant. 
2>	associate a Sidelink process to this grant, and for each associated Sidelink process:
3>	obtain the MAC PDU to transmit from the Multiplexing and assembly entity, if any;
3>	if a MAC PDU to transmit has been obtained:
4>	if a HARQ Process ID has been set for the sidelink grant:
5>	associate the HARQ Process ID corresponding to the sidelink grant to the associated Sidelink process;
4>	determines Sidelink tranmssion information of the TB for the source and destination pair of the MAC PDU as follows:
5>	set the Source Layer-1 ID to the 8 LSB of the Source Layer-2 ID of the MAC PDU;
5>	set the Destination Layer-1 ID to the 16 LSB of the Destination Layer-2 ID of the MAC PDU;
5>	consider the NDI to have been toggled and set the NDI to the toggled value;
NOTE 2:	The initial value of the NDI set to the very first transmission for the Sidelink HARQ Entity is left to UE implementation.
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