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START CHANGE
6.3.2
Radio resource control information elements

–
AvailabilityCombinationsPerCell

The IE AvailabiltyCombinationsPerCell is used to configure the AvailabiltyCombinations applicable for a serving cell of the IAB-node DU (see TS 38.213 [13], clause 14).

AvailabilityCombinationsPerCell information element

-- ASN1START

-- TAG-AVAILABILITYCOMBINATIONSPERCELL-START

AvailabilityCombinationsPerCell-r16 ::= SEQUENCE {

    availabilityCombinationsPerCellIndex-r16   AvailabilityCombinationsPerCellIndex-r16,

    iab-DU-CellIdentity-r16                    CellIdentity,

    positionInDCI-AI-r16                       INTEGER(0..maxAI-DCI-PayloadSize-r16-1)                                            OPTIONAL, -- Need M

    availabilityCombinations-r16               SEQUENCE (SIZE (1..maxNrofAvailabilityCombinationsPerSet-r16)) OF AvailabilityCombination-r16,

    ...

}

AvailabilityCombinationsPerCellIndex-r16 ::= INTEGER(0..maxNrofDUCells-r16)

AvailabilityCombination-r16 ::=         SEQUENCE {

    availabilityCombinationId-r16           AvailabilityCombinationId-r16,

resourceAvailability-r16                SEQUENCE (SIZE (1..maxNrofResourceAvailabilityPerCombination-r16)) OF INTEGER (0..7)
ResourceAvailability-FDD-UL-r16         SEQUENCE (SIZE (1..maxNrofResourceAvailabilityPerCombination-r16)) OF INTEGER (0..7)           OPTIONAL, -- Need R

}

AvailabilityCombinationId-r16 ::=       INTEGER (0..maxNrofAvailabilityCombinationsPerSet-r16-1)

-- TAG-AVAILABILITYCOMBINATIONSPERCELL-STOP

-- ASN1STOP

	AvailabilityCombination-r16 field descriptions

	resourceAvailability

Indicates the resource availability of soft symbols for a set of consecutive slots in the time domain. For FDD, it indicates the resource availability for downlink resources. The meaning of this field is described in TS 38.213 [13], Table 14.2.

	resourceAvailability-FDD-UL
Indicates the resource availability of soft symbols for a set of consecutive slots in the time domain for FDD uplink resources. The meaning of this field is described in TS 38.213 [13], Table 14.2.

	availabiltyCombinationId

This ID is used in the DCI Format 2_5 payload to dynamically select this AvailabilityCombination, see TS 38.213 [13], clause 14.


	AvailabilityCombinationsPerCell field descriptions

	iab-DU-CellIdentity
The ID of the IAB-DU cell for which the availabilityCombinations are applicable.

	positionInDC-AI

The (starting) position (bit) of the AvailabilitytCombinationId (AI-Index) for the indicated IAB-DU cell (iab-DU-CellIdentity) within the DCI payload.


–
AvailabilityIndicator
The IE AvailabilityIndicator is used to configure monitoring a PDCCH for Availability Indicators (AI).

AvailabilityIndicator information element

-- ASN1START

-- TAG-AVAILABILITYINDICATOR-START

AvailabilityIndicator-r16 ::=    SEQUENCE {

    ai-RNTI-r16                      AI-RNTI-r16,

    dci-PayloadSizeAI-r16            INTEGER (1..maxAI-DCI-PayloadSize-r16),

    availableCombToAddModList-r16    SEQUENCE (SIZE(1..maxNrofDUCells-r16)) OF AvailabilityCombinationsPerCell-r16          OPTIONAL, -- Need N

    availableCombToReleaseList-r16   SEQUENCE (SIZE(1..maxNrofDUCells-r16)) OF AvailabilityCombinationsPerCellIndex-r16     OPTIONAL, -- Need N

    ...

}

AI-RNTI-r16 ::=                      RNTI-Value

-- TAG-AVAILABILITYINDICATOR-STOP

-- ASN1STOP

	AvailabilityIndicator field descriptions

	ai-RNTI
Used by an IAB-MT for detection of DCI format 2_5 indicating AvailabilitytCombinationId (AI-Index) for an IAB-DU's cells.

	availableCombToAddModList
A list of availabilityCombinations to add for the IAB-DU's cells. (see TS 38.213 [13], clause 14).

	availableCombToReleaseList
A list of availabilityCombinations to release for the IAB-DU's cells. (see TS 38.213 [13], clause 14).

	dci-PayloadSizeAI
Total length of the DCI payload scrambled with ai-RNTI (see TS 38.213 [13]).
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