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	Reason for change:
	(1) The UE behavior of forwarding uac-AC1-SelectAssistInfo to upper layers is missing in 5.2.2.32.
(2) Among all the PLMNs sharing the same cell, some PLMNs may want to configure access barring for delay tolerant service while others do not. With the current ASN.1 structure, if one PLMN wants to configure access barring for delay tolerant services, other PLMNs sharing the same cell have to configure a “a”, “b” or “c” either via plmnCommon or individualPLMNList even though they do not want to do so. As a result, UE configured with delay tolerant service may select access category 1 and perform barring check based on the factor and timer associated with access category 1 upon receiving such configuration although it should have selected another access category and perform access barring accordingly.
Thus, it is suggested to change the UE beahvior in Access Category 1 selection by also taking the configured uac-barringInfoSetIndex associated with Access Category 1 into consideration.
The AS layer forward uac-AC1-SelectAssistInfo along with the uac-barringInfoSetIndex associated with Access Category 1, if present, to upper layers. The upper layer will select Access Category 1 for concerned UE when both uac-AC1-SelectAssistInfo along with the uac-barringInfoSetIndex associated with Access Category 1 are provided.
In this way, a PLMN not willing to configure Access Category will not configure uac-barringInfoSetIndex for Access Category 1 and the upper layer will never select Access Category 1.

	
	

	Summary of change:
	· Change the UE behaviour in 5.2.2.32 to also forward the uac-barringInfoSetIndex associated with Access Category 1, if present, to upper layers for Access Category 1 selection.

Impact Analysis
Impacted 5G architecture options:
EUTRA connected to 5GC, NG-ENDC
 
Impacted functionality:
Unified Access control
 
Inter-operability:
No inter-operability is forseen.

	
	

	Consequences if not approved:
	Among all the PLMNs sharing the same cell, the current ASN.1 for configuring uac-AC1-SelectAssistInfo does not allow some PLMNs to configure Access Category 1 while others not to configure it.
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[bookmark: _Toc20486748][bookmark: _Toc29342040][bookmark: _Toc29343179][bookmark: _Toc36546803][bookmark: _Toc36548195][bookmark: _Toc46447032]5.2.2.32	Actions upon reception of SystemInformationBlockType25
No UE requirements related to the contents of this SystemInformationBlock apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.
Upon receiving SystemInformationBlockType25 the UE shall:
1>	if uac-AC1-SelectAssistInfo is included and the value is set to a, b or c:
2>	forward uac-AC1-SelectAssistInfo to upper layers;
1>	if uac-barringInfoSetIndex associated with Access Category 1 is included:
2>	forward uac-barringInfoSetIndex associated with Access Category 1 to upper layers;
End of change
