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	Reason for change:
	In current specification, the following agreements are not captured for intraFreqDAPS-r16 and interFreqDAPS-r16:

12b
All UEs supporting DAPS support these capabilities (can discuss signalling details and naming):

SyncDAPS-r16


SingleUL-TransmissionDAPS-r16

	
	

	Summary of change:
	1. for intraFreqDAPS-r16, adding the following sentences to reflect RAN2 agreements:

A UE indicating this capability shall also support synchronous DAPS handover, and single UL transmission for intra-frequency DAPS handover.
2. for interFreqDAPS-r16, adding the following sentences to reflect RAN2 agreements:

A UE indicating this capability shall also support synchronous DAPS handover, and single UL transmission for inter-frequency DAPS handover.
3. make some editorial changes to align the descriptions.

	
	

	Consequences if not approved:
	The DAPS UE capabilities mentioned above don’t reflect RAN2 agreements accurately, which may lead to incorrect configurations.
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4.3.5.40
intraFreqDAPS-r16
This field indicates whether the UE supports DAPS handover in source PCell and intra-frequency target PCell, i.e. support of simultaneous DL reception of PDCCH and PDSCH from source and target cell. A UE indicating this capability shall also support synchronous DAPS handover, and single UL transmission for intra-frequency DAPS handover.
	NEXT CHANGE


4.3.5.43
interFreqDAPS-r16
This field indicates whether the UE supports DAPS handover in source PCell and inter-frequency target PCell, i.e. support of simultaneous DL reception of PDCCH and PDSCH from source and target cell. A UE indicating this capability shall also support synchronous DAPS handover, and single UL transmission for inter-frequency DAPS handover.
	CHANGE END


