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	Reason for change:
	In RAN2 #109e the following agreement was made on the UE RACH Report:· The UE will stop logging RA info if all 8 entries is filled in RA report, and starts to count the duration. If not fetched within 48 hours, then the whole RA report will be deleted.


 


In existing section 5.7.10.4,  the UE releases the UE variable VarRA-Report 48 hours after the last successful random access procedure is added.
The reference to “last” allows the UE to start 48h timer unconditionally on whether all 8 entries in the RA Report are filled. 
Thus, it contradicts the agreement of RAN2 #109-e, wanting the UE to start counting the duration only when the RA Report is filled.  
 In addition, there were couple of edtitorial issues spotted in 5.5a.3 

	
	

	Summary of change:
	Changes contain:
1. Correction of typos in 5.5a.3
2. Replacing “8” by reference to maxRAReport
3. Adding “else” branch to the procedures on addign RA-report entries
4. Clarification on VarRA-report release that clarifies the UE starts counting the 48h timer only when the RA Report is filled 
5. Correction of typos in 5.7.10.4
Impact analysis
Impacted functionality: RA-report 
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First Modified Subclause
[bookmark: _Toc46439375][bookmark: _Toc46444212][bookmark: _Toc46486973]5.5a.3	Measurements logging
5.5a.3.1	General
This procedure specifies the logging of available measurements by a UE in RRC_IDLE and RRC_INACTIVE that has a logged measurement configuration. The actual process of logging within the UE, takes place in RRC IDLE state could continue in RRC INACTIVE state or vice versa.
5.5a.3.2	Initiation
While T330 is running, the UE shall:
1>	perform the logging in accordance with the following:
2>	if the reportType is set to periodical in the VarLogMeasConfig:
3>	if the UE is camping normally on an NR cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and, if the cell is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig:
4>	perform the logging at regular time intervals, as defined by the loggingInterval in the VarLogMeasConfig;g;
2>	else if the reportType is set to eventTriggered, and eventType is set to outOfCoverage:
3>	perform the logging at regular time intervals as defined by the loggingInterval in VarLogMeasConfig only when the UE is in any cell selection state;
3>	perform the logging immediately upon transitioning from the any cell selection state to the camped normally state;
2>	else if the reportType is set to eventType and eventType is set to eventL1:
3>	if the UE is camping normally on an NR cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and, if the cell is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig;
4>	perform the logging at regular time intervals as defined by the loggingInterval in VarLogMeasConfig only when the conditions indicated by the eventL1 are met;
2>	when performing the logging:
3>	set the relativeTimeStamp to indicate the elapsed time since the moment at which the logged measurement configuration was received;
3>	if detailed location information became available during the last logging interval, set the content of the locationInfo as in 5.3.3.7:
3>	if the UE is in any cell selection state (as specificed in TS 38.304 [20]):
4>	set anyCellSelectionDetected to indicate the detection of no suitable or no acceptable cell found;
4>	set the servCellIdentity to indicate global cell identity of the last logged cell that the UE was camping on;
4>	set the measResultServCell to include the quantities of the last logged cell the UE was camping on;
3>	else:
4>	set the servCellIdentity to indicate global cell identity of the cell the UE is camping on;
4>	set the measResultServCell to include the quantities of the cell the UE is camping on;
4>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements that became available during the last logging interval for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
5>	for each neighbour cell included, include the optional fields that are available;
NOTE:	The UE includes the latest results of the available measurements as used for cell reselection evaluation in RRC_IDLE or RRC_INACTIVE or as used for evaluation of reporting criteria or for measurement reporting according to 5.5.3 in RRC_CONNECTED, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
2>	when the memory reserved for the logged measurement information becomes full, stop timer T330 and perform the same actions as performed upon expiry of T330, as specified in 5.5a.1.4.
Next Modified Subclause
5.7.10.4	Actions upon successful completion of random-access procedure
Upon successfully performing 4 step random access procedure, the UE shall:
1>	if the number of RA-Report stored in the RA-ReportList is less than maxRAReport8 and if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is less than maxPLMN, then append the following contents associated to the successfully completed random-access procedure as a new entry in the VarRA-Report:
2>	if the list of EPLMNs has been stored by the UE:
3>	if the RPLMN is included in plmn-IdentityList stored in VarRA-Report:
4>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN) without exceeding the limit of maxPLMN;
3>	else:
4>	clear the information included in VarRA-Report;
4>	set the plmn-IdentityList to the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
2>	else:
3>	set the plmn-Identity, in plmn-IdentityList, to the PLMN selected by upper layers from the PLMN(s) included in the plmn-IdentityList in SIB1;
2>	set the cellId to the global cell identity and the tracking area code of the cell in which the random-access procedure was performed;
2>	set the raPurpose to include the purpose of triggering the random-access procedure;
2>	set the ra-InformationCommon-r16 as specified in subclause 5.7.10.5.
1>	else
2>	consider the VarRA-Report is full and do not add further random-access procedures.
The UE may discard the random access report information, i.e. release the UE variable VarRA-Report, 48 hours after the last successful random access procedure related information is added to the VarRA-Report (the VarRA-report is filled with a number of random access procedures equal to maxRAReport).


End of Modified Subclause
