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[bookmark: _Toc46439166][bookmark: _Toc46444003][bookmark: _Toc46486764]5.3.5.12	BAP configuration
The IAB-MT shall:
1>	if the bap-Config is set to setup:
2>	if no BAP entity is established:
3>	establish a BAP entity as specified in TS 38.340 [47];
2>	configure the BAP entity to use the bap-Address as this node's BAP address;
2>	if defaultUL-BAProutingID is included:
3>	configure the BAP entity to apply the default UL BAP routing ID according to the configuration;
2>	if defaultUL-BH-RLC-Channel is included
3>	configure the BAP entity to apply the default UL bh-RLC-Channel according to the configuration;
2>	if flowControlFeedbackType is included:
3>	configure the BAP entity to apply the flow control feedback according to the configuration;
1>	if the bap-config is set to release:
2>	release the BAP entity as specified in TS 38.340 [47].
[bookmark: _Toc46439167][bookmark: _Toc46444004][bookmark: _Toc46486765]5.3.5.12a	IAB Other Configuration
[bookmark: _Toc46439168][bookmark: _Toc46444005][bookmark: _Toc46486766]5.3.5.12a.1	IP address management
[bookmark: _Toc46439169][bookmark: _Toc46444006][bookmark: _Toc46486767]5.3.5.12a.1.1	IP Address Release
The IAB-MT shall:
1>	if the release is triggered by reception of the iab-IP-AddressToReleaseList:
2>	for each iab-IP-AddressIndex value included in iab-IP-AddressToReleaseList:
[bookmark: _GoBack]3>	release the corresponding IAB-IP- aAddressConfiguration.
[bookmark: _Toc46439170][bookmark: _Toc46444007][bookmark: _Toc46486768]5.3.5.12a.1.2	IP Address Addition/Modification
The IAB-MT shall:
1>	for each iab-IP-AddressIndex value included in the iab-IP-AddressToAddModList that is not part of the current IAB-MT configuration:
2>	add the IP address indicated in iab-IP-Address, corresponding to the iab-IP-AddressIndex.
2>	if added IP address is iPv4-Address:
3>	if f1-C is included in iab-IP-Usage corresponding to the iab-IP-AddressIndex:
4>	store the received IPv4 address for F1-C traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
3>	else if f1-U is included in iab-IP-Usage:
4>	store the received IPv4 address for F1-U traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
3>	else if non-F1 is included in iab-IP-Usage:
4>	store the received IPv4 address for non-F1 traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
3>	else:
4>	store the received IPv4 address for all traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
2>	else if iPv6-Address is included:
3>	if f1-C is included in iab-IP-Usage:
4>	store the received IPv6 address for F1-C traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
3>	else if f1-U is included in iab-IP-Usage:
4>	store the received IPv6 address for F1-U traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
3>	else if non-F1 is included in iab-IP-Usage:
4>	store the received IPv6 address for non-F1 traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
3>	else:
4>	store the received IPv6 address for all traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
2>	else if iPv6-Prefix is included in iab-IP-AddressToAddModList:
3>	if f1-C is included in iab-IP-Usage:
4>	store the received IPv6 address prefix for F1-C traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
3>	else if f1-U is included in iab-IP-Usage:
4>	store the received IPv6 address prefix for F1-U traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
3>	else if non-F1 is included in iab-IP-Usage:
4>	store the received IPv6 address prefix for non-F1 traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
3>	else:
4>	store the received IPv6 address prefixs for all traffic together with the IAB-donor-DU BAP address corresponding to the iab-IP-AddressIndex.
1>	for each iab-IP-AddressIndex value included in the iab-IP-AddressToAddModList that is part of the current IAB-MT configuration:
2>	modify the IP address configuration in accordance with the IAB-IP-AddressConfiguration corresponding to the iab-IP-AddressIndex.
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