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	Reason for change:
	There are two very similar procedural texts in MCGFailureInformation, for failure type determination section. This seems to be editorial error. So removal of one of them is necessary. The first sentence is using the term MCG BAP entity. However BAP entity is not separated by cell group. So the removing the first sentence is appropriate.
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[bookmark: _Toc46439340][bookmark: _Toc46444177][bookmark: _Toc46486938]5.7.3b.3	Failure type determination
The UE shall set the MCG failure type as follows:
1>	if the UE initiates transmission of the MCGFailureInformation message due to T310 expiry:
2>	set the failureType as t310-Expiry;
1>	else if the UE initiates transmission of the MCGFailureInformation message due to T312 expiry:
2>	set the failureType as t312-Expiry;
1>	else if the UE initiates transmission of the MCGFailureInformation message to provide random access problem indication from MCG MAC:
2>	set the failureType as randomAccessProblem;
1>	else if the UE initiates transmission of the MCGFailureInformation message to provide indication from MCG RLC that the maximum number of retransmissions has been reached:
2>	set the failureType as rlc-MaxNumRetx:
1>	else if the UE initiates transmission of the MCGFailureInformation message due to consistent uplink LBT failures on the MCG:
2>	set the failureType as lbt-Failure; 
1>	else if the UE initiates transmission of the MCGFailureInformation due to a failed beam failure recovery procedure indication from the MCG MAC:
2>	set the failureType as beamFailureRecoveryFailure; 
1>	else if connected as an IAB-node and the MCGFailureInformation is initiated due to the reception of a BH RLF indication from the MCG BAP entity:
2>	set the failureType as bh-RLF.
1>	else if connected as an IAB-node and the MCGFailureInformation message is initiated due to the reception of a BH RLF indication on BAP entity from the MCG:
2>	set the failureType as bh-RLF.
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