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	Reason for change:
	The descriptions need to be updated for following reasons:
(1) In 5.8.3 some parameter names for SL CGType 1 and 2 configurations are not aligned with 38.331.
(2) In 5.22.1.3.3, numConsecutiveDTX is used for HARQ-based sidelink RLF detection. The value is set be incremented if PSFCH is not present on the PSFCH reception occasion. But it is not specified about the amount of increment for this parameter value.
[bookmark: _GoBack](3) In 5.22.1.5, the term ‘autonomous resource selection’ is remaining. To be consistent through the specification, it should be changed to ‘Sidelink resource allocation mode 2’
(4) In 5.22.1.6, the term ‘autonomous resource selection’ is remaining. To be consistent through the specification, it should be changed to ‘Sidelink resource allocation mode 2’
(5) In 5.22.2.1, it is specified to receive 1st stage SCI for a PSSCH duration. But 1st stage SCI should be monitored for a PSCCH duration. 
(6) In 6.1.3.34, SL CG Confirmation MAC CE does not have ‘R’ field but there is unnecessarily “R: Reserved bit, set to 0.” specified.

	
	

	Summary of change:
	(1) The parameter names for SL CGType 1 and 2 configuration are updated according to those in SL-ConfiguredGrantConfig-r16 in 38.331.
(2) If PSFCH reception is absent, numConsecutiveDTX should be incremented by 1.
(3) Change “All pending SR(s) triggered by either Sidelink BSR or Sidelink CSI report shall be cancelled, when RRC configures autonomous resource selection.” to “All pending SR(s) triggered by either Sidelink BSR or Sidelink CSI report shall be cancelled, when RRC configures Sidelink resource allocation mode 2.”
(4) Change “All triggered SL-BSRs shall be cancelled, and retx-BSR-Timer and periodic-BSR-Timer shall be stopped, when RRC configures autonomous resource selection.” to “All triggered SL-BSRs shall be cancelled, and retx-BSR-Timer and periodic-BSR-Timer shall be stopped, when RRC configures Sidelink resource allocation mode 2.”
(5) Change “2> if a 1st stage SCI for this PSSCH duration has been received on the PSCCH:” to “2> if a 1st stage SCI for this PSCCH duration has been received on the PSCCH”
(6) Remove “R: Reserved bit, set to 0.”

	
	

	Consequences if not approved:
	UE procedures are unclear.
For example, the baseline value of RLF triggering is not specified so that different values can be used by each UE. This can happen between the two peer UEs of a PC5 unicast connection and RLF for the same connection can be triggered differently.
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Start of the first change
[bookmark: _Toc20428307][bookmark: _Toc37296212][bookmark: _Toc46490339][bookmark: _Toc29239853][bookmark: _Toc46490384]5.8.3	Sidelink
There are two types of transmission without dynamic grant:
-	configured grant Type 1 where an sidelink grant is provided by RRC, and stored as configured sidelink grant;
-	configured grant Type 2 where an sidelink grant is provided by PDCCH, and stored or cleared as configured sidelink grant based on L1 signalling indicating configured sidelink grant activation or deactivation.
Type 1 and/or Type 2 are configured with a single BWP. Multiple configurations of up to 8 configured grants (including both Type 1 and Type 2, if configured) can be active simultaneously on the BWP.
RRC configures the following parameters when the configured grant Type 1 is configured, as specified in TS 38.331 [5] or TS 36.331 [21]:
-	sl-ConfigIndexCG: the identifier of a configured grant for sidelink;
-	sl-CS-RNTI: SLCS-RNTI for retransmission;
-	sl-NrOfHARQ-ProcessesnrofHARQ-Processes: the number of HARQ processes for configured grant;
-	sl-PeriodCGsl-periodCG: periodicity of the configured grant Type 1;
-	sl-TimeOffsetCG-Type1: Offset of a resource with respect to SFN = 0 in time domain;
-	sl-TimeResourceCG-Type1: time resource location of the configured grant Type 1;
-	sl-CG-MaxTransNumList: the maximum number of times that a TB can be transmitted using the configured grant;
[bookmark: OLE_LINK26][bookmark: OLE_LINK27][bookmark: OLE_LINK45]-	sl-HARQ-ProcID-offsetsl-harq-procID-offset: offset of HARQ process for configured grant Type 1.
RRC configures the following parameters when the configured grant Type 2 is configured, as specified in TS 38.331 [5]:
-	sl-ConfigIndexCG: the identifier of a configured grant for sidelink;
-	sl-CS-RNTI: SLCS-RNTI for activation, deactivation, and retransmission;
-	sl-NrOfHARQ-ProcessesnrofHARQ-Processes: the number of HARQ processes for configured grant;
-	sl-PeriodCGsl-periodCG: periodicity of the configured grant Type 2;
-	sl-CG-MaxTransNumList: the maximum number of times that a TB can be transmitted using the configured grant;
-	sl-HARQ-ProcID-offsetsl-harq-procID-offset: offset of HARQ process for configured grant Type 2.
Upon configuration of a configured grant Type 1, the MAC entity shall for each configured sidelink grant:
1>	store the sidelink grant provided by upper layers as a configured sidelink grant;
1>	initialise or re-initialise the configured sidelink grant to determine PSCCH duration(s) and PSSCH duration(s) according to sl-TimeOffsetCG-Type1 and sl-TimeResourceCG-Type1, and to reoccur with sl-PeriodCGsl-periodCG for transmissions of multiple MAC PDUs according to clause 8.1.2 of TS 38.214 [7].
NOTE 1:	If the MAC entity is configured with multiple configured sidelink grants, collision among the configured sidelink grants may occur. How to handle the collision is left to UE implementation.
After a sidelink grant is configured for a configured grant Type 1, the MAC entity shall consider sequentially that the first slot of the Sth sidelink grant occurs in the logical slot for which:
[(SFN × numberOfSLSlotsPerFrame) + logical slot number in the frame] =
 (timeReferenceSFN × numberOfSLSlotsPerFrame + sl-TimeOffsetCG-Type1+ S × PeriodicitySL) modulo (1024 × numberOfSLSlotsPerFrame).
where , and numberOfSLSlotsPerFrame and N refer to the number of logical slots that can be used for SL transmsission in the frame and 20ms, respectively, as specified in clause 8.1.7 of TS 38.214 [7].
After a sidelink grant is configured for a configured grant Type 2, the MAC entity shall consider sequentially that the first slot of Sth sidelink grant occurs in the logical slot for which:
[(SFN × numberOfSLSlotsPerFrame) + logical slot number in the frame] =
[(SFNstart time × numberOfSLSlotsPerFrame + slotstart time) + S × PeriodicitySL] modulo (1024 × numberOfSLSlotsPerFrame).
where SFNstart time and slotstart time are the SFN and logical slot, respectively, of the first transmission opportunity of PSSCH where the configured sidelink grant was (re-)initialised.
When a configured sidelink grant is released by upper layers, all the corresponding configurations shall be released and all corresponding sidelink grants shall be cleared.
The MAC entity shall:
1>	if the configured sidelink grant confirmation has been triggered and not cancelled; and
1>	if the MAC entity has UL resources allocated for new transmission:
2>	instruct the Multiplexing and Assembly procedure to generate a Sidelink Configured Grant Confirmation MAC CE as defined in clause 6.1.3.34;
2>	cancel the triggered configured sidelink grant confirmation.
For a configured grant Type 2, the MAC entity shall clear the corresponding configured sidelink grant immediately after first transmission of Sidelink Configured Grant Confirmation MAC CE triggered by the configured sidelink grant deactivation.

End of the first change

Start of the second change
5.22.1.3.3	HARQ-based Sidelink RLF detection
The HARQ-based Sidelink RLF detection procedure is used to detect Sidelink RLF based on a number of consecutive DTX on PSFCH reception occasions for a PC5-RRC connection.
RRC configures the following parameter to control HARQ-based Sidelink RLF detection:
-	maxNumConsecutiveDTX.
The following UE variable is used for HARQ-based Sidelink RLF detection.
-	numConsecutiveDTX, which is maintained for each PC5-RRC connection.
The Sidelink HARQ Entity shall (re-)initialize numConsecutiveDTX to zero for each PC5-RRC connection which has been established by upper layers, if any, upon (re)configuration of maxNumConsecutiveDTX.
The Sidelink HARQ Entity shall for each PSFCH reception occasion associated to the PSSCH transmission:
1>	if PSFCH reception is absent on the PSFCH reception occasion:
2>	increment numConsecutiveDTX by 1;
2>	if numConsecutiveDTX reaches maxNumConsecutiveDTX:
3>	indicate HARQ-based Sidelink RLF detection to upper layers.
1>	else:
2>	re-initialize numConsecutiveDTX to zero.

End of the second change

Start of the third change
[bookmark: _Toc37296260][bookmark: _Toc46490391]5.22.1.5	Scheduling Request
In addition to clause 5.4.4, the Scheduling Request (SR) is also used for requesting SL-SCH resources for new transmission when triggered by the Sidelink BSR (clause 5.22.1.6) or the SL-CSI reporting (clause 5.22.1.7). If configured, the MAC entity performs the SR procedure as specified in this clause unless otherwise specified in clause 5.4.4.
The SR configuration of the logical channel that triggered the Sidelink BSR (clause 5.22.1.6) (if such a configuration exists) is also considered as corresponding SR configuration for the triggered SR (clause 5.4.4). The priority of the triggered SR corresponds to the priority of the logical channel.
If the SL-CSI reporting procedure is enabled by RRC, the SL-CSI reporting is mapped to one SR configuration for all PC5-RRC connections established by RRC. The SR configuration of the SL-CSI reporting triggered according to 5.22.1.7 is considered as corresponding SR configuration for the triggered SR (clause 5.4.4). The priority of the triggered SR corresponds to the priority of the SL-CSI reporting.
All pending SR(s) triggered according to the Sidelink BSR procedure (clause 5.22.1.6) prior to the MAC PDU assembly shall be cancelled and each respective sr-ProhibitTimer shall be stopped when the MAC PDU is transmitted and this PDU includes a Sidelink BSR MAC CE which contains buffer status up to (and including) the last event that triggered a Sidelink BSR (see clause 5.22.1.4) prior to the MAC PDU assembly.
All pending SR(s) triggered according to the Sidelink BSR procedure (clause 5.22.1.6) shall be cancelled and each respective sr-ProhibitTimer shall be stopped when the SL grant(s) can accommodate all pending data available for transmission in sidelink.
The pending SR triggered according to the SL-CSI reporting for a destination shall be cancelled and each respective sr-ProhibitTimer shall be stopped when the SL grant(s) can accommodate the SL-CSI reporting that has been triggered but not cancelled. All pending SR(s) triggered by either Sidelink BSR or Sidelink CSI report shall be cancelled, when RRC configures Sidelink resource allocation mode 2autonomous resource selection.

End of the third change


Start of the fourth change
[bookmark: _Toc12569239][bookmark: _Toc37296261][bookmark: _Toc46490392]5.22.1.6	Buffer Status Reporting
The Sidelink Buffer Status reporting (SL-BSR) procedure is used to provide the serving gNB with information about SL data volume in the MAC entity.
RRC configures the following parameters to control the SL-BSR:
-	periodicBSR-Timer;
-	retxBSR-Timer;
-	sl-logicalChannelSR-DelayTimerApplied;
-	logicalChannelSR-DelayTimer;
-	sl-logicalChannelGroup.
Each logical channel which belongs to a Destination is allocated to an LCG as specified in TS 38.331 [5] or TS 36.331 [21]. The maximum number of LCGs is eight.
The MAC entity determines the amount of SL data available for a logical channel according to the data volume calculation procedure in TSs 38.322 [3] and 38.323 [4].
A SL-BSR shall be triggered if any of the following events occur:
1>	if the MAC entity has been configured with Sidelink resource allocation mode 1:
2>	SL data, for a logical channel of a Destination, becomes available to the MAC entity; and either
3>	this SL data belongs to a logical channel with higher priority than the priorities of the logical channels containing available SL data which belong to any LCG belonging to the same Destination; or
3>	none of the logical channels which belong to an LCG belonging to the same Destination contains any available SL data.
in which case the SL-BSR is referred below to as 'Regular SL-BSR';
2>	UL resources are allocated and number of padding bits remaining after a Padding BSR has been triggered is equal to or larger than the size of the SL-BSR MAC CE plus its subheader, in which case the SL-BSR is referred below to as 'Padding SL-BSR';
2>	retxBSR-Timer expires, and at least one of the logical channels which belong to an LCG contains SL data, in which case the SL-BSR is referred below to as 'Regular SL-BSR';
2>	periodicBSR-Timer expires, in which case the SL-BSR is referred below to as 'Periodic SL-BSR'.
1>	else:
2>	Sidelink resource allocation mode 1 is configured by RRC and SL data is available for transmission in the RLC entity or in the PDCP entity, in which case the Sidelink BSR is referred below to as "Regular Sidelink BSR".
For Regular SL-BSR, the MAC entity shall:
1>	if the SL-BSR is triggered for a logical channel for which sl-logicalChannelSR-DelayTimerApplied with value true is configured by upper layers:
2>	start or restart the logicalChannelSR-DelayTimer.
1>	else:
2>	if running, stop the logicalChannelSR-DelayTimer.
For Regular and Periodic SL-BSR, the MAC entity shall:
1>	if sl-PrioritizationThres is configured and the value of the highest priority of the logical channels that belong to any LCG and contain SL data for any Destination is lower than sl-PrioritizationThres; and
1>	if either ul-PrioritizationThres is not configured or ul-PrioritizationThres is configured and the value of the highest priority of the logical channels that belong to any LCG and contain UL data is equal to or higher than ul-PrioritizationThres according to clause 5.4.5:
2>	prioritize the LCG(s) for the Destination(s).
1>	if the Buffer Status reporting procedure determines that at least one BSR has been triggered and not cancelled according to clause 5.4.5 and the UL grant cannot accommodate a SL-BSR MAC CE containing buffer status only for all prioritized LCGs having data available for transmission plus the subheader of the SL-BSR according to clause 5.4.3.1.3, in case the SL-BSR is considered as not prioritized:
2>	prioritize the SL-BSR for logical channel prioritization specified in clause 5.4.3.1;
2>	report Truncated SL-BSR containing buffer status for as many prioritized LCGs having data available for transmission as possible, taking the number of bits in the UL grant into consideration.
1>	else if the number of bits in the UL grant is expected to be equal to or larger than the size of a SL-BSR containing buffer status for all LCGs having data available for transmission plus the subheader of the SL-BSR according to clause 5.4.3.1.3:
2>	report SL-BSR containing buffer status for all LCGs having data available for transmission.
1>	else:
2>	report Truncated SL-BSR containing buffer status for as many LCGs having data available for transmission as possible, taking the number of bits in the UL grant into consideration.
For Padding BSR:
1>	if the number of padding bits remaining after a Padding BSR has been triggered is equal to or larger than the size of a SL-BSR containing buffer status for all LCGs having data available for transmission plus its subheader:
2>	report SL-BSR containing buffer status for all LCGs having data available for transmission;
1>	else:
2>	report Truncated SL-BSR containing buffer status for as many LCGs having data available for transmission as possible, taking the number of bits in the UL grant into consideration.
For SL-BSR triggered by retxBSR-Timer expiry, the MAC entity considers that the logical channel that triggered the SL-BSR is the highest priority logical channel that has data available for transmission at the time the SL-BSR is triggered.
The MAC entity shall:
1>	if the sidelink Buffer Status reporting procedure determines that at least one SL-BSR has been triggered and not cancelled:
2>	if UL-SCH resources are available for a new transmission and the UL-SCH resources can accommodate the SL-BSR MAC CE plus its subheader as a result of logical channel prioritization according to clause 5.4.3.1:
3>	instruct the Multiplexing and Assembly procedure in clause 5.4.3 to generate the SL-BSR MAC CE(s);
3>	start or restart periodicBSR-Timer except when all the generated SL-BSRs are Truncated SL-BSRs;
3>	start or restart retxBSR-Timer.
2>	if a Regular SL-BSR has been triggered and logicalChannelSR-DelayTimer is not running:
3>	if there is no UL-SCH resource available for a new transmission; or
3>	if the set of Subcarrier Spacing index values in sl-allowedSCS-List, if configured for the logical channel that triggered the SL-BSR, does not include the Subcarrier Spacing index associated to the UL-SCH resources available for a new transmission; or
3>	if sl-maxPUSCH-Duration, if configured for the logical channel that triggered the SL-BSR, is smaller than the PUSCH transmission duration associated to the UL-SCH resources available for a new transmission:
4>	trigger a Scheduling Request.
NOTE 1:	UL-SCH resources are considered available if the MAC entity has an active configuration for either type of configured uplink grants, or if the MAC entity has received a dynamic uplink grant, or if both of these conditions are met. If the MAC entity has determined at a given point in time that UL-SCH resources are available, this need not imply that UL-SCH resources are available for use at that point in time.
A MAC PDU shall contain at most one SL-BSR MAC CE, even when multiple events have triggered a SL-BSR. The Regular SL-BSR and the Periodic SL-BSR shall have precedence over the padding SL-BSR.
The MAC entity shall restart retxBSR-Timer upon reception of an SL grant for transmission of new data on any SL-SCH.
All triggered SL-BSRs may be cancelled when the SL grant(s) can accommodate all pending data available for transmission. All BSRs triggered prior to MAC PDU assembly shall be cancelled when a MAC PDU is transmitted and this PDU includes a SL-BSR MAC CE which contains buffer status up to (and including) the last event that triggered a SL-BSR prior to the MAC PDU assembly. All triggered SL-BSRs shall be cancelled, and retx-BSR-Timer and periodic-BSR-Timer shall be stopped, when RRC configures Sidelink resource allocation mode 2autonomous resource selection.
NOTE 2:	MAC PDU assembly can happen at any point in time between uplink grant reception and actual transmission of the corresponding MAC PDU. SL-BSR and SR can be triggered after the assembly of a MAC PDU which contains a SL-BSR MAC CE, but before the transmission of this MAC PDU. In addition, SL-BSR and SR can be triggered during MAC PDU assembly.

End of the fourth change


Start of the fifth change
5.22.2	SL-SCH Data reception
5.22.2.1	SCI reception
SCI indicate if there is a transmission on SL-SCH and provide the relevant HARQ information. A SCI consists of two parts: the 1st stage SCI on PSCCH and the 2nd stage SCI on PSSCH as specified in clause 8.1 of TS 38.214 [7].
The MAC entity shall:
1>	for each PSCCH duration during which the MAC entity monitors PSCCH:
2>	if a 1st stage SCI for this PSCCH duration has been received on the PSCCH:
3>	determine the set of PSSCH durations in which reception of a 2nd stage SCI and the transport block occur using the received part of the SCI;
3>	if the 2nd stage SCI for this PSSCH duration has been received on the PSSCH:
4>	store the SCI as a valid SCI for the PSSCH durations corresponding to transmission(s) of the transport block and the associated HARQ information and QoS information;
1>	for each PSSCH duration for which the MAC entity has a valid SCI:
2>	deliver the SCI and the associated Sidelink transmission information to the Sidelink HARQ Entity.

End of the fifth change

Start of the sixth change
[bookmark: _Toc20428340][bookmark: _Toc37296311][bookmark: _Toc46490442]6.1.3.34	Sidelink Configured Grant Confirmation MAC CE
The Sidelink Configured Grant Confirmation MAC CE is identified by a MAC subheader with eLCID as specified in Table 6.2.1-2b. The Sidelink Configured Grant Confirmation MAC CE is defined as follows (Figure 6.1.3.34-1):
-	Ci: If there is a configured grant Type 2 with sl-ConfigIndexCG i configured for the MAC entity as specified in TS 38.331 [5], this field indicates the confirmation to activation/deactivation of the configured grant with sl-ConfigIndexCG i, else the MAC entity shall ignore the Ci field. The Ci field is set to 1 to confirm that the configured grant with sl-ConfigIndexCG i shall be activated. The Ci field is set to 0 to indicate that the configured grant with sl-ConfigIndexCG i shall be deactivated;
-	R: Reserved bit, set to 0.


Figure 6.1.3.34-1: Sidelink Configured Grant Confirmation MAC CE

End of the sixth change
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