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	Reason for change:
	According to the current TS, the UE does not discard the VarMeasIdleReport upon PLMN selection. Upon PLMN selection, the UE will trigger an initial registration procedure so that the UE will include the idleMeasAvailable in RRCSetupComplete message if some conditions are met. The consequence would be that the UE may report idle/inactive measurements results collected from the different PLMN(s).


	
	

	Summary of change:
	Add the new sub-clause to specify that the UE will discard the VarMeasIdleReport if any, stop timer T331, and release the VarMeasIdleConfig while PLMN selection occurs while T331 is running. 

Impact analysis
Impacted functionality
Idle/inactive measurements

Inter-operability
· This CR is the change only to UE behavior and thereby no inter-operability issues are foreseen.


	
	

	Consequences if not approved:
	The UE may report idle/inactive measurements results collected from the different PLMN(s).
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[bookmark: _Toc510018567]FIRST CHANGE
[bookmark: _Toc46439367][bookmark: _Toc46444204][bookmark: _Toc46486965]5.7.8.4	Cell re-selection or cell selection while T331 is running
The UE shall:
[bookmark: _Hlk39765748]1>	if intra-RAT cell selection or reselection occurs while T331 is runing:
2>	if validityAreaList is configured in VarMeasIdleConfig:
3>	if the serving frequency does not match with the carrierFreq of an entry in the validityAreaList; or
3>	if the serving frequency matches with the carrierFreq of an entry in the validityAreaList, the validityCellList is included in that entry, and the physical cell identity of the serving cell does not match with any entry in validityCellList:
4>	stop timer T331;
4>	perform the actions as specified in 5.7.8.3, upon which the procedure ends.
2>	perform the actions as specified in 5.7.8.1a;
1>	else if inter-RAT cell reselection occurs while T331 is runing:
2>	stop timer T331;
2>	perform the actions as specified in 5.7.8.2a;
5.7.8.X	PLMN selection while T331 is running
The UE shall:
1>	if PLMN selection occurs while T331 is runing:
2>	discard the VarMeasIdleReport, if any;
2>	stop timer T331;
2>	perform the actions as specified in 5.7.8.3, upon which the procedure ends;
END OF FIRST CHANGE


