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	Reason for change:
	At RAN3#107 e-meeting, it is agreed to support RACS feature in EN-DC and MR-DC. And the UE Radio Capability ID IE is allowed to be transfered from the MN to SN during the SN additon procedure, if RACS feature is supported. 
In the condition if the UE Radio Capability ID is transferred by the MN to the SN, via SgNB ADDITION REQUEST or S-NODE ADDITION REQUEST messge, there would be no need to transfer the UE capability information. However, in the inter-node message i.e. CG-ConfigInfo, the UE capabilities are mandatory present upon SN addition. 
In order to avoid the unnecessary transmission of the UE capabilities, the UE capability information shall be changed to optional present upon SN addition is the UE Radio Capability ID IE is transferred. 

	
	

	Summary of change:
	Clarify that the UE Capability Information is optional present if UE Radio Capability ID IE is included in the signalling for SN Addition.
Impact Analysis
Impacted functionality:
UE Capability

Inter-operability:
There is no inter-operability problem foreseen, the change is between two base stations.

	
	

	Consequences if not approved:
	The UE capability information are mandatory present when the UE Radio Capability ID IE is applied will result in significant unnecessary siganlling consumption. 
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[bookmark: _Toc20426099]START OF CHANGE
[bookmark: _Toc46440014][bookmark: _Toc46444851][bookmark: _Toc46487612]–	CG-ConfigInfo
This message is used by master eNB or gNB to request the SgNB or SeNB to perform certain actions e.g. to establish, modify or release an SCG. The message may include additional information e.g. to assist the SgNB or SeNB to set the SCG configuration. It can also be used by a CU to request a DU to perform certain actions, e.g. to establish, or modify an MCG or SCG.
Direction: Master eNB or gNB to secondary gNB or eNB, alternatively CU to DU.
[bookmark: _Hlk43355492]CG-ConfigInfo message
-- ASN1START
-- TAG-CG-CONFIG-INFO-START

CG-ConfigInfo ::=               SEQUENCE {
    criticalExtensions              CHOICE {
        c1                              CHOICE{
            cg-ConfigInfo               CG-ConfigInfo-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture        SEQUENCE {}
    }
}

CG-ConfigInfo-IEs ::=           SEQUENCE {
    ue-CapabilityInfo               OCTET STRING (CONTAINING UE-CapabilityRAT-ContainerList)          OPTIONAL,-- Cond SN-AddMod
    candidateCellInfoListMN         MeasResultList2NR                                                 OPTIONAL,
    candidateCellInfoListSN         OCTET STRING (CONTAINING MeasResultList2NR)                       OPTIONAL,
    measResultCellListSFTD-NR       MeasResultCellListSFTD-NR                                         OPTIONAL,
    scgFailureInfo                  SEQUENCE {
        failureType                     ENUMERATED { t310-Expiry, randomAccessProblem,
                                                     rlc-MaxNumRetx, synchReconfigFailure-SCG,
                                                     scg-reconfigFailure,
                                                     srb3-IntegrityFailure},
        measResultSCG                   OCTET STRING (CONTAINING MeasResultSCG-Failure)
    }                                                                                                 OPTIONAL,
    configRestrictInfo              ConfigRestrictInfoSCG                                             OPTIONAL,
    drx-InfoMCG                     DRX-Info                                                          OPTIONAL,
    measConfigMN                    MeasConfigMN                                                      OPTIONAL,
    sourceConfigSCG                 OCTET STRING (CONTAINING RRCReconfiguration)                      OPTIONAL,
    scg-RB-Config                   OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,
    mcg-RB-Config                   OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,
    mrdc-AssistanceInfo             MRDC-AssistanceInfo                                               OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1540-IEs                                           OPTIONAL
}

<<<<<<<<<<<<<<<<<<<<<<<<    Unchanged part is omitted    >>>>>>>>>>>>>>>>>>>>>>
	Conditional Presence
	Explanation

	SN-AddMod
	The field is mandatory present upon SN addition and SN change. It is optionally present upon SN modification and inter-MN handover without SN change. Otherwise, the field is absent.


    
NOTE 3:	The following table indicates per source MN RAT and SN RAT whether RAT capabilities are included or not in ue-CapabilityInfo.
	Source MN RAT
	SN RAT
	NR capabilities
	E-UTRA capabilities
	MR-DC capabilities

	E-UTRA
	NR
	IncludedNeed not be included if the UE Radio Capability ID as specified in 23.502 [43] is used. Included otherwise
	Not included
	IncludedNeed not be included if the UE Radio Capability ID as specified in 23.502 [43] is used. Included otherwise

	NR
	E-UTRA
	Not included
	Need not be included if the UE Radio Capability ID as specified in 23.502 [43] is used. Included otherwise
	Need not be included if the UE Radio Capability ID as specified in 23.502 [43] is used. Included otherwise

	NR
	NR
	Need not be included if the UE Radio Capability ID as specified in 23.502 [43] is used. Included otherwise
	Not included
	Not included
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