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	Reason for change:
	Section 4.3.3 states “Although E-CID positioning may utilise some of the same measurements as the measurement control system in the RRC protocol, the UE generally is not expected to make additional measurements for the sole purpose of positioning; i.e., the positioning procedures do not supply a measurement configuration or measurement control message, and the UE reports the measurements that it has available rather than being required to take additional measurement actions”.
This indicates the UE reports the measurements it has available rather than being required to perform new measurement. However, in Section 8.3.3.3.1 it says “the UE performs the requested measurement” as opposed to reporting the available measurement.


	
	

	Summary of change:
	1. In Section 8.3.3.3.1, step 2 for downlink E-CID is corrected to say the UE reports the measurement if available and not perform the requested measurement.

Impact analysis
Impacted functionality: UE E-CID measurement reporting.
Inter-operability: 
There are no inter-operability issues since the correction impacts only the UE. Whether the UE performs new measurements or uses already available measurements only the UE will still be reporting measurements back to E-SMLC. 

	
	

	Consequences if not approved:
	Contradicting UE behavior regarding E-CID measurement reporting in different parts of the specification.

	
	

	Clauses affected:
	8.3.3.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	[bookmark: _GoBack]

	
	

	This CR's revision history:
	



Page 1


First Modified Subclause
[bookmark: _Toc12401856][bookmark: _Toc46523224]8.3	Enhanced cell ID positioning methods
[bookmark: _Toc12401862][bookmark: _Toc46523230]8.3.3	Downlink E-CID Positioning Procedures
[bookmark: _Toc12401867][bookmark: _Toc46523235]8.3.3.3.1	E-SMLC-initiated Location Information Transfer
Figure 8.3.3.3-1 shows the Location Information Transfer operations for the E-CID method when the procedure is initiated by the E-SMLC.


Figure 8.3.3.3-1: E-SMLC-initiated Location Information Transfer Procedure.
(1)	The E-SMLC sends a LPP Request Location Information message to the UE for invocation of E-CID positioning. This request includes the E-CID measurements requested by the E-SMLC and supported by the UE as listed in Table 8.3.2.2-1 together with a required response time.
(2)	The UE performs the requested measurements and sends an LPP Provide Location Information message to the E-SMLC and reports the requested measurements that are available in the UE before the Response Time provided in step (1) elapsed. If the UE is unable to perform the requested measurements are not available, or if the Response Time provided in step 1 elapsed before any of the requested measurements have been obtained, the UE returns any information that can be provided in an LPP message of type Provide Location Information which includes a cause indication for the not provided location information.
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