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6.3.3	UE capability information elements

–	MAC-Parameters
The IE MAC-Parameters is used to convey capabilities related to MAC.
MAC-Parameters information element
-- ASN1START
-- TAG-MAC-PARAMETERS-START

MAC-Parameters ::= SEQUENCE {
    mac-ParametersCommon            MAC-ParametersCommon        OPTIONAL,
    mac-ParametersXDD-Diff          MAC-ParametersXDD-Diff      OPTIONAL
}

MAC-Parameters-v1610 ::= SEQUENCE {
    mac-ParametersFRX-Diff-r16      MAC-ParametersFRX-Diff-r16  OPTIONAL
}

MAC-ParametersCommon ::=    SEQUENCE {
    lcp-Restriction                         ENUMERATED {supported}      OPTIONAL,
    dummy                                   ENUMERATED {supported}      OPTIONAL,
    lch-ToSCellRestriction                  ENUMERATED {supported}      OPTIONAL,
    ...,
    [[
    recommendedBitRate                      ENUMERATED {supported}      OPTIONAL,
    recommendedBitRateQuery                 ENUMERATED {supported}      OPTIONAL
    ]],
    [[
    recommendedBitRateMultiplier-r16         ENUMERATED {supported}     OPTIONAL,
    secondaryDRX-Group                       ENUMERATED {supported}     OPTIONAL,
    preEmptiveBSR-r16                        ENUMERATED {supported}     OPTIONAL,
    autonomousTransmission-r16               ENUMERATED {supported}     OPTIONAL,
    lch-PriorityBasedPrioritization-r16      ENUMERATED {supported}     OPTIONAL,
    lch-ToConfiguredGrantMapping-r16         ENUMERATED {supported}     OPTIONAL,
    lch-ToGrantPriorityRestriction-r16       ENUMERATED {supported}     OPTIONAL,
    singlePHR-P-r16                          ENUMERATED {supported}     OPTIONAL,
    ul-LBT-FailureDetectionRecovery-r16      ENUMERATED {supported}     OPTIONAL
    ]],
	lcid-ExtensionIAB-r16xy					ENUMERATED {supported}     OPTIONAL
	]]
}

MAC-ParametersFRX-Diff-r16 ::=  SEQUENCE {
    directMCG-SCellActivation-r16           ENUMERATED {supported}      OPTIONAL,
    directMCG-SCellActivationResume-r16     ENUMERATED {supported}      OPTIONAL,
    directSCG-SCellActivation-r16           ENUMERATED {supported}      OPTIONAL,
    directSCG-SCellActivationResume-r16     ENUMERATED {supported}      OPTIONAL,
    -- R1 19-1: DRX Adaptation
    drx-Adaptation-r16          SEQUENCE {
        licensedBand-r16            MinTimeGap-r16                      OPTIONAL,
    unlicensedBand-r16              MinTimeGap-r16                      OPTIONAL
    }                                                                   OPTIONAL,
    ...
}

MAC-ParametersXDD-Diff ::=  SEQUENCE {
    skipUplinkTxDynamic                     ENUMERATED {supported}     OPTIONAL,
    logicalChannelSR-DelayTimer             ENUMERATED {supported}     OPTIONAL,
    longDRX-Cycle                           ENUMERATED {supported}     OPTIONAL,
    shortDRX-Cycle                          ENUMERATED {supported}     OPTIONAL,
    multipleSR-Configurations               ENUMERATED {supported}     OPTIONAL,
    multipleConfiguredGrants                ENUMERATED {supported}     OPTIONAL,
    ...
}

MinTimeGap-r16 ::=    SEQUENCE {
    scs-15kHz-r16                         ENUMERATED {sl1, sl3}        OPTIONAL,
    scs-30kHz-r16                         ENUMERATED {sl1, sl6}        OPTIONAL,
    scs-60kHz-r16                         ENUMERATED {sl1, sl12}       OPTIONAL,
    scs-120kHz-r16                        ENUMERATED {sl2, sl24}       OPTIONAL
}

-- TAG-MAC-PARAMETERS-STOP
-- ASN1STOP


Unmodified parts omitted
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The IE MeasAndMobParameters is used to convey UE capabilities related to measurements for radio resource management (RRM), radio link monitoring (RLM) and mobility (e.g. handover).
MeasAndMobParameters information element
-- ASN1START
-- TAG-MEASANDMOBPARAMETERS-START

MeasAndMobParameters ::=                    SEQUENCE {
    measAndMobParametersCommon              MeasAndMobParametersCommon              OPTIONAL,
    measAndMobParametersXDD-Diff                MeasAndMobParametersXDD-Diff        OPTIONAL,
    measAndMobParametersFRX-Diff                MeasAndMobParametersFRX-Diff        OPTIONAL
}

MeasAndMobParametersCommon ::=          SEQUENCE {
    supportedGapPattern                     BIT STRING (SIZE (22))                  OPTIONAL,
    ssb-RLM                                 ENUMERATED {supported}                  OPTIONAL,
    ssb-AndCSI-RS-RLM                       ENUMERATED {supported}                  OPTIONAL,
    ...,
    [[
    eventB-MeasAndReport                    ENUMERATED {supported}                  OPTIONAL,
    handoverFDD-TDD                         ENUMERATED {supported}                  OPTIONAL,
    eutra-CGI-Reporting                     ENUMERATED {supported}                  OPTIONAL,
    nr-CGI-Reporting                        ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    independentGapConfig                    ENUMERATED {supported}                  OPTIONAL,
    periodicEUTRA-MeasAndReport             ENUMERATED {supported}                  OPTIONAL,
    handoverFR1-FR2                         ENUMERATED {supported}                  OPTIONAL,
    maxNumberCSI-RS-RRM-RS-SINR             ENUMERATED {n4, n8, n16, n32, n64, n96} OPTIONAL
    ]],
    [[
    nr-CGI-Reporting-ENDC                   ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    eutra-CGI-Reporting-NEDC                ENUMERATED {supported}                  OPTIONAL,
    eutra-CGI-Reporting-NRDC                ENUMERATED {supported}                  OPTIONAL,
    nr-CGI-Reporting-NEDC                   ENUMERATED {supported}                  OPTIONAL,
    nr-CGI-Reporting-NRDC                   ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    reportAddNeighMeasForPeriodic-r16       ENUMERATED {supported}                  OPTIONAL,
    condHandoverParametersCommon-r16        SEQUENCE {
[bookmark: _Hlk37234802]       condHandoverFDD-TDD-r16                  ENUMERATED {supported}              OPTIONAL,
       condHandoverFR1-FR2-r16                  ENUMERATED {supported}              OPTIONAL
    }                                                                               OPTIONAL,
    nr-NeedForGap-Reporting-r16             ENUMERATED {supported}                  OPTIONAL,
    supportedGapPattern-NRonly-r16          BIT STRING (SIZE (10))                  OPTIONAL,
    supportedGapPattern-NRonly-NEDC-r16     ENUMERATED {supported}                  OPTIONAL,
    maxNumberCLI-RSSI-r16                   ENUMERATED {n8, n16, n32, n64}          OPTIONAL,
    maxNumberCLI-SRS-RSRP-r16               ENUMERATED {n4, n8, n16, n32}           OPTIONAL,
    maxNumberPerSlotCLI-SRS-RSRP-r16        ENUMERATED {n2, n4, n8}                 OPTIONAL,
    mfbi-IAB-r16                            ENUMERATED {supported}                  OPTIONAL,
    multipleNS-And-Pmax-IAB-r16             ENUMERATED {supported}                  OPTIONAL,
    nr-CGI-Reporting-NPN-r16                ENUMERATED {supported}                  OPTIONAL,
    idleInactiveEUTRA-MeasReport-r16        ENUMERATED {supported}                  OPTIONAL,
    idleInactive-ValidityArea-r16           ENUMERATED {supported}                  OPTIONAL
    ]]

}

MeasAndMobParametersXDD-Diff ::=            SEQUENCE {
    intraAndInterF-MeasAndReport        ENUMERATED {supported}                      OPTIONAL,
    eventA-MeasAndReport                ENUMERATED {supported}                      OPTIONAL,
    ...,
    [[
    handoverInterF                      ENUMERATED {supported}                      OPTIONAL,
    handoverLTE-EPC                     ENUMERATED {supported}                      OPTIONAL,
    handoverLTE-5GC                     ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    sftd-MeasNR-Neigh                   ENUMERATED {supported}                      OPTIONAL,
    sftd-MeasNR-Neigh-DRX               ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    condHandoverParametersXDD-Diff-r16  SEQUENCE {
        condHandover-r16                    ENUMERATED {supported}                  OPTIONAL,
        condHandoverFailure-r16             ENUMERATED {supported}                  OPTIONAL,
        condHandoverTwoTriggerEvents-r16    ENUMERATED {supported}                  OPTIONAL
    }                                                                               OPTIONAL,
    pcellT312-r16                       ENUMERATED {supported}                      OPTIONAL,
    handoverIntraF-IAB-r16              ENUMERATED {supported}                      OPTIONAL,
    eutra-AutonomousGaps-r16            ENUMERATED {supported}                      OPTIONAL,
    eutra-AutonomousGapsNEDC-r16        ENUMERATED {supported}                      OPTIONAL,
    eutra-AutonomousGapsNRDC-r16        ENUMERATED {supported}                      OPTIONAL,
    nr-AutonomousGaps-r16               ENUMERATED {supported}                      OPTIONAL,
    nr-AutonomousGaps-ENDC-r16          ENUMERATED {supported}                      OPTIONAL,
    nr-AutonomousGapsNEDC-r16           ENUMERATED {supported}                      OPTIONAL,
    nr-AutonomousGapsNRDC-r16           ENUMERATED {supported}                      OPTIONAL,
    handoverUTRA-FDD-r16                ENUMERATED {supported}                      OPTIONAL
    ]],
	handoverInterF-IAB-v16xy            ENUMERATED {supported}             			OPTIONAL
	]]

}

MeasAndMobParametersFRX-Diff ::=            SEQUENCE {
    ss-SINR-Meas                                    ENUMERATED {supported}              OPTIONAL,
    csi-RSRP-AndRSRQ-MeasWithSSB                    ENUMERATED {supported}              OPTIONAL,
    csi-RSRP-AndRSRQ-MeasWithoutSSB                 ENUMERATED {supported}              OPTIONAL,
    csi-SINR-Meas                                   ENUMERATED {supported}              OPTIONAL,
    csi-RS-RLM                                      ENUMERATED {supported}              OPTIONAL,
    ...,
    [[
    handoverInterF                                  ENUMERATED {supported}              OPTIONAL,
    handoverLTE-EPC                                 ENUMERATED {supported}              OPTIONAL,
    handoverLTE-5GC                                 ENUMERATED {supported}              OPTIONAL
    ]],
    [[
    maxNumberResource-CSI-RS-RLM                    ENUMERATED {n2, n4, n6, n8}         OPTIONAL
    ]],
    [[
    simultaneousRxDataSSB-DiffNumerology            ENUMERATED {supported}              OPTIONAL
    ]],
    [[
    nr-AutonomousGaps-r16                           ENUMERATED {supported}              OPTIONAL,
    nr-AutonomousGaps-ENDC-r16                      ENUMERATED {supported}              OPTIONAL,
    handoverUTRA-FDD-r16                            ENUMERATED {supported}              OPTIONAL,
    cli-RSSI-Meas-r16                               ENUMERATED {supported}              OPTIONAL,
    cli-SRS-RSRP-Meas-r16                           ENUMERATED {supported}              OPTIONAL,
    condHandoverParametersFRX-Diff-r16              SEQUENCE {
        condHandover-r16                                ENUMERATED {supported}          OPTIONAL,
        condHandoverFailure-r16                         ENUMERATED {supported}          OPTIONAL,
        condHandoverTwoTriggerEvents-r16                ENUMERATED {supported}          OPTIONAL
    }                                                                                   OPTIONAL,
    pcellT312-r16                                   ENUMERATED {supported}              OPTIONAL,
    interFrequencyMeas-Nogap-r16                    ENUMERATED {supported}              OPTIONAL,
    simultaneousRxDataSSB-DiffNumerology-Inter-r16  ENUMERATED {supported}              OPTIONAL,
    handoverIntraF-IAB-r16                          ENUMERATED {supported}              OPTIONAL,
    idleInactiveNR-MeasReport-r16                   ENUMERATED {supported}              OPTIONAL
    ]],
	[[
	handoverInterF-IAB-v16xy            			ENUMERATED {supported}           			OPTIONAL
	]]
}

-- TAG-MEASANDMOBPARAMETERS-STOP
-- ASN1STOP



Unmodified parts omitted
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The IE Phy-Parameters is used to convey the physical layer capabilities.
Phy-Parameters information element
-- ASN1START
-- TAG-PHY-PARAMETERS-START

Phy-Parameters ::=                  SEQUENCE {
    phy-ParametersCommon                Phy-ParametersCommon                        OPTIONAL,
    phy-ParametersXDD-Diff              Phy-ParametersXDD-Diff                      OPTIONAL,
    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                      OPTIONAL,
    phy-ParametersFR1                   Phy-ParametersFR1                           OPTIONAL,
    phy-ParametersFR2                   Phy-ParametersFR2                           OPTIONAL
}

Phy-ParametersCommon ::=            SEQUENCE {
    csi-RS-CFRA-ForHO                   ENUMERATED {supported}                      OPTIONAL,
    dynamicPRB-BundlingDL               ENUMERATED {supported}                      OPTIONAL,
    sp-CSI-ReportPUCCH                  ENUMERATED {supported}                      OPTIONAL,
    sp-CSI-ReportPUSCH                  ENUMERATED {supported}                      OPTIONAL,
    nzp-CSI-RS-IntefMgmt                ENUMERATED {supported}                      OPTIONAL,
    type2-SP-CSI-Feedback-LongPUCCH     ENUMERATED {supported}                      OPTIONAL,
    precoderGranularityCORESET          ENUMERATED {supported}                      OPTIONAL,
    dynamicHARQ-ACK-Codebook            ENUMERATED {supported}                      OPTIONAL,
    semiStaticHARQ-ACK-Codebook         ENUMERATED {supported}                      OPTIONAL,
    spatialBundlingHARQ-ACK             ENUMERATED {supported}                      OPTIONAL,
    dynamicBetaOffsetInd-HARQ-ACK-CSI   ENUMERATED {supported}                      OPTIONAL,
    pucch-Repetition-F1-3-4             ENUMERATED {supported}                      OPTIONAL,
    ra-Type0-PUSCH                      ENUMERATED {supported}                      OPTIONAL,
    dynamicSwitchRA-Type0-1-PDSCH       ENUMERATED {supported}                      OPTIONAL,
    dynamicSwitchRA-Type0-1-PUSCH       ENUMERATED {supported}                      OPTIONAL,
    pdsch-MappingTypeA                  ENUMERATED {supported}                      OPTIONAL,
    pdsch-MappingTypeB                  ENUMERATED {supported}                      OPTIONAL,
    interleavingVRB-ToPRB-PDSCH         ENUMERATED {supported}                      OPTIONAL,
    interSlotFreqHopping-PUSCH          ENUMERATED {supported}                      OPTIONAL,
    type1-PUSCH-RepetitionMultiSlots    ENUMERATED {supported}                      OPTIONAL,
    type2-PUSCH-RepetitionMultiSlots    ENUMERATED {supported}                      OPTIONAL,
    pusch-RepetitionMultiSlots          ENUMERATED {supported}                      OPTIONAL,
    pdsch-RepetitionMultiSlots          ENUMERATED {supported}                      OPTIONAL,
    downlinkSPS                         ENUMERATED {supported}                      OPTIONAL,
    configuredUL-GrantType1             ENUMERATED {supported}                      OPTIONAL,
    configuredUL-GrantType2             ENUMERATED {supported}                      OPTIONAL,
    pre-EmptIndication-DL               ENUMERATED {supported}                      OPTIONAL,
    cbg-TransIndication-DL              ENUMERATED {supported}                      OPTIONAL,
    cbg-TransIndication-UL              ENUMERATED {supported}                      OPTIONAL,
    cbg-FlushIndication-DL              ENUMERATED {supported}                      OPTIONAL,
    dynamicHARQ-ACK-CodeB-CBG-Retx-DL   ENUMERATED {supported}                      OPTIONAL,
    rateMatchingResrcSetSemi-Static     ENUMERATED {supported}                      OPTIONAL,
    rateMatchingResrcSetDynamic         ENUMERATED {supported}                      OPTIONAL,
    bwp-SwitchingDelay                  ENUMERATED {type1, type2}                   OPTIONAL,
    ...,
    [[
    dummy                               ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    maxNumberSearchSpaces               ENUMERATED {n10}                            OPTIONAL,
    rateMatchingCtrlResrcSetDynamic     ENUMERATED {supported}                      OPTIONAL,
    maxLayersMIMO-Indication            ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    spCellPlacement                             CarrierAggregationVariant           OPTIONAL
    ]],
    [[
    -- R1 9-1: Basic channel structure and procedure of 2-step RACH
    twoStepRACH-r16                             ENUMERATED {supported}              OPTIONAL,
    -- R1 11-1: Monitoring DCI format 1_2 and DCI format 0_2
    dci-Format1-2And0-2-r16                     ENUMERATED {supported}              OPTIONAL,
    -- R1 11-1a: Monitoring both DCI format 0_1/1_1 and DCI format 0_2/1_2 in the same search space
    monitoringDCI-SameSearchSpace-r16           ENUMERATED {supported}              OPTIONAL,
    -- R1 11-10: Type 2 configured grant release by DCI format 0_1
    type2-CG-ReleaseDCI-0-1-r16                 ENUMERATED {supported}              OPTIONAL,
    -- R1 11-11: Type 2 configured grant release by DCI format 0_2
    type2-CG-ReleaseDCI-0-2-r16                 ENUMERATED {supported}              OPTIONAL,
    -- R1 12-3: SPS release by DCI format 1_1
    sps-ReleaseDCI-1-1-r16                      ENUMERATED {supported}              OPTIONAL,
    -- R1 12-3a: SPS release by DCI format 1_2
    sps-ReleaseDCI-1-2-r16                      ENUMERATED {supported}              OPTIONAL,
    -- R1 14-8: CSI trigger states containing non-active BWP
    csi-TriggerStateNon-ActiveBWP-r16           ENUMERATED {supported}              OPTIONAL,
    -- R1 20-2: Support up to 4 SMTCs configured for an IAB node MT per frequency location, including IAB-specific SMTC window periodicities
    seperateSMTC-InterIAB-Support-r16           ENUMERATED {supported}              OPTIONAL,
    -- R1 20-3: Support RACH configuration separately from the RACH configuration for UE access, including new IAB-specific offset and scaling factors
    seperateRACH-IAB-Support-r16                ENUMERATED {supported}              OPTIONAL,
    -- R1 20-5a: Support semi-static configuration/indication of UL-Flexible-DL slot formats for IAB-MT resources
    ul-flexibleDL-SlotFormatSemiStatic-IAB-r16  ENUMERATED {supported}              OPTIONAL,
    -- R1 20-5b: Support dynamic indication of UL-Flexible-DL slot formats for IAB-MT resources
    ul-flexibleDL-SlotFormatDynamics-IAB-r16    ENUMERATED {supported}              OPTIONAL,
    dft-S-OFDM-WaveformUL-IAB-r16               ENUMERATED {supported}              OPTIONAL,
    -- R1 20-6: Support DCI Format 2_5 based indication of soft resource availability to an IAB node
    dci-25-AI-RNTI-Support-IAB-r16              ENUMERATED {supported}              OPTIONAL,
    -- R1 20-7: Support T_delta reception.
    t-DeltaReceptionSupport-IAB-r16             ENUMERATED {supported}              OPTIONAL,
    -- R1 20-8: Support of Desired guard symbol reporting and provided guard symbok reception.
    guardSymbolReportReception-IAB-r16          ENUMERATED {supported}              OPTIONAL,
    -- R1 18-8 HARQ-ACK codebook type and spatial bundling per PUCCH group
    harqACK-CB-SpatialBundlingPUCCH-Group-r16   ENUMERATED {supported}              OPTIONAL,
    -- R1 19-2: Cross Slot Scheduling
    crossSlotScheduling-r16                     SEQUENCE {
        licensedBand-r16                            ENUMERATED {supported}          OPTIONAL,
        unlicensedBand-r16                          ENUMERATED {supported}          OPTIONAL
    }                                                                               OPTIONAL,
[bookmark: _Hlk42683442]    maxNumberSRS-PosPathLossEstimateAllServingCells-r16  ENUMERATED {n1, n4, n8, n16}         OPTIONAL,
    maxNumberSRS-PosSpatialRelationsAllServingCells-r16  ENUMERATED {n0, n1, n2, n4, n8, n16} OPTIONAL,
    extendedCG-Periodicities-r16                ENUMERATED {supported}              OPTIONAL,
    extendedSPS-Periodicities-r16               ENUMERATED {supported}              OPTIONAL,
    codebookVariantsList-r16                    CodebookVariantsList-r16            OPTIONAL
    ]]
}

Phy-ParametersXDD-Diff ::=          SEQUENCE {
    dynamicSFI                          ENUMERATED {supported}                      OPTIONAL,
    twoPUCCH-F0-2-ConsecSymbols         ENUMERATED {supported}                      OPTIONAL,
    twoDifferentTPC-Loop-PUSCH          ENUMERATED {supported}                      OPTIONAL,
    twoDifferentTPC-Loop-PUCCH          ENUMERATED {supported}                      OPTIONAL,
    ...,
    [[
    dl-SchedulingOffset-PDSCH-TypeA     ENUMERATED {supported}                      OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeB     ENUMERATED {supported}                      OPTIONAL,
    ul-SchedulingOffset                 ENUMERATED {supported}                      OPTIONAL
    ]]
}

Phy-ParametersFRX-Diff ::=                  SEQUENCE {
    dynamicSFI                                  ENUMERATED {supported}                      OPTIONAL,
    dummy1                                      BIT STRING (SIZE (2))                       OPTIONAL,
    twoFL-DMRS                                  BIT STRING (SIZE (2))                       OPTIONAL,
    dummy2                                      BIT STRING (SIZE (2))                       OPTIONAL,
    dummy3                                      BIT STRING (SIZE (2))                       OPTIONAL,
    supportedDMRS-TypeDL                        ENUMERATED {type1, type1And2}               OPTIONAL,
    supportedDMRS-TypeUL                        ENUMERATED {type1, type1And2}               OPTIONAL,
    semiOpenLoopCSI                             ENUMERATED {supported}                      OPTIONAL,
    csi-ReportWithoutPMI                        ENUMERATED {supported}                      OPTIONAL,
    csi-ReportWithoutCQI                        ENUMERATED {supported}                      OPTIONAL,
    onePortsPTRS                                BIT STRING (SIZE (2))                       OPTIONAL,
    twoPUCCH-F0-2-ConsecSymbols                 ENUMERATED {supported}                      OPTIONAL,
    pucch-F2-WithFH                             ENUMERATED {supported}                      OPTIONAL,
    pucch-F3-WithFH                             ENUMERATED {supported}                      OPTIONAL,
    pucch-F4-WithFH                             ENUMERATED {supported}                      OPTIONAL,
    pucch-F0-2WithoutFH                         ENUMERATED {notSupported}                   OPTIONAL,
    pucch-F1-3-4WithoutFH                       ENUMERATED {notSupported}                   OPTIONAL,
    mux-SR-HARQ-ACK-CSI-PUCCH-MultiPerSlot      ENUMERATED {supported}                      OPTIONAL,
    uci-CodeBlockSegmentation                   ENUMERATED {supported}                      OPTIONAL,
    onePUCCH-LongAndShortFormat                 ENUMERATED {supported}                      OPTIONAL,
    twoPUCCH-AnyOthersInSlot                    ENUMERATED {supported}                      OPTIONAL,
    intraSlotFreqHopping-PUSCH                  ENUMERATED {supported}                      OPTIONAL,
    pusch-LBRM                                  ENUMERATED {supported}                      OPTIONAL,
    pdcch-BlindDetectionCA                      INTEGER (4..16)                             OPTIONAL,
    tpc-PUSCH-RNTI                              ENUMERATED {supported}                      OPTIONAL,
    tpc-PUCCH-RNTI                              ENUMERATED {supported}                      OPTIONAL,
    tpc-SRS-RNTI                                ENUMERATED {supported}                      OPTIONAL,
    absoluteTPC-Command                         ENUMERATED {supported}                      OPTIONAL,
    twoDifferentTPC-Loop-PUSCH                  ENUMERATED {supported}                      OPTIONAL,
    twoDifferentTPC-Loop-PUCCH                  ENUMERATED {supported}                      OPTIONAL,
    pusch-HalfPi-BPSK                           ENUMERATED {supported}                      OPTIONAL,
    pucch-F3-4-HalfPi-BPSK                      ENUMERATED {supported}                      OPTIONAL,
    almostContiguousCP-OFDM-UL                  ENUMERATED {supported}                      OPTIONAL,
    sp-CSI-RS                                   ENUMERATED {supported}                      OPTIONAL,
    sp-CSI-IM                                   ENUMERATED {supported}                      OPTIONAL,
    tdd-MultiDL-UL-SwitchPerSlot                ENUMERATED {supported}                      OPTIONAL,
    multipleCORESET                             ENUMERATED {supported}                      OPTIONAL,
    ...,
    [[
    csi-RS-IM-ReceptionForFeedback              CSI-RS-IM-ReceptionForFeedback              OPTIONAL,
    csi-RS-ProcFrameworkForSRS                  CSI-RS-ProcFrameworkForSRS                  OPTIONAL,
    csi-ReportFramework                         CSI-ReportFramework                         OPTIONAL,
    mux-SR-HARQ-ACK-CSI-PUCCH-OncePerSlot       SEQUENCE {
        sameSymbol                                  ENUMERATED {supported}                      OPTIONAL,
        diffSymbol                                  ENUMERATED {supported}                      OPTIONAL
    } OPTIONAL,
    mux-SR-HARQ-ACK-PUCCH                       ENUMERATED {supported}                      OPTIONAL,
    mux-MultipleGroupCtrlCH-Overlap             ENUMERATED {supported}                      OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeA             ENUMERATED {supported}                      OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeB             ENUMERATED {supported}                      OPTIONAL,
    ul-SchedulingOffset                         ENUMERATED {supported}                      OPTIONAL,
    dl-64QAM-MCS-TableAlt                       ENUMERATED {supported}                      OPTIONAL,
    ul-64QAM-MCS-TableAlt                       ENUMERATED {supported}                      OPTIONAL,
    cqi-TableAlt                                ENUMERATED {supported}                      OPTIONAL,
    oneFL-DMRS-TwoAdditionalDMRS-UL             ENUMERATED {supported}                      OPTIONAL,
    twoFL-DMRS-TwoAdditionalDMRS-UL             ENUMERATED {supported}                      OPTIONAL,
    oneFL-DMRS-ThreeAdditionalDMRS-UL           ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    pdcch-BlindDetectionNRDC                SEQUENCE {
        pdcch-BlindDetectionMCG-UE              INTEGER (1..15),
        pdcch-BlindDetectionSCG-UE              INTEGER (1..15)
    }                                                                                       OPTIONAL,
    mux-HARQ-ACK-PUSCH-DiffSymbol               ENUMERATED {supported}                      OPTIONAL
    ]], 
    [[
    -- R1 11-1b: Type 1 HARQ-ACK codebook support for relative TDRA for DL
    type1-HARQ-ACK-Codebook-r16                 ENUMERATED {supported}                      OPTIONAL,
    -- R1 11-8: Enhanced UL power control scheme
    enhancedPowerControl-r16                    ENUMERATED {supported}                      OPTIONAL,
    -- R1 16-1b-1: TCI state activation across multiple CCs
    simultaneousTCI-ActMultipleCC-r16           ENUMERATED {supported}                      OPTIONAL,
    -- R1 16-1b-2: Spatial relation update across multiple CCs
    simultaneousSpatialRelationMultipleCC-r16   ENUMERATED {supported}                      OPTIONAL,
    -- R1 16-1c: Support of default spatial relation and pathloss reference RS for dedicated-PUCCH/SRS and PUSCH
    defaultSpatialRelationPathlossRS-r16        ENUMERATED {supported}                      OPTIONAL,
    -- R1 16-1d: Support of spatial relation update for AP-SRS via MAC CE
    spatialRelationUpdateAP-SRS-r16             ENUMERATED {supported}                      OPTIONAL,
    cli-RSSI-FDM-DL-r16                         ENUMERATED {supported}                      OPTIONAL,
    cli-SRS-RSRP-FDM-DL-r16                     ENUMERATED {supported}                      OPTIONAL,
[bookmark: _Hlk37235744]    -- R1 19-3: Maximum MIMO Layer Adaptation
    maxLayersMIMO-Adaptation-r16                ENUMERATED {supported}                      OPTIONAL,
	pdsch-MappingType-IAB-v16xy					ENUMERATED {supported}                      OPTIONAL,
	pucch-F2-WithFH-IAB-v16xy					ENUMERATED {supported}                      OPTIONAL,
	pucch-F3-WithFH-IAB-v16xy					ENUMERATED {supported}                      OPTIONAL
    ]]

}

Phy-ParametersFR1 ::=                       SEQUENCE {
    pdcch-MonitoringSingleOccasion              ENUMERATED {supported}                      OPTIONAL,
    scs-60kHz                                   ENUMERATED {supported}                      OPTIONAL,
    pdsch-256QAM-FR1                            ENUMERATED {supported}                      OPTIONAL,
    pdsch-RE-MappingFR1-PerSymbol               ENUMERATED {n10, n20}                       OPTIONAL,
    ...,
    [[
    pdsch-RE-MappingFR1-PerSlot                 ENUMERATED {n16, n32, n48, n64, n80, n96, n112, n128,
                                                n144, n160, n176, n192, n208, n224, n240, n256}         OPTIONAL
    ]]
}

Phy-ParametersFR2 ::=                       SEQUENCE {
    dummy                                       ENUMERATED {supported}                                  OPTIONAL,
    pdsch-RE-MappingFR2-PerSymbol               ENUMERATED {n6, n20}                                    OPTIONAL,
    ...,
    [[
    pCell-FR2                                   ENUMERATED {supported}                                  OPTIONAL,
    pdsch-RE-MappingFR2-PerSlot                 ENUMERATED {n16, n32, n48, n64, n80, n96, n112, n128,
                                                    n144, n160, n176, n192, n208, n224, n240, n256}     OPTIONAL
    ]]
}

-- TAG-PHY-PARAMETERS-STOP
-- ASN1STOP


Unmodified parts omitted


[bookmark: _Toc46439851][bookmark: _Toc46444688][bookmark: _Toc46487449][bookmark: _Hlk48897630]–	RF-Parameters
The IE RF-Parameters is used to convey RF-related capabilities for NR operation.
RF-Parameters information element
-- ASN1START
-- TAG-RF-PARAMETERS-START

RF-Parameters ::=                   SEQUENCE {
    supportedBandListNR                 SEQUENCE (SIZE (1..maxBands)) OF BandNR,
    supportedBandCombinationList        BandCombinationList                         OPTIONAL,
    appliedFreqBandListFilter           FreqBandList                                OPTIONAL,
    ...,
    [[
    supportedBandCombinationList-v1540  BandCombinationList-v1540                   OPTIONAL,
    srs-SwitchingTimeRequested          ENUMERATED {true}                           OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1550  BandCombinationList-v1550                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1560  BandCombinationList-v1560                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1610  BandCombinationList-v1610                   OPTIONAL,
    supportedBandCombinationListSidelink-r16  BandCombinationListSidelink-r16       OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-r16  BandCombinationList-UplinkTxSwitch-r16 OPTIONAL
    ]]
}

BandNR ::=                          SEQUENCE {
    bandNR                              FreqBandIndicatorNR,
    modifiedMPR-Behaviour               BIT STRING (SIZE (8))                           OPTIONAL,
    mimo-ParametersPerBand              MIMO-ParametersPerBand                          OPTIONAL,
    extendedCP                          ENUMERATED {supported}                          OPTIONAL,
    multipleTCI                         ENUMERATED {supported}                          OPTIONAL,
    bwp-WithoutRestriction              ENUMERATED {supported}                          OPTIONAL,
    bwp-SameNumerology                  ENUMERATED {upto2, upto4}                       OPTIONAL,
    bwp-DiffNumerology                  ENUMERATED {upto4}                              OPTIONAL,
    crossCarrierScheduling-SameSCS      ENUMERATED {supported}                          OPTIONAL,
    pdsch-256QAM-FR2                    ENUMERATED {supported}                          OPTIONAL,
    pusch-256QAM                        ENUMERATED {supported}                          OPTIONAL,
    ue-PowerClass                       ENUMERATED {pc1, pc2, pc3, pc4}                 OPTIONAL,
    rateMatchingLTE-CRS                 ENUMERATED {supported}                          OPTIONAL,
    channelBWs-DL                       CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (10))                      OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (3))                       OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (3))                       OPTIONAL
        }
    }                                                                                   OPTIONAL,
    channelBWs-UL                       CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (10))                      OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (3))                       OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (3))                       OPTIONAL
        }
    }                                                                                   OPTIONAL,
    ...,
    [[
    maxUplinkDutyCycle-PC2-FR1                  ENUMERATED {n60, n70, n80, n90, n100}   OPTIONAL
    ]],
    [[
    pucch-SpatialRelInfoMAC-CE          ENUMERATED {supported}                          OPTIONAL,
    powerBoosting-pi2BPSK               ENUMERATED {supported}                          OPTIONAL
    ]],
    [[
    maxUplinkDutyCycle-FR2          ENUMERATED {n15, n20, n25, n30, n40, n50, n60, n70, n80, n90, n100}     OPTIONAL
    ]],
    [[
    channelBWs-DL-v1590                 CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (16))              OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (8))               OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (8))               OPTIONAL
        }
    }                                                                               OPTIONAL,
    channelBWs-UL-v1590                 CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (16))              OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (8))               OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (8))               OPTIONAL
        }
    }                                                                               OPTIONAL
    ]],
    [[
    asymmetricBandwidthCombinationSet     BIT STRING (SIZE (1..32))           OPTIONAL
    ]],
    [[
    -- R1 10: NR-unlicensed
    unlicensedParametersPerBand-r16         UnlicensedParametersPerBand-r16         OPTIONAL,
    -- R1 11-7b: Independent cancellation of the overlapping PUSCHs in an intra-band UL CA
    cancelOverlappingPUSCH-r16              ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-1: Multiple LTE-CRS rate matching patterns
    multipleRateMatchingEUTRA-CRS-r16       SEQUENCE {
        maxNumberPatterns-r16                   INTEGER (2..6),
        maxNumberNon-OverlapPatterns-r16    INTEGER (1..3)
    }                                                                               OPTIONAL,
    -- R1 14-1a: Two LTE-CRS overlapping rate matching patterns within a part of NR carrier using 15 kHz overlapping with a LTE carrier
    overlapRateMatchingEUTRA-CRS-r16        ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-2: PDSCH Type B mapping of length 9 and 10 OFDM symbols
    pdsch-MappingTypeB-Alt-r16              ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-3: One slot periodic TRS configuration for FR1
    oneShotPeriodicTRS-r16                  ENUMERATED {supported}                  OPTIONAL,
    olpc-SRS-Pos-r16                        OLPC-SRS-Pos-r16                        OPTIONAL,
    spatialRelationsSRS-Pos-r16             SpatialRelationsSRS-Pos-r16             OPTIONAL,
    simul-SRS-Trans-IntraBandCA-r16         INTEGER (1..2)                          OPTIONAL,
    channelBW-DL-IAB-r16                    CHOICE {
        fr1-100mhz                              SEQUENCE {
            scs-15kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-30kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL
        },
        fr2-200mhz                          SEQUENCE {
            scs-60kHz                           ENUMERATED {supported}              OPTIONAL,
            scs-120kHz                          ENUMERATED {supported}              OPTIONAL
        }
    }                                                                               OPTIONAL,
    channelBW-UL-IAB-r16                    CHOICE {
        fr1-100mhz                              SEQUENCE {
            scs-15kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-30kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL
        },
        fr2-200mhz                          SEQUENCE {
            scs-60kHz                           ENUMERATED {supported}              OPTIONAL,
            scs-120kHz                          ENUMERATED {supported}              OPTIONAL
        }
    }                                                                               OPTIONAL,
    rasterShift7dot5-IAB-r16                ENUMERATED {supported}                  OPTIONAL,
    ue-PowerClass-v1610                     ENUMERATED {pc1dot5}                    OPTIONAL
    ]],
	[[
	multipleTCI-IAB-v16xy					ENUMERATED {supported}                  OPTIONAL
	]]

}

-- TAG-RF-PARAMETERS-STOP
-- ASN1STOP

Unmodified parts omitted



