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	Reason for change:
	1. Upon the execution condition(s) are met for a CHO candidate cell, the UE executes CHO. So the description “executes the HO command once the execution condition(s) are met for a CHO candidate cell” is not accurate.
2. UE stops evaluating the execution condition(s) once the handover is executed (legacgy handover or conditional handover execution),  so the description “UE stops evaluating the the execution condition(s) for other candidate cells” is not accurate. Current  description only covers the case that the UE stops evaluating the execution condition(s) for other candidate cells when CHO is executed (i.e. the execution condition(s) are met for a CHO candidate cell), and the description is imcomplete.
3. For the execution condition, new A3/A5 are introduced for CHO events.


	
	

	Summary of change:
	1. Change “executes the HO command” to “executes CHO”
2. Change “UE stops evaluating the execution condition(s) for other candidate cells once the handover is triggered” to “UE stops evaluating the execution condition(s) once the handover is executed (legacgy handover or conditional handover execution)”
3. Change “A3/A5” to “CHO events A3/A5”


	
	

	Consequences if not approved:
	Some ambiguities still exist. 
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[bookmark: _Toc37760260][bookmark: _Toc46498494]10.1.2.1a	Conditional Handover
[bookmark: _Toc37760261][bookmark: _Toc46498495]10.1.2.1a.1	General
A Conditional Handover (CHO) is defined as a handover that is executed by the UE when one or more handover execution conditions are met. The UE starts evaluating the execution condition(s) for CHO candidate cells upon receiving the CHO configuration, and executes CHOthe HO command once the execution condition(s) are met for a CHO candidate cell. UE stops evaluating the execution condition(s) for other candidate cells once the handover is executed (legacgy handover or conditional handover execution)triggered.
The following principles apply to CHO:
-	The CHO configuration contains the configuration of CHO candidate cell(s) generated by each CHO candidate cell and execution condition(s) generated by the source cell.
-	An execution condition may consist of one or two trigger condition(s) (CHO events A3/A5). Only single RS type is supported and at most two different trigger quantities (e.g. RSRP and RSRQ, RSRP and SINR, etc.) can be configured simultaneously for the evaluation of CHO execution condition of a single candidate cell.
-	UE maintains connection with source eNB until UE determines a CHO execution condition is met for CHO candidate cell.
-	Before any CHO execution condition is satisfied, upon reception of HO command (without CHO configuration), the UE executes the HO procedure as described in clause 10.1.2.1, regardless of any previously received CHO configuration.
-	After source eNB sends CHO command to UE, the network is allowed to change source eNB configuration and network can add, modify or release a configured CHO configuration using RRC message (i.e. until UE starts executing CHO.
-	While executing CHO, i.e. from the time when the UE starts synchronization with target cell, UE does not monitor source cell.
NOTE:	CHO is not supported for S1 based handover in this release of the specification.
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