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	Reason for change:
	In current specification, the sCellState can be configured in case of SCell addition, reconfiguration with sync, and resuming an RRC connection. It is absent otherwise. In order to specify this scenarios for the SCell modficiation case, a clause is added in last meeting as following:
“if the sCellToAddModList was received in an RRCReconfiguration message including reconfigurationWithSync, in an RRCResume message or in an E-UTRA RRCConnectionResume message”
The NR sCellToAddModList is not included in an E-UTRA RRCConnectionResume message directly.  The NR sCellToAddModList is included in an NR RRCReconfiguration message which is embedded in the E-UTRAN RRCConnectionResume message for (NG) EN-DC case with resuming NR SCG. 


	
	

	Summary of change:
	1. It was clarified that the sCellToAddModList is received in an RRCReconfiguration message including reconfigurationWithSync, embedded in an RRCResume message or embedded in an E-UTRA RRCConnectionResume message in section 5.3.5.5.9.


Impact analysis
Impacted 5G architecture options: 
(NG) EN-DC

Impacted functionality: 
RRC resume with SCG configuration

Inter-operability:
1. If the network is implemented according to the CR and the UE is not, there is no inter-operability problem, due to the NR sCellToAddModList can’t be included in an E-UTRA RRCConnectionResume message directly.
1. If the UE is implemented according to the CR and the network is not, there is no inter-operability problem, due to the NR sCellToAddModList can’t be included in an E-UTRA RRCConnectionResume message directly.


	
	

	Consequences if not approved:
	It is not clear how the sCellToAddModList is signalled to the UE in an RRCResume message or in an E-UTRA RRCConnectionResume message.
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[bookmark: _Toc37067507][bookmark: _Toc36843218][bookmark: _Toc36836241][bookmark: _Toc36756700][bookmark: _Toc29321107][bookmark: _Toc20425711]5.3.5.5.9	SCell Addition/Modification
The UE shall:
1>	for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):
2>	add the SCell, corresponding to the sCellIndex, in accordance with the sCellConfigCommon and sCellConfigDedicated;
2>	if the sCellState is included:
3>	configure lower layers to consider the SCell to be in activated state;
2>	else:
3>	configure lower layers to consider the SCell to be in deactivated state;
2>	for each measId included in the measIdList within VarMeasConfig:
3>	if SCells are not applicable for the associated measurement; and
3>	if the concerned SCell is included in cellsTriggeredList defined within the VarMeasReportList for this measId:
4>	remove the concerned SCell from cellsTriggeredList defined within the VarMeasReportList for this measId;
1>	for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):
2>	modify the SCell configuration in accordance with the sCellConfigDedicated;
2>	if the sCellToAddModList was received in an RRCReconfiguration message including reconfigurationWithSync, embedded in an RRCResume message or embedded in an E-UTRA RRCConnectionResume message: 
3>	if the sCellState is included:
4>	configure lower layers to consider the SCell to be in activated state;
3>	else:
4>	configure lower layers to consider the SCell to be in deactivated state.
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