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	Reason for change:
	1. For the purpose of resource re-evaluation and pre-emption, UE needs to perform resource re-selection check as specified in clause 5.22.1.2. However, specification does not capture the timing of the resource re-selection check for re-evaluation and pre-emption purpose.
2. The timing to trigger resource re-selection check for re-evaluation and pre-emption purpose has been agreed in RAN1 as following, the agreements should be captured in clause 5.22.1.2.
Agreements:
· For re-evaluation of a pre-selected resource contained in a slot ‘k’ to be first time signaled in a slot ‘m’, where k ≥ m, 
· Step 1 of the resource (re-)selection procedure is performed at least at the moment ‘m-T3’, and if the pre-selected resource is not in the identified candidate resource set, Step 2 is triggered for reselection of the resource 
Agreements:
· For a reserved resource to be signalled in slot ‘m’, the procedure to check whether it is re-selected due to pre-emption, the UE follows the same behavior in terms of the timing of checking as in that of the re-evaluation case.
· Further discussion regarding any potential issue related to pre-emtption application timing 

	
	

	Summary of change:
	In Subclause 5.22.1.2, 
1. Clarify the timing of resource re-selection check for the purpose of resource re-evaluation and pre-emption.

Impacted functionality:
Resource (re-)selection procedure

	
	

	Consequences if not approved:
	UE may skip the resource re-selection check for resource re-evaluation and pre-emption purpose, thus degrade system performance.
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[bookmark: _Toc46490379]5.22.1.2	TX resource (re-)selection check
If the TX resource (re-)selection check procedure is triggered on the selected pool of resources for a Sidelink process according to clause 5.22.1.1, the MAC entity shall for the Sidelink process:
1>	if SL_RESOURCE_RESELECTION_COUNTER = 0 and when SL_RESOURCE_RESELECTION_COUNTER was equal to 1 the MAC entity randomly selected, with equal probability, a value in the interval [0, 1] which is above the probability configured by upper layers in sl-ProbResourceKeep; or
1>	if the pool of resources is configured or reconfigured by upper layers; or
1>	if there is no selected sidelink grant on the selected pool of resources; or
1>	if neither transmission nor retransmission has been performed by the MAC entity on any resource indicated in the selected sidelink grant during the last second; or
1>	if sl-ReselectAfter is configured and the number of consecutive unused transmission opportunities on resources indicated in the selected sidelink grant is equal to sl-ReselectAfter; or
1>	if the selected sidelink grant cannot accommodate a RLC SDU by using the maximum allowed MCS configured by upper layers in sl-MaxMCS-PSSCH and the MAC entity selects not to segment the RLC SDU; or
NOTE 1:	If the selected sidelink grant cannot accommodate the RLC SDU, it is left for UE implementation whether to perform segmentation or sidelink resource reselection.
1>	if transmission(s) with the selected sidelink grant cannot fulfil the latency requirement of the data in a logical channel according to the associated priority, and the MAC entity selects not to perform transmission(s) corresponding to a single MAC PDU:
NOTE 2:	If the latency requirement is not met, it is left for UE implementation whether to perform transmission(s) corresponding to single MAC PDU or sidelink resource reselection.
NOTE 3:	It is left for UE implementation whether to trigger the TX resource (re-)selection due to the latency requirement of the MAC CE triggered according to clause 5.22.1.7.
2>	clear the selected sidelink grant associated to the Sidelink process, if available;
2>	trigger the TX resource (re-)selection.
1>	if a resource(s) of the selected sidelink grant is indicated for re-evaluation or pre-emption by the physical layer as specified in clause 8.1.4 of TS 38.214 [7]; or
1> as part of re-evaluation procedure, the MAC entity performs the TX resource (re-)selection check for each resource selected by MAC entity but not signaled in PHY layer as specified in clause 8.1.5 of TS 38.214 [7], for the resource(s) to be signaled first time at the moment ,  TX resource (re-)selection check is performed at least at time instance , if a resource(s) of the selected sidelink grant is indicated for re-evaluation by the physical layer as specified in clause 8.1.4 of TS 38.214 [7]; or
1> as part of pre-emption procedure, the MAC entity performs the TX resource (re-)selection check for each resource selected by MAC entity and signaled in PHY layer as specified in clause 8.1.5 of TS 38.214 [7], for the resource(s) to be signaled at the moment ,  TX resource (re-)selection check is performed at time instance , if a resource(s) of the selected sidelink grant is indicated for pre-emption by the physical layer as specified in clause 8.1.4 of TS 38.214 [7]; or

1>	if retransmission of a MAC PDU on the selected sidelink grant has been dropped by either sidelink congestion control as specified in clause 8.1.6 of TS 38.214 or de-prioritization as specified in clause 16.2.4 of TS 38.213 [6], clause 5.4.2.2 of TS 36.321 [22] and clause 5.4.4:
2>	remove the resource(s) from the selected sidelink grant associated to the Sidelink process, if the resource(s) of the selected sidelink grant is indicated for re-evaluation or pre-emption by the physical layer;
2>	randomly select the time and frequency resource from the resources indicated by the physical layer as specified in clause 8.1.4 of TS 38.214 [7] for either the removed resource or the dropped resource, according to the amount of selected frequency resources, the selected number of HARQ retransmissions and the remaining PDB of either SL data available in the logical channel(s) by ensuring the minimum time gap between any two selected resources of the selected sidelink grant in case that PSFCH is configured for this pool of resources, and that a resource can be indicated by the time resource assignment of a SCI for a retransmission according to clause 8.3.1.1 of TS 38.212 [9];
2>	if no resource(s) is selected by ensuring that the resource(s) can be indicated by the time resource assignment of a SCI for one or more retransmissions according to clause 8.3.1.1 of TS 38.212 [9]:
3>	randomly select the time and frequency resources for one or more transmission opportunities from the available resources, according to the amount of selected frequency resources, the selected number of HARQ retransmissions and the remaining PDB of SL data available in the logical channel(s) allowed on the carrier.
2>	replace the removed or dropped resource(s) by the selected resource(s) for the selected sidelink grant.
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