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	Reason for change:
	In section 6.3.2

In the pdcp-Duplication (an optional IE included in dpcp-Config) field descriptions, it states that for PDCP entity with more than two associated RLC entities, pdcp-Duplication is always present. However, two associated RLC entites could be configured for UL and DL seperately in UM mode where pdcp-Duplication is not required to be mandatorily present.


	
	

	Summary of change:
	In section 6.3.2

Modifying the description that the field pdcp-Duplication is always present when PDCP entity is configured with more than two associated RLC entities for UL transmission.


	
	

	Consequences if not approved:
	[bookmark: _Hlk47427489]In section 6.3.2

pdcp-Duplication is unnecessarily present when the PDCP entity is configured with two associated RLC entites in UM mode.
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<omit>
pdcp-Duplication
Indicates whether or not uplink duplication status at the time of receiving this IE is configured and activated as specified in TS 38.323 [5]. The presence of this field indicates that duplication is configured. PDCP duplication is not configured for CA packet duplication of LTE RLC bearer. The value of this field, when the field is present, indicates the state of the duplication at the time of receiving this IE. If set to true, duplication is activated. The value of this field is always true, when configured for a SRB. For PDCP entity with more than two associated RLC entities for UL transmission, this field is always present. If the field moreThanTwoRLC-DRB is present, the value of this field is ignored and the state of the duplication is indicated by duplicationState. For PDCP entity with more than two associated RLC entities, only NR RLC bearer is supported.
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