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	Reason for change:
	1. The current procedural text “for unicast, if no sidelink QoS flow with data indicated by upper layers is mapped to the sidelink DRB for transmission, which is (re)configured by receiving SIB12 or SidelinkPreconfigNR, and if the sidelink QoS flow mapped to the sidelink DRB, which is (re)configured by receiving RRCReconfigurationSidelink, has no data;” includes two “if” conditions for releasing a SL DRB in case no sidelink QoS flow is mapped to the SL DRB. However, the “and” would be incorrectly interpreted as the two “if” conditions should be fulfulled simultaneously.
2. The condition “if the sidelink QoS flow mapped to the sidelink DRB, which is (re)configured by receiving RRCReconfigurationSidelink, has no data” is also true when one of sidelink QoS flows mapped to the SL DRB is released. The correct behaviour should be that the SL DRB is released when no sidelink QoS flow is mapped to this SL DRB. 

	
	

	Summary of change:
	1. The two “if” conditions are separated in different bullets.
2. The concerned procedural text is slightly moedified as “if no sidelink QoS flow mapped to the sidelink DRB, which is (re)configured by receiving RRCReconfigurationSidelink, has data”.

	
	

	Consequences if not approved:
	UE behaviour for SL DRB release is not accurately captured in the specification. 
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Start of Change
5.8.9.1a.1.1	Sidelink DRB release conditions
For NR sidelink communication, a sidelink DRB release is initiated in the following cases:
1>	for groupcast, broadcast and unicast, if slrb-Uu-ConfigIndex (if any) of the sidelink DRB is included in sl-RadioBearerToReleaseList in sl-ConfigDedicatedNR; or
1>	for groupcast and broadcast, if no sidelink QoS flow with data indicated by upper layers is mapped to the sidelink DRB for transmission, which is (re)configured by receiving SIB12 or SidelinkPreconfigNR; or
1>	for unicast, if no sidelink QoS flow with data indicated by upper layers is mapped to the sidelink DRB for transmission, which is (re)configured by receiving SIB12 or SidelinkPreconfigNR; or, and 
1> for unicast, if nothe sidelink QoS flow mapped to the sidelink DRB, which is (re)configured by receiving RRCReconfigurationSidelink, has no data; or
1>	for unicast, if slrb-PC5-ConfigIndex (if any) of the sidelink DRB is included in slrb-ConfigToReleaseList in RRCReconfigurationSidelink;
End of Change

