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	Reason for change:
	1. Misalignment between TS 37.320 and TS 38.331 on detailed location information reporting. It is specified in TS 37.320 that UE mandatory includes the longitude and latitude information included in locationCoordinate if detailed location information is available for reporting while in 38.331 this field is set as optional included. Since UE only consider detailed location is available when coordinates information is available, therefore this field in 38.331 shall be set as mandatory.and the procedure description shall be updated to align with 37.320 behavior.

2. In field description the locationTimeStamp is mandatory included while in the ANS.1 it is set as optional, since UE will always have the time stamp information when GNSS information is available, therefore this field shall be set as mandatory to align with the field description.

	
	

	Summary of change:
	1. “if available” is deleted from the procedure part, UE always includes locationCoordinate if detailed information is available for reporting;
2. locationCoordinate and locationTimestamp in commonLocationInfo IE is change from optional to mandatory;

Impact analysis
Impacted 5G architecture options: 
Standalone, EN-DC

Impacted functionality:
The CR has impact on detailed location information reporting in MDT.

Inter-operability: 
There is no inter-operability issue foreseen.

	
	

	Consequences if not approved:
	Misalignment in UE detailed location information report behavior between 37.320 and 38.331.
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1st Change:
------------------------------- [Start of change] -------------------------
1>	if the includeCommonLocationInfo is configured in the corresponding reportConfig for this measId and detailed location information that has not been reported is available, set the content of commonLocationInfo of the locationInfo as follows:
2>	include the locationTimestamp;
2>	include the locationCoordinate, if available;
2>	include the velocityEstimate, if available;
2>	include the locationError, if available;
2>	include the locationSource, if available;
2>	if available, include the gnss-TOD-msec,
------------------------------- [End of change] --------------------------


	

2nd change:
------------------------------- [Start of change] -------------------------
[bookmark: _Toc46444412][bookmark: _Toc46487173][bookmark: _Toc46439575]–	CommonLocationInfo
The IE CommonLocationInfo is used to transfer detailed location information available at the UE to correlate measurements and UE position information.
CommonLocationInfo information element
-- ASN1START
-- TAG-COMMONLOCATIONINFO-START

CommonLocationInfo-r16 ::= SEQUENCE {
    gnss-TOD-msec-r16          OCTET STRING     OPTIONAL,
    locationTimestamp-r16      OCTET STRING     OPTIONAL,
    locationCoordinate-r16     OCTET STRING     OPTIONAL,
    locationError-r16          OCTET STRING     OPTIONAL,
    locationSource-r16         OCTET STRING     OPTIONAL,
    velocityEstimate-r16       OCTET STRING     OPTIONAL
}

-- TAG-COMMONLOCATIONINFO-STOP
-- ASN1STOP

------------------------------- [End of change] --------------------------
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