

	
3GPP TSG-RAN2 Meeting #111 electronic	R2-2007807
Online, August 17th - 28th, 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	36.306
	CR
	1783
	rev
	-
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR on UE capability of segmentation for UE capability information

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	RACS-RAN-Core
	
	Date:
	[bookmark: _GoBack]2020-08-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	At RAN2#109bis e-meeting, the UE capability indication for segmentation was discussed and there was an agreement that UE capability indication was not agreed and not further discussed for this release. Although no signalling is needed for UE capability indication for segmentation, the UE capability of segmentation for UE capability information is optional instead of mandatory. However, it is not clear in current specificaiton.

	
	

	Summary of change:
	Clarify that the UE capability of segmentation for UE capability information is optional feature without UE radio access capability parameters.
Impact Analysis
Impacted functionality:
UE Capability

Inter-operability:
There is no inter-operability problem foreseen.

	
	

	Consequences if not approved:
	It remains ambiguous whether it is optional or mandatory for UE to support segmentation of UECapabilityInformation.
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[bookmark: _Toc20426099]START OF CHANGE
[bookmark: _Toc29241623][bookmark: _Toc37153092][bookmark: _Toc37237035][bookmark: _Toc46494233][bookmark: _Toc12750913][bookmark: _Toc29382278][bookmark: _Toc37093395][bookmark: _Toc37238671][bookmark: _Toc37238785][bookmark: _Toc46488707]6	Optional features without UE radio access capability parameters
[text omitted]
[bookmark: _Toc37237062][bookmark: _Toc46494260]6.8	Other features
[bookmark: _Toc29241650][bookmark: _Toc37153119][bookmark: _Toc37237063][bookmark: _Toc46494261]6.8.1	System Information Block Type 16
It is optional for UE, including UEs of any ue- Category-NB, to support the reception of SystemInformationBlockType16 as specified in TS 36.331 [5].
[bookmark: _Toc29241651][bookmark: _Toc37153120][bookmark: _Toc37237064][bookmark: _Toc46494262]6.8.2	QCI1 indication in Radio Link Failure Report
It is optional for the UE to include drb-EstablishedWithQCI-1 in RLF-Report as specified in TS 36.331 [5].
[bookmark: _Toc29241652][bookmark: _Toc37153121][bookmark: _Toc37237065][bookmark: _Toc46494263]6.8.3	Enhanced random access power control
It is optional for UE to support enhanced random access power control for FDD as specified in TS 36.321 [4] and TS 36.213 [22], clauses 16.2.1.1.1 and 16.3.1. This feature is only applicable if the UE supports any ue-Category-NB.
[bookmark: _Toc29241653][bookmark: _Toc37153122][bookmark: _Toc37237066][bookmark: _Toc46494264][bookmark: _Hlk512507520]6.8.4	MO-EDT for Control Plane CIoT EPS Optimization
It is optional for UE to support MO-EDT for Control Plane CIoT EPS optimizations as specified in TS 24.301 [28]. This feature is only applicable if the UE supports ce-ModeA-r13, or for FDD if the UE supports any ue-Category-NB.
[bookmark: _Toc29241654][bookmark: _Toc37153123][bookmark: _Toc37237067][bookmark: _Toc46494265]6.8.5	Void
[bookmark: _Toc29241655][bookmark: _Toc37153124][bookmark: _Toc37237068][bookmark: _Toc46494266]6.8.6	Enhanced PHR
It is optional for UE to support enhanced PHR in MSG3 for FDD, as defined in TS 36.321 [4]. This feature is only applicable if the UE supports any ue-Category-NB.
[bookmark: _Toc29241656][bookmark: _Toc37153125][bookmark: _Toc37237069][bookmark: _Toc46494267]6.8.7	void
[bookmark: _Toc29241657][bookmark: _Toc37153126][bookmark: _Toc37237070][bookmark: _Toc46494268]6.8.8	Resynchronization Signals
It is optional for UE to support resynchronization signals, as defined in TS 36.211 [17]. This feature is only applicable if the UE supports ce-ModeA-r13.
[bookmark: _Toc29241658][bookmark: _Toc37153127][bookmark: _Toc37237071][bookmark: _Toc46494269]6.8.9	Measurement gaps for higher UE velocity
It is optional for UE to support measurement gaps for higher UE velocity, as defined in TS 36.331 [5] and TS 36.133[16]. This feature is only applicable if the UE supports ce-ModeA-r13.
[bookmark: _Toc37237072][bookmark: _Toc46494270]6.8.10	MT-EDT for Control Plane CIoT EPS Optimisation
It is optional for UE to support MT-EDT for Control Plane CIoT EPS Optimisation, as defined in TS 24.301 [28]. If the UE supports 'MT-EDT for Control Plane CIoT EPS Optimisation' it shall support 'MO-EDT for Control Plane CIoT EPS Optimisation' as described in clause 6.8.4. This feature is only applicable if the UE supports ce-ModeA-r13, or for FDD if the UE supports any ue-Category-NB.
[bookmark: _Toc37237073][bookmark: _Toc46494271]6.8.11	MT-EDT for User Plane CIoT EPS Optimisation
It is optional for UE to support MT-EDT for User Plane CIoT EPS Optimisation, as defined in TS 24.301 [28]. If the UE supports 'MT-EDT for User Plane CIoT EPS Optimisation' it shall support earlyData-UP-r15 as described in clause 4.3.8.7. This feature is only applicable if the UE supports ce-ModeA-r13, or for FDD if the UE supports any ue-Category-NB.
6.8.x	Segmentation for UE capability information
It is optional for UE to support segmentation of UECapabilityInformation as specified in TS 38.331 [9]. 
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