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START OF 1st CHANGE
6.3.3
UE capability information elements

……
–
MAC-Parameters
The IE MAC-Parameters is used to convey capabilities related to MAC.

MAC-Parameters information element

-- ASN1START

-- TAG-MAC-PARAMETERS-START

MAC-Parameters ::= SEQUENCE {

    mac-ParametersCommon            MAC-ParametersCommon        OPTIONAL,

    mac-ParametersXDD-Diff          MAC-ParametersXDD-Diff      OPTIONAL
}

MAC-Parameters-v1610 ::= SEQUENCE {

    mac-ParametersFRX-Diff-r16      MAC-ParametersFRX-Diff-r16  OPTIONAL
}

MAC-ParametersCommon ::=    SEQUENCE {

    lcp-Restriction                         ENUMERATED {supported}      OPTIONAL,

    dummy                                   ENUMERATED {supported}      OPTIONAL,

    lch-ToSCellRestriction                  ENUMERATED {supported}      OPTIONAL,

    ...,

    [[

    recommendedBitRate                      ENUMERATED {supported}      OPTIONAL,

    recommendedBitRateQuery                 ENUMERATED {supported}      OPTIONAL
    ]],

    [[

    recommendedBitRateMultiplier-r16         ENUMERATED {supported}     OPTIONAL,

    secondaryDRX-Group                       ENUMERATED {supported}     OPTIONAL,

    preEmptiveBSR-r16                        ENUMERATED {supported}     OPTIONAL,

    autonomousTransmission-r16               ENUMERATED {supported}     OPTIONAL,

    lch-PriorityBasedPrioritization-r16      ENUMERATED {supported}     OPTIONAL,

    lch-ToConfiguredGrantMapping-r16         ENUMERATED {supported}     OPTIONAL,

    lch-ToGrantPriorityRestriction-r16       ENUMERATED {supported}     OPTIONAL,

    singlePHR-P-r16                          ENUMERATED {supported}     OPTIONAL,

    ul-LBT-FailureDetectionRecovery-r16      ENUMERATED {supported}     OPTIONAL

    ]],
[[
lcid-ExtensionIAB-r16





ENUMERATED {supported} 

OPTIONAL
]]
}

MAC-ParametersFRX-Diff-r16 ::=  SEQUENCE {

    directMCG-SCellActivation-r16           ENUMERATED {supported}      OPTIONAL,

    directMCG-SCellActivationResume-r16     ENUMERATED {supported}      OPTIONAL,

    directSCG-SCellActivation-r16           ENUMERATED {supported}      OPTIONAL,

    directSCG-SCellActivationResume-r16     ENUMERATED {supported}      OPTIONAL,

    -- R1 19-1: DRX Adaptation

    drx-Adaptation-r16          SEQUENCE {

        licensedBand-r16            MinTimeGap-r16                      OPTIONAL,

    unlicensedBand-r16              MinTimeGap-r16                      OPTIONAL
    }                                                                   OPTIONAL,

    ...

}

MAC-ParametersXDD-Diff ::=  SEQUENCE {

    skipUplinkTxDynamic                     ENUMERATED {supported}     OPTIONAL,

    logicalChannelSR-DelayTimer             ENUMERATED {supported}     OPTIONAL,

    longDRX-Cycle                           ENUMERATED {supported}     OPTIONAL,

    shortDRX-Cycle                          ENUMERATED {supported}     OPTIONAL,

    multipleSR-Configurations               ENUMERATED {supported}     OPTIONAL,

    multipleConfiguredGrants                ENUMERATED {supported}     OPTIONAL,

    ...

}

MinTimeGap-r16 ::=    SEQUENCE {

    scs-15kHz-r16                         ENUMERATED {sl1, sl3}        OPTIONAL,

    scs-30kHz-r16                         ENUMERATED {sl1, sl6}        OPTIONAL,

    scs-60kHz-r16                         ENUMERATED {sl1, sl12}       OPTIONAL,

    scs-120kHz-r16                        ENUMERATED {sl2, sl24}       OPTIONAL
}
-- TAG-MAC-PARAMETERS-STOP

-- ASN1STOP

END OF 1st CHANGE
