
331



[bookmark: _Toc535261118]3GPP TSG-RAN2 Meeting #111 electronic		R2-2008226
Online, 17-28 August 2020
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.331
	CR
	1863
	rev
	2
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Miscellaneous eMIMO corrections      

	
	

	Source to WG:
	Ericsson, Nokia, Nokia Shanghai Bell

	Source to TSG:
	R2

	
	

	Work item code:
	NR_eMIMO-Core
	
	Date:
	 2020-08-6

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The term TRP is not used in RAN specifications as it is not defined. This is to clean 38.331 to avoid further confusion.


	
	

	Summary of change:
	First change:

In the field description of maxNrofPorts in IE PTRS-Config, a scheme “sPDCCH mTRP mode” is referred to. However, there is no such scheme with that name in 38.214, instead Section 5.1 specifies multiple modes among which the following corresponds to what was known as “sPDCCH mTRP mode”:

When a UE is not indicated with a DCI that DCI field 'Time domain resource assignment' indicating an entry in pdsch-TimeDomainAllocationList which contain RepNumR16 in PDSCH-TimeDomainResourceAllocation, and it is indicated with two TCI states in a codepoint of the DCI field 'Transmission Configuration Indication' and DM-RS port(s) within two CDM group in the DCI field "Antenna Port(s)", the UE may expect to receive a single PDSCH where the association between the DM-RS ports and the TCI states are as defined in Clause 5.1.6.2. 

The field description attempts to refer to this specific mode among all the modes specified in 5.1 

Second change:

In the field description of sequenceOffsetforRV in IE RepetitionSchemeConfig,  the “TRP” is removed.

Impact analysis
Impacted 5G architecture options:
NR SA, NR-DC, (NG)EN-DC, NE-DC
Impacted functionality:
Miscellaneous minor corrections to TS 38.331.
Inter-operability:
If the network is implemented according to the CR and the UE is not, there will not be inter-operability problems.
If the UE is implemented according to the CR and the network is not, there will not be inter-operability problems.


	
	

	Consequences if not approved:
	The use of the undefined terms “TRP” and “sPDCCH mTRP mode”  will remain in the specification.

	
	

	Clauses affected:
	6.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	







------------------------------------------------start ---------------------------------------------------------------

[bookmark: _Toc46439689][bookmark: _Toc46444526][bookmark: _Toc46487287]–	PTRS-DownlinkConfig
The IE PTRS-DownlinkConfig is used to configure downlink phase tracking reference signals (PTRS) (see TS 38.214 [19] clause 5.1.6.3)
PTRS-DownlinkConfig information element
-- ASN1START
-- TAG-PTRS-DOWNLINKCONFIG-START

PTRS-DownlinkConfig ::=             SEQUENCE {
    frequencyDensity                    SEQUENCE (SIZE (2)) OF INTEGER (1..276)                                 OPTIONAL,   -- Need S
    timeDensity                         SEQUENCE (SIZE (3)) OF INTEGER (0..29)                                  OPTIONAL,   -- Need S
    epre-Ratio                          INTEGER (0..3)                                                          OPTIONAL,   -- Need S
    resourceElementOffset               ENUMERATED { offset01, offset10, offset11 }                             OPTIONAL,   -- Need S
    ...,
    [[
    maxNrofPorts-r16                    ENUMERATED {n1, n2}                                                     OPTIONAL    -- Need R
    ]]

}

-- TAG-PTRS-DOWNLINKCONFIG-STOP
-- ASN1STOP

	PTRS-DownlinkConfig field descriptions

	epre-Ratio
EPRE ratio between PTRS and PDSCH. Value 0 corresponds to the codepoint "00" in table 4.1-2. Value 1 corresponds to codepoint "01", and so on. If the field is not provided, the UE applies value 0 (see TS 38.214 [19], clause 4.1).

	frequencyDensity
Presence and frequency density of DL PT-RS as a function of Scheduled BW. If the field is absent, the UE uses K_PT-RS = 2 (see TS 38.214 [19], clause 5.1.6.3, table 5.1.6.3-2).

	maxNrofPorts
The maximum number of DL PTRS ports specified in TS 38.214 [19] (clause 5.1.6.3). 2 PT-RS ports can only be configured for a DL BWP that is configured, with sPDCCH mTRP mode as specified in TS 38.214 [19] Clause 5.1, with a mode where a single PDSCH has association between the DM-RS ports and the TCI states as defined in TS 38.214 [19] Clause 5.1.6.2.

	resourceElementOffset
Indicates the subcarrier offset for DL PTRS. If the field is absent, the UE applies the value offset00 (see TS 38.214 [19], clause 6.4.1.2.2.1).

	timeDensity
[bookmark: _GoBack]Presence and time density of DL PT-RS as a function of MCS. The value 29 is only applicable for MCS Table 5.1.3.1-1 (TS 38.214 [19]). If the field is absent, the UE uses L_PT-RS = 1 (see TS 38.214 [19], clause 5.1.6.3, table 5.1.6.3-1).
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The IE RepetitionSchemeConfig is used to configure the UE with repetition schemes as specified in TS 38.214 [19] clause 5.1.
RepetitionSchemeConfig information element
-- ASN1START
-- TAG-REPETITIONSCHEMECONFIG-START

RepetitionSchemeConfig-r16 ::= CHOICE {
    fdm-TDM-r16                        SetupRelease { FDM-TDM-r16 },
    slotBased-r16                      SetupRelease { SlotBased-r16 }
}

FDM-TDM-r16 ::=                    SEQUENCE {
    repetitionScheme-r16           ENUMERATED {fdmSchemeA, fdmSchemeB,tdmSchemeA },
    startingSymbolOffsetK-r16      INTEGER (0..7)                                    OPTIONAL  -- Need R
}

SlotBased-r16 ::=                  SEQUENCE {
    tciMapping-r16                 ENUMERATED {cyclicMapping, sequenticalMapping},
    sequenceOffsetforRV-r16        INTEGER (1..3)
}

-- TAG-REPETITIONSCHEMECONFIG-STOP
-- ASN1STOP

	RepetitionSchemeConfig field descriptions

	fdm-TDM
Configures UE with a repetition scheme among fdmSchemeA, fdmSchemeB and tdmSchemeA as specified in clause 5.1 of TS 38.214 [19].

	sequenceOffsetforRV
For slot-based repetition scheme, selected RV sequence is applied to transmission occasions associated to the first TRP (i.e. the first TCI state). The RV sequence associated to the second TRP (i.e. the second TCI state) is determined by a RV offset from that selected RV sequence.

	slotBased
Configures UE with slot-based repetition scheme. Network always configures this field when the parameter repetitionNumber is present in IE PDSCH-TimeDomainResourceAllocationList

	startingSymbolOffsetK
The starting symbol of the second transmission occasion has K symbol offset relative to the last symbol of the first transmission occasion. When UE is configured with tdmSchemeA, the parameter startingSymbolOffsetK is present, otherwise absent.

	tciMapping
Enables TCI state mapping method to PDSCH transmission occasions.
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