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[bookmark: _Ref488331639]Introduction
[bookmark: _Ref178064866]This paper is to discuss the inter-UE coordination for sidelink.
· Study the feasibility and benefit of the enhancement(s) in mode 2 for enhanced reliability and reduced latency in consideration of both PRR and PIR defined in TR37.885 (by RAN#91), and specify the identified solution if deemed feasible and beneficial [RAN1, RAN2]
· Inter-UE coordination with the following until RAN#90.
· A set of resources is determined at UE-A. This set is sent to UE-B in mode 2, and UE-B takes this into account in the resource selection for its own transmission.
· Note: The study scope after RAN#90 is to be decided in RAN#90.
· Note: The solution should be able to operate in-coverage, partial coverage, and out-of-coverage and to address consecutive packet loss in all coverage scenarios.
· Note: RAN2 work will start after RAN#89.
Discussion
According to the discussion in the WID, the basic procedure is described as follows
· A set of resources is determined at UE-A. This set is sent to UE-B in mode 2, and UE-B takes this into account in the resource selection for its own transmission.
So the FFS points are as follows:
· How for UE-A to decide on the “set of resources”;
· How for the “set of resources” to be sent to UE-B;
· How for UE-B to make use of the received “set of resources”;
All the issues above are being discussed in RAN1.
[bookmark: _Toc51842803]RAN1 is discussing the key points of inter-UE coordination, i.e., the behaviour of UE-A/B, and the message delivery manner.
So RAN2 impact can only be identified after RAN1 make clear decision on the key points above, e.g., RAN2 effort may be needed to design the solution for 
· Message delivery over PC5, if the “set of resources” are to be delivered to UE-B using RRC/MAC-CE;
· Message delivery over Uu, if the “set of resources” are to be delivered to network (serving UE-B) via RRC/MAC-CE;
But that depends on the agreement by RAN1.
Proposal 1 [bookmark: _Toc51842805][bookmark: _GoBack]For inter-UE coordination, RAN2 wait for progress in RAN1 first.

Conclusion
We have the following observations:
Observation 1	RAN1 is discussing the key points of inter-UE coordination, i.e., the behaviour of UE-A/B, and the message delivery manner.

We have the following proposals:
Proposal 1	For inter-UE coordination, RAN2 wait for progress in RAN1 first.
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