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	Reason for change:
	1. When the UE performs measurement on the concerned frequencies, the measurements may be used for inter-frequency as well as intra-frequency cell reselection. 
2. Since the cell selection has been already done before the UE camping on serving frequency (for attach/registration), by scanning all RF and done as legacy cell selection. UE performs measurements on the non-serving frequency which provides inter or intra carrier V2X sidelink configuration only for cell reselection. Cell selection should be removed. 


	
	

	Summary of change:
	1. Remove intra-frequency restriction for cell reselection when UE is interested to perform measurement for NR sidelink communication or V2X sidelink communication on non-serving frequency.
2. Remove cell selection purpose in the measurement for sidelink operation.

Impact Analysis
Impacted 5G architecture options: 
Standalone/Non-standalone

Impacted functionality
V2X

Inter-operability
1. If the network is implemented according to the CR and the UE is not, there is no inter-operability problem, since all changes only impact the UE behaviour. 
2. If the UE is implemented according to the CR but the network is not, there is no inter-operability problem, since all changes only impact the UE behaviour.


	
	

	Consequences if not approved:
	1. The UE behaviour is confused for cell reselection when UE is interested to perform NR sidelink communication or V2X sidelink communication on non-serving frequency.
2. The UE behaviour is confused for cell selection when UE is interested to perform NR sidelink communication or V2X sidelink communication on non-serving frequency.
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[bookmark: _Toc37298584]8.2	Cell selection and reselection for Sidelink
The requirements defined in this clause for sidelink operation apply for UEs in RRC_IDLE, RRC_INACTIVE and in RRC_CONNECTED.
When UE is interested to perform NR sidelink communication on non-serving frequency, it may perform measurements on that frequency or the frequencies which can provide inter carrier NR sidelink configuration for that frequency for cell selection and intra-frequency reselection purpose in accordance with TS 38.133[8]. When UE is interested to perform V2X sidelink communication on non-serving frequency, it may perform measurements on that frequency or the frequencies which can provide inter carrier V2X sidelink configuration for that frequency for cell selection and intra-frequency reselection purpose in accordance with TS 38.133[8].
If the UE detects at least one cell on the frequency which UE is configured to perform NR sidelink communication on fulfilling the S criterion in accordance with clause 8.2.1, it shall consider itself to be in-coverage for NR sidelink communication on that frequency. If the UE cannot detect any cell on that frequency meeting the S criterion, it shall consider itself to be out-of-coverage for NR sidelink communication on that frequency.
If the UE detects at least one cell on the frequency which UE is configured to perform V2X sidelink communication on fulfilling the S criterion in accordance with clause 8.2.1, it shall consider itself to be in-coverage for V2X sidelink communication on that frequency. If the UE cannot detect any cell on that frequency meeting the S criterion, it shall consider itself to be out-of-coverage for V2X sidelink communication on that frequency.
If the UE has selected a cell on a non-serving frequency for NR sidelink communication or V2X sidelink communication, it shall perform additional intra-frequency reselection process to select a better cell for sidelink operation on that frequency in accordance with clause 8.2.1.

