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	Summary of change:
	The references to DelayBudgetReport message in the subclauses 7.3.1, 11.2 and A.6 have been removed.
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[bookmark: _Toc20432086][bookmark: _Toc29339637][bookmark: _Toc36553628][bookmark: _Toc52557166]7.3.1	Timers (Informative)
	Timer
	Start
	Stop
	At expiry

	T300
NOTE1

	Transmission of RRCConnectionRequest or RRCConnectionResumeRequest
	Reception of RRCConnectionSetup, RRCConnectionReject or RRCConnectionResume message, cell re-selection and upon abortion of connection establishment by upper layers
	Perform the actions as specified in 5.3.3.6

	T301
NOTE1

	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Info or
reception of MobilityFromEUTRACommand message including CellChangeOrder
	Criterion for successful completion of handover within E-UTRA, handover to E-UTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions defined in the specifications applicable for the source RAT.

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection 
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T306
	Access barred while performing RRC connection establishment for mobile originating CS fallback.
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T307
	Reception of RRCConnectionReconfiguration message including MobilityControlInfoSCG
	Successful completion of random access on the PSCell, upon initiating re-establishment and upon SCG release
	Inform E-UTRAN about the SCG change failure by initiating the SCG failure information procedure as specified in 5.6.13.

	T308
	Access barred due to ACDC while performing RRC connection establishment subject to ACDC
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation for ACDC as specified in 5.3.3.7

	T310
NOTE1
NOTE2
	Upon detecting physical layer problems for the PCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers for the PCell, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated and the UE is not a NB-IoT UE that supports RRC connection re-establishment for the Control Plane CIoT EPS optimisation: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311
NOTE1
	[bookmark: OLE_LINK35][bookmark: OLE_LINK37]Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T312
NOTE2
	Upon triggering a measurement report for a measurement identity for which T312 has been configured, while T310 is running
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure, upon initiating the connection re-establishment procedure, and upon the expiry of T310
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure

	T313
NOTE2
	Upon detecting physical layer problems for the PSCell i.e. upon receiving N313 consecutive out-of-sync indications from lower layers
	Upon receiving N314 consecutive in-sync indications from lower layers for the PSCell, upon initiating the connection re-establishment procedure, upon SCG release and upon receiving RRCConnectionReconfiguration including MobilityControlInfoSCG
	Inform E-UTRAN about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.6.13.

	T320
	Upon receiving t320 or upon cell (re)selection to E-UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cellGlobalId for the requested cell, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId

	T322
NOTE1
	Upon receiving redirectedCarrierOffsetDedicated included in RedirectedCarrierInfo
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT.
	Release redirectedCarrierOffsetDedicated.

	T325
	Timer (re)started upon receiving RRCConnectionReject message with deprioritisationTimer.
	
	Stop deprioritisation of all frequencies or E-UTRA signalled by RRCConnectionReject.

	T330
	Upon receiving LoggedMeasurementConfiguration message
	Upon log volume exceeding the suitable UE memory, upon initiating the release of LoggedMeasurementConfiguration procedure
	Perform the actions specified in 5.6.6.4

	T340
NOTE2
	Upon transmitting UEAssistanceInformation message with powerPrefIndication set to normal
	Upon initiating the connection re-establishment procedure
	No action.

	T341
NOTE2
	[bookmark: _Hlk53086974]Upon transmitting UEAssistanceInformation message with bw-Preference.
	Upon resuming an RRC connection or upon initiating the connection re-establishment procedure
	No action.

	T342
NOTE2
	Upon transmitting UEAssistanceInformation message with delayBudgetReportDelayBudgetReport message.
	Upon initiating the connection re-establishment and connection resume procedures
	No action.

	T350
	Upon entering RRC_IDLE if t350 has been received in wlan-OffloadInfo.
	Upon entering RRC_CONNECTED, or upon cell reselection.
	 Perform the actions specified in 5.6.12.4.

	T351
	Reception of RRCConnectionReconfiguration message including the associationTimer in WLAN-MobilityConfig.
	Upon successful connection to WLAN, upon WLAN connection failure, upon leaving RRC_CONNECTED, upon triggering the handover procedure, or upon initiating the connection re-establishment procedure.
	Perform WLAN Connection Status Reporting specified in 5.6.15.2.

	T360
	Upon performing the redistribution target selection as specified in TS 36.304 [4].
	Upon entering RRC_CONNECTED, upon receiving a Paging message including redistributionIndication; upon reselecting a cell not belonging to the redistribution target.
	Stop considering a frequency or cell to be redistribution target, and perform the redistribution target selection if the condition specified in TS 36.304 [4] is met.

	T370
	Upon receiving SL-DiscConfig including a discSysInfoToReportConfig set to setup.
	Upon initiating the transmission of SidelinkUEInformation including discSysInfoReportFreqList, upon receiving SL-DiscConfig including discSysInfoToReportConfig set to release, upon handover and re-establishment.
	Release discSysInfoToReportConfig.

	T314
NOTE2
	Upon early detecting physical layer problems for the PCell i.e. upon receiving N310 consecutive "early-out-of-sync" indications from lower layers.
	Upon receiving N311 consecutive in-sync indications from lower layers for the PCell, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	Initiate the UE Assistance Information procedure to report early detection of physical layer problems in accordance with 5.6.10.

	T315
NOTE2
	Upon detecting physical layer improvements of the PCell i.e. upon receiving N311 consecutive "early-in-sync" indications from lower layers.
	Upon receiving N310 consecutive "early-out-of-sync" indications from lower layers for the PCell.
	Initiate the UE Assistance Information procedure to report detection of physical layer improvements in accordance with 5.6.10.

	T343
NOTE2
	Upon transmitting UEAssistanceInformation message with RLM-Report including earlyOutOfSync.
	Upon initiating the connection re-establishment procedure
	No action.

	T344
NOTE2
	Upon transmitting UEAssistanceInformation message with RLM-Report including earlyInSync.
	Upon initiating the connection re-establishment procedure
	No action.

	T345	
	Upon transmitting UEAssistanceInformation message with overheatingAssistance 
	Upon initiating the connection re-establishment procedure
	No action.

	NOTE1:	Only the timers marked with "NOTE1" are applicable to NB-IoT.
NOTE2:	The behaviour as specified in 7.3.2 applies.



Next change
[bookmark: _Toc20432164][bookmark: _Toc29339715][bookmark: _Toc36553706][bookmark: _Toc52557244]11.2	Processing delay requirements for RRC procedures
The UE performance requirements for RRC procedures are specified in the following tables, by means of a value N:
N = the number of 1ms subframes from the end of reception of the E-UTRAN -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> E-UTRAN response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation).
NOTE:	No processing delay requirements are specified for RN-specific procedures.


Figure 11.2-1: Illustration of RRC procedure delay

Table 11.2-1: UE performance requirements for RRC procedures for UEs other than NB-IoT UEs
	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection establishment

	RRCConnectionSetup or RRCConnectionResume
	RRCConnectionSetupComplete or RRCConnectionResumeComplete
	15
	

	RRC connection release
	RRCConnectionRelease
	
	NA

	

	RRC connection re-configuration (radio resource configuration)

	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (measurement configuration)

	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (intra-LTE mobility)

	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection reconfiguration (SCell addition/release)
	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	

	RRC connection reconfiguration (SCG establishment/ release, SCG cell addition/ release)
	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	

	RRC connection re-establishment

	RRCConnectionReestablishment
	RRCConnectionReestablishmentComplete
	15
	

	Initial security activation
	SecurityModeCommand
	SecurityModeCommandComplete/SecurityModeCommandFailure
	10
	

	Initial security activation + RRC connection re-configuration (RB establishment)
	SecurityModeCommand, RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	The two DL messages are transmitted in the same TTI

	Paging
	Paging
	
	NA
	

	Inter RAT mobility

	Handover to E-UTRA
	RRCConnectionReconfiguration (sent by other RAT)
	RRCConnectionReconfigurationComplete
	NA
	The performance of this procedure is specified in [50] in case of handover from GSM and [29], [30] in case of handover from UTRA.

	Handover from E-UTRA
	MobilityFromEUTRACommand
	
	NA
	The performance of this procedure is specified in [16]

	Handover from E-UTRA to CDMA2000
	HandoverFromEUTRAPreparationRequest (CDMA2000)
	
	NA
	Used to trigger the handover preparation procedure with a CDMA2000 RAT.
The performance of this procedure is specified in [16]

	Measurement procedures

	Measurement Reporting
	
	MeasurementReport
	NA
	

	Other procedures

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	10
	

	Counter check
	CounterCheck
	CounterCheckResponse
	10
	

	Proximity indication
	
	ProximityIndication
	NA
	

	UE information
	UEInformationRequest
	UEInformationResponse
	15
	

	MBMS counting
	MBMSCountingRequest
	MBMSCountingResponse
	NA
	

	MBMS interest indication
	
	MBMSInterestIndication
	NA
	

	In-device coexistence indication
	
	InDeviceCoexIndication
	NA
	

	UE assistance information
	
	UEAssistanceInformation
	NA
	

	SCG failure information
	
	SCGFailureInformation
	NA
	

	Sidelink UE information
	
	SidelinkUEInformation
	NA
	

	WLAN Connection Status Reporting
	
	WLANConnectionStatusReport
	NA
	

	Delay Budget Report
	
	DelayBudgetReport
	NA
	



Table 11.2-2: UE performance requirements for RRC procedures for NB-IoT UEs
	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection establishment

	RRCConnectionSetup-NB or RRCConnectionResume-NB
	RRCConnectionSetupComplete-NB or RRCConnectionResumeComplete-NB
	45
	

	RRC connection release
	RRCConnectionRelease-NB
	
	NA

	

	RRC connection re-configuration (radio resource configuration)
	RRCConnectionReconfiguration-NB
	RRCConnectionReconfigurationComplete-NB
	45
	

	RRC connection re-establishment
	RRCConnectionReestablishment-NB
	RRCConnectionReestablishmentComplete-NB
	45
	

	Initial security activation
	SecurityModeCommand
	SecurityModeCommandComplete/SecurityModeCommandFailure
	35
	

	Initial security activation + RRC connection re-configuration (RB establishment)
	SecurityModeCommand, RRCConnectionReconfiguration-NB
	RRCConnectionReconfigurationComplete-NB
	55
	The two DL messages are transmitted in the same TTI

	Paging
	Paging-NB
	
	NA
	

	Other procedures

	UE capability transfer
	UECapabilityEnquiry-NB
	UECapabilityInformation-NB
	35
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[bookmark: _Toc20432195][bookmark: _Toc29339746][bookmark: _Toc36553737][bookmark: _Toc52557275]A.6	Protection of RRC messages (informative)
The following list provides information which messages can be sent (unprotected) prior to security activation and which messages can be sent unprotected after security activation. Those messages indicated "-" in "P" column should never be sent unprotected by eNB or UE. Further requirements are defined in the procedural text.
P…Messages that can be sent (unprotected) prior to security activation
A - I…Messages that can be sent without integrity protection after security activation
A - C…Messages that can be sent unciphered after security activation
NA… Message can never be sent after security activation
	Message
	P
	A-I
	A-C
	Comment

	CSFBParametersRequestCDMA2000
	+
	-
	-
	

	CSFBParametersResponseCDMA2000
	+
	-
	-
	

	CounterCheck
	-
	- 
	- 
	

	CounterCheckResponse
	-
	- 
	- 
	

	DelayBudgetReport
	-
	-
	-
	

	DLInformationTransfer
	+
	-
	-
	

	HandoverFromEUTRAPreparationRequest (CDMA2000)
	-
	- 
	- 
	

	InDeviceCoexIndication
	-
	- 
	- 
	

	InterFreqRSTDMeasurementIndication
	-
	-
	-
	

	LoggedMeasurementsConfiguration
	-
	-
	-
	

	MasterInformationBlock
	+
	+
	+
	

	MBMSCountingRequest
	+
	+
	+
	

	MBMSCountingResponse
	-
	-
	-
	

	MBMSInterestIndication
	+
	-
	-
	

	MBSFNAreaConfiguration
	+
	+
	+
	

	MeasurementReport
	-
	-
	-
	Measurement configuration may be sent prior to security activation. But: In order to protect privacy of UEs, MEASUREMENT REPORT is only sent from the UE after successful security activation.

	MobilityFromEUTRACommand
	-
	- 
	-
	

	Paging
	+
	+
	+
	

	ProximityIndication
	-
	-
	-
	

	RNReconfiguration
	-
	-
	-
	

	RNReconfigurationComplete
	-
	-
	-
	

	RRCConnectionReconfiguration
	+
	-
	-
	The message shall not be sent unprotected before security activation if it is used to perform handover or to establish SRB2 and DRBs

	RRCConnectionReconfigurationComplete
	+
	-
	-
	Unprotected, if sent as response to RRCConnectionReconfiguration which was sent before security activation

	RRCConnectionReestablishment
	-
	+
	+
	This message is not protected by PDCP operation.

	RRCConnectionReestablishmentComplete
	-
	-
	-
	

	RRCConnectionReestablishmentReject
	-
	+
	+
	One reason to send this may be that the security context has been lost, therefore sent as unprotected. 

	RRCConnectionReestablishmentRequest
	-
	-
	+
	This message is not protected by PDCP operation. However, a short MAC-I is included.

	RRCConnectionReject
	+
	NA
	NA
	

	RRCConnectionRelease
	+
	-
	-
	Justification for P: If the RRC connection only for signalling not requiring DRBs or ciphered messages, or the signalling connection has to be released prematurely, this message is sent as unprotected.

	RRCConnectionRequest
	+
	NA
	NA
	

	RRCConnectionResume
	-
	-
	+
	When this message is transmitted, security is activated but suspended. Integrity verification is done after the message received by RRC.

	RRCConnectionResumeRequest
	-
	-
	+
	This message is not protected by PDCP operation. However, a short MAC-I is included.

	RRCConnectionResumeComplete
	-
	-
	-
	

	RRCConnectionSetup
	+
	NA
	NA
	

	RRCConnectionSetupComplete
	+
	NA
	NA
	

	SCGFailureInformation
	-
	-
	-
	

	SCPTMConfiguration
	+
	+
	+
	

	SecurityModeCommand
	+
	NA
	NA
	Integrity protection applied, but no ciphering (integrity verification done after the message received by RRC)

	SecurityModeComplete
	-
	NA
	NA
	Integrity protection applied, but no ciphering. Ciphering is applied after completing the procedure.

	SecurityModeFailure
	+
	NA
	NA
	Neither integrity protection nor ciphering applied.

	SidelinkUEInformation
	+
	-
	-
	

	SystemInformation
	+
	+
	+
	

	SystemInformationBlockType1
	+
	+
	+
	

	UEAssistanceInformation
	-
	-
	-
	

	UECapabilityEnquiry
	+
	-
	-
	

	UECapabilityInformation
	+
	-
	-
	

	UEInformationRequest
	-
	-
	-
	

	UEInformationResponse
	-
	-
	-
	In order to protect privacy of UEs, UEInformationResponse is only sent from the UE after successful security activation

	ULHandoverPreparationTransfer (CDMA2000)
	-
	-
	-
	This message should follow HandoverFromEUTRAPreparationRequest

	ULInformationTransfer
	+
	-
	-
	

	WLANConnectionStatusReport
	-
	-
	-
	



End of changes
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