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	Reason for change:
	1. In ASN.1 the capability jointEHC-ROHC-Config-r16 has been defined instead of jointEHC-ROHC-r16.

2. In the description of addSRS-AntennaSwitching-r16 there is a reference to value useLegacy that does not exist in ASN.1. In TS 36.331 the value useBasic has been defined for addSRS-AntennaSwitching-r16.

3. Grouping of capability altFreqPriority-r16 is not aligned with TS 36.331. In 36.306 it has been grouped under “General parameters”, whereas in TS 36.331 it has been grouped under IE MeasParameters.

4. In ASN.1 the capability ce-InactiveState-r16 has been defined instead of ce-RRC-INACTIVE-r16.


	
	

	Summary of change:
	1. The capability name jointEHC-ROHC-r16 has been corrected to jointEHC-ROHC-Config-r16.

2. In the description of addSRS-AntennaSwitching-r16 the value useLegacy has been replaced with useBasic.

3. The capability altFreqPriority-r16 has been moved to “Measurement parameters”.

4. The capability name ce-RRC-INACTIVE-r16 has been corrected to ce-InactiveState-r16.


Impact analysis
Impacted functionality: 
UE capability signaling

Inter-operability:
There are no interoperability issues.


	
	

	Consequences if not approved:
	Grouping and description of UE capabilities remains misaligned with TS 36.331.
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	4.3.1.15, 4.3.4.221.5, 4.3.6.x (new), 4.3.8.15, 4.3.36.10
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[bookmark: _Toc535258936]Start of changes
[bookmark: _Toc29241034][bookmark: _Toc37152503][bookmark: _Toc37236420][bookmark: _Toc46493505][bookmark: _Toc52534399][bookmark: _Toc29241058][bookmark: _Toc37152527][bookmark: _Toc37236444][bookmark: _Toc46493534][bookmark: _Toc52534428][bookmark: _Toc46493839][bookmark: _Toc52534733]4.3.1	PDCP Parameters
[bookmark: _Toc46493522][bookmark: _Toc52534416]<Text omitted>
4.3.1.15	jointEHC-ROHC-Config-r16
Indicates whether the UE supports simultaneous configuration of EHC and ROHC protocols for the same DRB.
Next change
4.3.4	Physical layer parameters
<Text omitted>
[bookmark: _Toc46493779][bookmark: _Toc52534673]4.3.4.221.5	addSRS-AntennaSwitching-r16
Indicates the antenna switching capabilities for additional SRS symbol(s). This field can be included only if addSRS-r16 is included.
If signalled in addSRS, value useBasicuseLegacy indicates the antenna switching capabilities for additional SRS symbol(s) for a band of band combination for which the capability is not signalled in bandParameterList-v1610 is the same as indicated by bandParameterList-v1380 and/or bandParameterList-v1530 for the concerned band of band combination.
If signalled in bandParameterList-v1610, the field indicates the antenna switching capabilities for additional SRS symbol(s) for the concerned band of band combination.
Next change
4.3.6	Measurement parameters
[bookmark: _Toc29241302][bookmark: _Toc37152771][bookmark: _Toc37236697][bookmark: _Toc46493840][bookmark: _Toc52534734]<Text omitted>
[bookmark: _Toc46493885][bookmark: _Toc52534779]4.3.6.45	measGapPatterns-NRonly-ENDC-r16
This field indicates whether the UE supports gap patterns 2, 3 and 11 in (NG)EN-DC when the frequencies to be measured within this measurement gap are all NR frequencies.
4.3.6.x	altFreqPriority-r16
This field defines whether the UE supports alternative cell reselection priority as defined in TS 36.331 [5].

Next change
[bookmark: _Toc29241368][bookmark: _Toc37152837][bookmark: _Toc37236764][bookmark: _Toc46493916][bookmark: _Toc52534810]4.3.8	General parameters
[bookmark: _Toc37236779][bookmark: _Toc46493931][bookmark: _Toc52534825]4.3.8.14	dl-DedicatedMessageSegmentation-r16
Indicates whether the UE supports reception of segmented DL RRC messages.
[bookmark: _Toc46493932][bookmark: _Toc52534826][bookmark: _Hlk37014341]4.3.8.15	VoidaltFreqPriority-r16
This field defines whether the UE supports alternative cell reselection priority as defined in TS 36.331 [5].
Next change
[bookmark: _Toc29241613][bookmark: _Toc37153082][bookmark: _Toc37237023][bookmark: _Toc46494202][bookmark: _Toc52535096]4.3.36	E-UTRA/5GC Parameters
[bookmark: _Toc29241614][bookmark: _Toc37153083][bookmark: _Toc37237024][bookmark: _Toc46494203][bookmark: _Toc52535097]<Text omitted>
[bookmark: _Toc37237033][bookmark: _Toc46494212][bookmark: _Toc52535106]4.3.36.10	ce-InactiveStateRRC-INACTIVE-r16
This field indicates whether the UE supports RRC_INACTIVE state with extended DRX cycles up to 10.24s without PTW when the UE is operating in coverage enhancement mode A or B as specified in TS 36.331 [5] . A UE indicating support of ce-InactiveStateRRC-INACTIVE-r16 shall also indicate support of ce-ModeA-r13.
End of changes

