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START OF CHANGE
6.6
PC5 RRC messages

6.6.1
General message structure

–
PC5-RRC-Definitions
This ASN.1 segment is the start of the PC5 RRC PDU definitions.

-- ASN1START

-- TAG-PC5-RRC-DEFINITIONS-START

PC5-RRC-Definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

    SetupRelease,

    RRC-TransactionIdentifier,

    SN-FieldLengthAM,

    SN-FieldLengthUM,

    LogicalChannelIdentity,

    maxNrofSLRB-r16,

    maxNrofSL-QFIs-r16,

    maxNrofSL-QFIsPerDest-r16,

    RSRP-Range,

    SL-MeasConfig-r16,

    SL-MeasId-r16,

    FreqBandList,

    FreqBandIndicatorNR,

    maxSimultaneousBands,

    maxBandComb,

    maxBands,

    BandParametersSidelink-r16,

    RLC-ParametersSidelink-r16
FROM NR-RRC-Definitions;

-- TAG-PC5-RRC-DEFINITIONS-STOP

-- ASN1STOP

<Unrelated Texts Removed>
6.6.2
Message definitions

<Unrelated Texts Removed>
–
UECapabilityInformationSidelink
The IE UECapabilityInformationSidelink message is used to transfer UE radio access capabilities. It is only applied to unicast of NR sidelink communication.
Signalling radio bearer: SL-SRB3
RLC-SAP: AM

Logical channel: SCCH

Direction: UE to UE

UECapabilityInformationSidelink information element
-- ASN1START

-- TAG-UECAPABILITYINFORMATIONSIDELINK-START

UECapabilityInformationSidelink ::=         SEQUENCE {

    rrc-TransactionIdentifier-r16               RRC-TransactionIdentifier,

    criticalExtensions                          CHOICE {

        ueCapabilityInformationSidelink-r16         UECapabilityInformationSidelink-IEs-r16,

        criticalExtensionsFuture                    SEQUENCE {}

    }

}

UECapabilityInformationSidelink-IEs-r16 ::= SEQUENCE {

    accessStratumReleaseSidelink-r16            AccessStratumReleaseSidelink-r16,

    pdcp-ParametersSidelink-r16                 PDCP-ParametersSidelink-r16                                             OPTIONAL,

    rlc-ParametersSidelink-r16                  RLC-ParametersSidelink-r16                                              OPTIONAL,

    supportedBandCombinationListSidelinkNR-r16  BandCombinationListSidelinkNR-r16                                       OPTIONAL,

    supportedBandListSidelink-r16               SEQUENCE (SIZE (1..maxBands)) OF BandSidelink-r16                       OPTIONAL,

    appliedFreqBandListFilter-r16               FreqBandList                                                            OPTIONAL,

    lateNonCriticalExtension                    OCTET STRING                                                            OPTIONAL,

    nonCriticalExtension                        SEQUENCE{}                                                              OPTIONAL
}

AccessStratumReleaseSidelink-r16 ::= ENUMERATED { rel16, spare7, spare6, spare5, spare4, spare3, spare2, spare1, ... }

PDCP-ParametersSidelink-r16 ::= SEQUENCE {

    outOfOrderDeliverySidelink-r16              ENUMERATED {supported}      OPTIONAL,

    ...

}






BandCombinationListSidelinkNR-r16 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombinationParametersSidelinkNR-r16

BandCombinationParametersSidelinkNR-r16 ::= SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParametersSidelink-r16

BandSidelink-r16 ::=              SEQUENCE {

    freqBandSidelink-r16              FreqBandIndicatorNR,

    --15-1

    sl-Reception-r16                  SEQUENCE {

        harq-RxProcessSidelink-r16        ENUMERATED {n16, n24, n32, n64},

        pscch-RxSidelink-r16              ENUMERATED {value1, value2},

        scs-CP-PatternRxSidelink-r16      CHOICE {

            fr1-r16                           SEQUENCE {

                scs-15kHz-r16                     BIT STRING (SIZE (16))                            OPTIONAL,

                scs-30kHz-r16                     BIT STRING (SIZE (16))                            OPTIONAL,

                scs-60kHz-r16                     BIT STRING (SIZE (16))                            OPTIONAL
            },

            fr2-r16                           SEQUENCE {

                scs-60kHz-r16                     BIT STRING (SIZE (16))                            OPTIONAL,

                scs-120kHz-r16                    BIT STRING (SIZE (16))                            OPTIONAL
            }

        }                                                                                           OPTIONAL,

        extendedCP-RxSidelink-r16         ENUMERATED {supported}                                    OPTIONAL
    }                                                                                               OPTIONAL,

    --15-10

    sl-Tx-256QAM-r16                  ENUMERATED {supported}                                        OPTIONAL,

    --15-12

    lowSE-64QAM-MCS-TableSidelink-r16 ENUMERATED {supported}                                        OPTIONAL,

    ...

}

-- TAG-UECAPABILITYINFORMATIONSIDELINK-STOP

-- ASN1STOP

END OF CHANGE
