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	Reason for change:
	Based on RAN4 LS in R4-2012563, RAN4 agreed:
1. IAB-MT can ignore the advertised NS values

The state of the feature being inapplicable for IAB-MT is not considered in the current UE capabilities. The previously defined multipleNS-And-Pmax-IAB capability can not be used due to missing RAN4 requirements for NS values for IAB.

	
	

	Summary of change:
	Changes contain:
1. In MeasandMobParameters UE capability, multipleNS-And-Pmax-IAB capability is removed, as no requirements exist to support NS values by IAB.
Impact analysis
Impacted functionality:
IAB-MT 
Inter-operability:
1. If the IAB-DU/IAB-CU is implemented according to the CR and the IAB-MT is not, the IAB-CU may expect additional emission requirments to be supported by IAB-MT
2. If the IAB-MT is implemented according to the CR and the IAB-DU/IAB-CU is not, there are no inter-operability issues.

	
	

	Consequences if not approved:
	Capability signalling for Multiple NS, that is irrelevant for IAB-MT, remains in contradictory with RAN4 design.
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First Modified Subclause
[bookmark: _Toc46488693][bookmark: _Toc52574114][bookmark: _Toc52574200]4.2.15.8	MeasAndMobParameters Parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	eventA-MeasAndReport
Indicates whether the IAB-MT supports NR measurements and events A triggered reporting as specified in TS 38.331 [9].
	IAB-MT
	Yes
	Yes
	No

	handoverInterF
Indicates whether the IAB-MT supports inter-frequency HO. It indicates the support for inter-frequency HO from the corresponding duplex mode if this capability is included in fdd-Add-UE-NR-Capabilities or tdd-Add-UE-NR-Capabilities. It indicates the support for inter-frequency HO from the corresponding frequency range if this capability is included in fr1-Add-UE-NR-Capabilities or fr2-Add-UE-NR-Capabilities.
	IAB-MT
	No
	Yes
	Yes

	mfbi-IAB-r16
Indicates whether the IAB-MT supports multiple frequency band indication.
	IAB-MT
	No
	No
	No

	multipleNS-And-Pmax-IAB-r16
Indicates whether the IAB-MT supports multiple NS/P-Max.
	IAB-MT
	No
	No
	No

	intraAndInterF-MeasAndReport
Indicates whether the IAB-MT supports NR intra-frequency and inter-frequency measurements and at least periodical reporting.
	IAB-MT
	Yes
	Yes
	No


End of Modified Subclause

