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	Reason for change:
	
According to TS 37.320, the old configuration shall be replaced whenever the configuration for logged MDT is renewed, regardless of the RAT on which the configuration was configured.
	[bookmark: _Toc518610664][bookmark: _Toc37153581][bookmark: _Toc46501735]5.1.1.1	Measurement configuration
A release operation for logged measurement configuration in the UE is realized only by configuration replacement when the configuration is overwritten or by configuration clearance in case a duration timer stopping or expiration condition is met.


Besides, the description in clauses 5.5a.1.2/5.5a.1.3 shows that the configuration initiated by NG-RAN (LoggedMeasurementConfiguration) can trigger the release operation of the previous logged measurement configuration, which, is also initiated by NG-RAN. This further confirms that the logged measurement configuration can be released upon the reception of a new configuration within the same RAT. 
	[bookmark: _Toc46439289][bookmark: _Toc46444126][bookmark: _Toc46486887][bookmark: _Toc52836765][bookmark: _Toc52837773][bookmark: _Toc53006413]5.5a.1.2	Initiation
NG-RAN initiates the logged measurement configuration procedure to UE in RRC_CONNECTED by sending the LoggedMeasurementConfiguration message.
[bookmark: _Toc46439290][bookmark: _Toc46444127][bookmark: _Toc46486888][bookmark: _Toc52836766][bookmark: _Toc52837774][bookmark: _Toc53006414]5.5a.1.3	Reception of the LoggedMeasurementConfiguration by the UE
Upon receiving the LoggedMeasurementConfiguration message the UE shall:
1>	discard the logged measurement configuration as well as the logged measurement information as specified in 5.5a.2;
<*text omitted*>


However, in the TS 38.331 section 5.5a.2.2, the specification describes the configuration replacement in the following way, which means the UE shall release the old logged measurement configuration only when the newly received configuration is in another RAT.
	[bookmark: _Toc46439294][bookmark: _Toc46444131][bookmark: _Toc46486892]5.5a.2.2	Initiation
The UE shall initiate the procedure upon receiving a logged measurement configuration in another RAT. The UE shall also initiate the procedure upon power off or detach.
The UE shall:
1>	stop timer T330, if running;
1>	if stored, discard the logged measurement configuration as well as the logged measurement information, i.e. release the UE variables VarLogMeasConfig and VarLogMeasReport.


In our understanding, the current description is not accurate as it adds an extra limitation to the release operation of logged configuration.


	
	

	Summary of change:
	Remove the ‘in another RAT’ in the section 5.5a.2.2.

Impact analysis
Impacted 5G architecture options: NR SA

Impacted functionality: logged measurement configuration

Inter-operability: 
1. If UE implements according to the CR and the network does not, there is no impact forseen.
2. If the network implements according to the CR and the UE does not, UE won’t release the old logged measurement configuration when the newly received configuration is in the same RAT, which in turn disables the network’s ability of updating the logged measurement configuration within the same RAT.

	
	

	Consequences if not approved:
	The UE will not release the old logged measurement configuration when the newly received configuration is in the same RAT.
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START OF THE 1st CHANGE
5.5a.2.2	Initiation
The UE shall initiate the procedure upon receiving a logged measurement configuration in another RAT. The UE shall also initiate the procedure upon power off or detach.
The UE shall:
1>	stop timer T330, if running;
1>	if stored, discard the logged measurement configuration as well as the logged measurement information, i.e. release the UE variables VarLogMeasConfig and VarLogMeasReport.
END OF THE 1st CHANGE

