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	Reason for change:
	When the UE detects a sidelink radio link failure or a sidelink RRC reconfiguration failure, the UE, if in RRC_CONNECTED, needs to inform the gNB about the failure via the sidelink UE information procedure.

However, according to the procedure in 5.8.3.3, it seems that the UE needs always to include the RLF-related field into the SidelinkUEInformation message, even if an RLF was not detected. This is wrong because the UE needs to include those fields only when an RLF is detected and not necessarly because is configured to trasmit or receive NR sidelink communication.


	
	

	Summary of change:
	
Section 5.8.3.3
- Clarified that the RLF-related fields needs to be included only the procedure was triggered due to a sidelink radio link failure or a sidelink RRC reconfiguration failure.


Impact Analysis
Impacted 5G architecture options: Sidelink 

Impacted functionality: Sidelink UE information

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, the UE will always send the RLF-related fields (that will be empty) even if a sidelink RLF was not detected.

2.	 If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.

3. If one UE is implemented according to the CR and another UE is not, the UE will always send the RLF-related fields (that will be empty) even if a sidelink RLF was not detected.


	
	

	Consequences if not approved:
	If the CR is not approved, the UE will always send the RLF-related fields (that will be empty) even if a sidelink RLF was not detected.
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START OF CHANGES
[bookmark: _Toc46439387][bookmark: _Toc46444224][bookmark: _Toc46486985][bookmark: _Toc52836863][bookmark: _Toc52837871][bookmark: _Toc53006511]5.8.3.3	Actions related to transmission of SidelinkUEInformationNR message
The UE shall set the contents of the SidelinkUEInformationNR message as follows:
1>	if the UE initiates the procedure to indicate it is (no more) interested to receive NR sidelink communication or to request (configuration/ release) of NR sidelink communication transmission resources or to report to the network that a sidelink radio link failure or sidelink RRC reconfiguration failure has been declared (i.e. UE includes all concerned information, irrespective of what triggered the procedure):
2>	if SIB12 including sl-ConfigCommonNR is provided by the PCell:
3>	if configured by upper layers to receive NR sidelink communication:
4>	include sl-RxInterestedFreqList and set it to the frequency for NR sidelink communication reception;
3>	if configured by upper layers to transmit NR sidelink communication:
4>	include sl-TxResourceReqList and set its fields (if needed) as follows for each destination for which it requests network to assign NR sidelink communication resource:
5>	set sl-DestinationIdentity to the destination identity configured by upper layer for NR sidelink communication transmission;
5>	set sl-CastType to the cast type of the associated destination identity configured by the upper layer for the NR sidelink communication transmission;
5>	set sl-RLC-ModeIndication to include the RLC mode(s) and optionally QoS profile(s) of the sidelink QoS flow(s) of the associated RLC mode(s), if the associated bi-directional sidelink DRB has been established due to the configuration by RRCReconfigurationSidelink;
5>	set sl-QoS-InfoList to include QoS profile(s) of the sidelink QoS flow(s) of the associated destination configured by the upper layer for the NR sidelink communication transmission;
5>	set sl-InterestedFreqList to indicate the frequency of the associated destination for NR sidelink communication transmission;
5>	set sl-TypeTxSyncList to the current synchronization reference type used on the associated sl-InterestedFreqList for NR sidelink communication transmission.
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from peer UE.
2> if a sidelink radio link failure or a sidelink RRC reconfiguration failure has been declared, according to clauses 5.8.9.3 and 5.8.9.1.8, respectively; 
43>	include sl-FailureList and set its fields as follows for each destination for which it reports the NR sidelink communication failure:
54>	set sl-DestinationIdentity to the destination identity configured by upper layer for NR sidelink communication transmission;
4> if the sidelink RLF is detected as specified in sub-clause 5.8.9.3:
5>	set sl-Failure as rlf for the associated destination for the NR sidelink communication transmission, if the sidelink RLF is detected as specified in sub-clause 5.8.9.3;
4> else if RRCReconfigurationFailureSidelink is received:
5>	set sl-Failure as configFailure for the associated destination for the NR sidelink communication transmission, if RRCReconfigurationFailureSidelink is received;
1>	if the UE initiates the procedure while connected to an E-UTRA PCell:
2>	submit the SidelinkUEInformationNR to lower layers via SRB1, embedded in E-UTRA RRC message ULInformationTransferIRAT as specified in TS 36.331 [10], clause 5.6.28;
1>	else:
2>	submit the SidelinkUEInformationNR message to lower layers for transmission.
END OF CHANGES

3GPP
