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	Reason for change:
	The release of the sidelink DRB is also done/triggered when the sl-ResetConfig flag is included in the RRCReconfigurationSidelink.

However, this is not reflected in section 5.8.9.1a.1.1 where are stated the conditions to be met in order to execute the sidelink DRB release.


	
	

	Summary of change:
	
In section 5.8.9.1a.1
- Clarified that the sidelink DRB release is also done when the sl-ResetConfig flag is included in the RRCReconfigurationSidelink.
- Moved the part related to the RLF in a separate bullet and linked the related clause where the sidelink DRB release is invoked.


Impact Analysis
Impacted 5G architecture options: Sidelink 

Impacted functionality: Sidelink DRB release

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, there is no inter-operability issue

2.	 If the UE is implemented according to the CR and the network is not, there is no inter-operability issue

3. If one UE is implemented according to the CR and another UE is not, the UE may not perform the sidelink DRB release since the release due to the sl-ResetConfig flag in the RRCReconfigurationSidelink is not listed amoung the conditions for releasing the sidelink DRB.


	
	

	Consequences if not approved:
	If the CR is not approve, the UE may not perform the sidelink DRB release since the release due to the sl-ResetConfig flag in the RRCReconfigurationSidelink is not listed amoung the conditions for releasing the sidelink DRB.
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5.8.9.1a.1.1	Sidelink DRB release conditions
For NR sidelink communication, a sidelink DRB release is initiated in the following cases:
1>	for groupcast, broadcast and unicast, if slrb-Uu-ConfigIndex (if any) of the sidelink DRB is included in sl-RadioBearerToReleaseList in sl-ConfigDedicatedNR; or
1>	for groupcast and broadcast, if no sidelink QoS flow with data indicated by upper layers is mapped to the sidelink DRB for transmission, which is (re)configured by receiving SIB12 or SidelinkPreconfigNR; or
1>	for unicast, if no sidelink QoS flow with data indicated by upper layers is mapped to the sidelink DRB for transmission, which is (re)configured by receiving SIB12 or SidelinkPreconfigNR, and if no sidelink QoS flow mapped to the sidelink DRB, which is (re)configured by receiving RRCReconfigurationSidelink, has data; or
1>	for unicast, if SLRB-PC5-ConfigIndex (if any) of the sidelink DRB is included in slrb-ConfigToReleaseList in RRCReconfigurationSidelink;
1> for unicast, if sl-ResetConfig is included in RRCReconfigurationSidelink;
1> for unicast, when the corresponding PC5-RRC connection is released due to sidelink RLF being detected, according to clause 5.8.9.3.
For NR sidelink communication, a sidelink DRB release is also initiated when the corresponding PC5-RRC connection is released due to sidelink RLF being detected.
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