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5.8.9.2	Sidelink UE capability transfer
[bookmark: _Toc46439419][bookmark: _Toc46444256][bookmark: _Toc46487017][bookmark: _Toc52836895][bookmark: _Toc52837903][bookmark: _Toc53006543][bookmark: _Toc36843363][bookmark: _Toc37067652][bookmark: _Toc36756845][bookmark: _Toc36836386][bookmark: _Toc29321223][bookmark: _Toc20425827]5.8.9.2.1	General
This clause describes how the UE compiles and transfers its sidelink UE capability information for unicast to the initiating UE.


Figure 5.8.9.2.1-1: Sidelink UE capability transfer
[bookmark: _Toc46439420][bookmark: _Toc46444257][bookmark: _Toc46487018][bookmark: _Toc52836896][bookmark: _Toc52837904][bookmark: _Toc53006544]5.8.9.2.2	Initiation
The UE may initiate the sidelink UE capability transfer procedure upon indication from upper layer when it needs (additional) UE radio access capability information.
[bookmark: _Toc46439421][bookmark: _Toc46444258][bookmark: _Toc46487019][bookmark: _Toc52836897][bookmark: _Toc52837905][bookmark: _Toc53006545]5.8.9.2.3	Actions related to transmission of the UECapabilityEnquirySidelink by the UE
The initiating UE shall set the contents of UECapabilityEnquirySidelink message as follows:
1>	include in UE radio access capabilities for sidelink within ue-CapabilityInformationSidelink, if needed;
NOTE:	It is up to initiating UE to decide whether ue-CapabilityInformationSidelink should be included.
1>	set frequencyBandListFilterSidelink to include frequency bands for which the peer UE is requested to provide supported bands and band combinations;
1>	submit the UECapabilityEnquirySidelink message to lower layers for transmission.
NOTE:	The initiating UE, if in coverage on the frequency used for the NR sidelink communication, should set the content of frequencyBandListFilterSidelink according to the UECapabilityEnquiry message, if previously received from the network.
END OF CHANGES
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