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	Reason for change:
	In RAN2#109 meeting and RAN2#109 bis meeting, we have achieved the following agreements:
=> Rel-16 PDCP duplication is applied to SRBs.
=> For SRBs, all secondary RLC entities are activated when configured.
[bookmark: OLE_LINK2]=> Confirm that duplication is always activated for all RLC entities for SRB (meaning e.g. that duplicationState has no meaning for SRB). 

In both stage 2 and stage 3 specification, it is only defined that the PDCP duplication shall be activated for an SRB if more than two RLC entities are associated, but it is still not clear how many RLC entities shall be activated for PDCP duplication in the current spec. In our understanding ,it needs be clarified in spec in order to make UE behavior on PDCP duplication of SRB clear.


	
	

	Summary of change:
	1: Add a clarification that if more than 2 RLC entities are configured for one SRB, the PDCP duplication for all associated RLC entities other than the primary RLC entties shall be activated.


Impact analysis
Impacted 5G architecture options:
NR SA, NR-DC, NE-DC

Impacted functionality:
Multiple configured grant configurations

Inter-operability: 
1: If UE implement by following CR while NW does not, no inter-operability issue.
2: If NW implement by following CR while UE does not, UE may not send the enough copies to NW if the SRB is configured with more than 2 RLC enities.

	
	

	Consequences if not approved:
	[bookmark: _GoBack]UE maynot activate the PDCP duplication for all RLC entities for an SRB assocaited with more than two RLC entities.
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[bookmark: _Toc46490321][bookmark: _Toc37296195][bookmark: _Toc52796478][bookmark: _Toc29239836][bookmark: _Toc52752016]---------------------------------------  The change start -------------------
[bookmark: _Toc46492194][bookmark: _Toc46492086][bookmark: _Toc12616359][bookmark: _Toc37126973][bookmark: _Toc52581984]5.11.1	Activation/Deactivation of PDCP duplication
For the PDCP entity configured with pdcp-Duplication , the transmitting PDCP entity shall:
-	for SRBs:
-	activate the PDCP duplication for all associated RLC entities other than the primary RLC entity;
[bookmark: OLE_LINK5]-	for DRBs:
-	if the activation of PDCP duplication is indicated for the DRB:
-	activate the PDCP duplication for the DRB;
-	if the activation of PDCP duplication is indicated for at least one associated RLC entities:
-	activate the PDCP duplication for the indicated associated RLC entities;
-	activate the PDCP duplication for the DRB;
-	if the deactivation of PDCP duplication is indicated for the DRB:
-	deactivate the PDCP duplication for the DRB;
-	if the deactivation of PDCP duplication is indicated for at least one associated RLC entities:
-	deactivate the PDCP duplication for the indicated associated RLC entities;
-	if all associated RLC entities other than the primary RLC entity are deactivated for PDCP duplication:
-	deactivate the PDCP duplication for the DRB.
---------------------------------------  The change end --------------------

