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	Reason for change:
	[bookmark: _Hlk47035748][bookmark: _Hlk49412240][bookmark: _Hlk53582349]In current RAN1/RAN2 specifcitaion, there should be no BM purpose for CSI-RS resource configured on SCell for BFD purpose.

Meanwhile, the field description of radioLinkMonitoringConfig in the BWP-DownlinkDedicated also has stated that ‘For SCells, only periodic 1-port CSI-RS can be configured in IE RadioLinkMonitoringConfig.’ Since there is no such restriction for CSI-RS resource, the description should be consistent.


	
	

	Summary of change:
	[bookmark: _GoBack]Remove ‘for BM’ of only periodic 1-port CSI-RS in the detectionResource of the RadioLinkMonitoringRS.
.
[bookmark: _Hlk510019672]Impact analysis.
Impacted 5G architecture options:
NR SA, NR-DC, NE-DC

Impacted functionality:
RadioLinkMonitoringConfig IE

Inter-operability:
1. If the network is implemented according to the CR and the UE is not, there are no interoperability issues.
1. If the UE is implemented according to the CR and the network is not, there are no interoperability issues.

	
	

	Consequences if not approved:
	Cause ambiguity when configureing periodic 1-port CSI-RS on SCell for beam failure detection purpose.
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first of Changes
[bookmark: _Toc46439716][bookmark: _Toc46444553][bookmark: _Toc46487314][bookmark: _Toc52837192][bookmark: _Toc52838200][bookmark: _Toc53006840]–	RadioLinkMonitoringConfig
The IE RadioLinkMonitoringConfig is used to configure radio link monitoring for detection of beam- and/or cell radio link failure. See also TS 38.321 [3], clause 5.1.1.
RadioLinkMonitoringConfig information element
-- ASN1START
-- TAG-RADIOLINKMONITORINGCONFIG-START

RadioLinkMonitoringConfig ::=       SEQUENCE {
    failureDetectionResourcesToAddModList   SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS
                                                                                                                  OPTIONAL, -- Need N
    failureDetectionResourcesToReleaseList  SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS-Id
                                                                                                                  OPTIONAL, -- Need N
    beamFailureInstanceMaxCount             ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10}                          OPTIONAL, -- Need R
    beamFailureDetectionTimer               ENUMERATED {pbfd1, pbfd2, pbfd3, pbfd4, pbfd5, pbfd6, pbfd8, pbfd10}  OPTIONAL, -- Need R
    ...
}

RadioLinkMonitoringRS ::=           SEQUENCE {
    radioLinkMonitoringRS-Id            RadioLinkMonitoringRS-Id,
    purpose                             ENUMERATED {beamFailure, rlf, both},
    detectionResource                   CHOICE {
        ssb-Index                           SSB-Index,
        csi-RS-Index                        NZP-CSI-RS-ResourceId
    },
    ...
}

-- TAG-RADIOLINKMONITORINGCONFIG-STOP
-- ASN1STOP

	RadioLinkMonitoringConfig field descriptions

	beamFailureDetectionTimer
Timer for beam failure detection (see TS 38.321 [3], clause 5.17). See also the BeamFailureRecoveryConfig IE. Value in number of "Qout,LR reporting periods of Beam Failure Detection" Reference Signal (see TS 38.213 [13], clause 6). Value pbfd1 corresponds to 1 Qout,LR reporting period of Beam Failure Detection Reference Signal, value pbfd2 corresponds to 2 Qout,LR reporting periods of Beam Failure Detection Reference Signal and so on. 

	beamFailureInstanceMaxCount
This field determines after how many beam failure events the UE triggers beam failure recovery (see TS 38.321 [3], clause 5.17). Value n1 corresponds to 1 beam failure instance, value n2 corresponds to 2 beam failure instances and so on. 

	failureDetectionResourcesToAddModList
A list of reference signals for detecting beam failure and/or cell level radio link failure (RLF). The limits of the reference signals that the network can configure are specified in TS 38.213 [13], table 5-1. The network configures at most two detectionResources per BWP for the purpose beamFailure or both. If no RSs are provided for the purpose of beam failure detection, the UE performs beam monitoring based on the activated TCI-State for PDCCH as described in TS 38.213 [13], clause 6. If no RSs are provided in this list for the purpose of RLF detection, the UE performs Cell-RLM based on the activated TCI-State of PDCCH as described in TS 38.213 [13], clause 5. The network ensures that the UE has a suitable set of reference signals for performing cell-RLM. 



	RadioLinkMonitoringRS field descriptions

	detectionResource
A reference signal that the UE shall use for radio link monitoring or beam failure detection (depending on the indicated purpose). Only periodic 1-port CSI-RS for BM can be configured on SCell for beam failure detection purpose.

	purpose
Determines whether the UE shall monitor the associated reference signal for the purpose of cell- and/or beam failure detection. For SCell, network only configures the value to beamFailure.
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