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1 Overall description
It is RAN2’s understanding that RAN4 is considering three possible ways to introduce 35 and 45 MHz channel bandwidths into the standard: 
· Option 1: The support of 35 MHz and 45 MHz is from Rel-17 onwards
· Option 2: 35 MHz and 45 MHz is optional support from Rel-15
· Option 3: Release independence shall be discussed case by case per band and bandwidths.

RAN2 has discussed option 2 and option 3 and has determined that signalling can support either option beginning with Release 15. 
Action: RAN2 requests RAN4 to provide which option RAN4 agrees to pursue. 
Another issue that impacts signalling design is when the largest channel bandwidth supported for a frequency band is increased due the introduction of 35 and 45 MHz channel bandwidths. In some cases, the UE only indicates the largest channel bandwidth supported for a frequency band and the network assumes the UE supports all the smaller channel bandwidths 
Action: RAN2 request RAN4 to indicate if the largest channel bandwidth supported by frequency band will change when 35 and 45 MHz is introduced into the specification. 
2 	Actions
ACTION to RAN4: 	
Action: RAN2 requests RAN4 to provide which option RAN4 agrees to pursue. 
· Option 1: The support of 35 MHz and 45 MHz is from Rel-17 onwards
· Option 2: 35 MHz and 45 MHz is optional support from Rel-15
· Option 3: Release independence shall be discussed cases by case per band and bandwidths.

[bookmark: _GoBack]Action: RAN2 request RAN4 to indicate if the largest channel bandwidth supported for any frequency band will change when 35 and 45 MHz is introduced into the specification.
3 	Dates of next TSG RAN WG2 meetings
TSG RAN WG2 Meeting #112e			 Nov 2020, E-Meeting
TSG RAN WG2 Meeting #113			 January 25th – February 5th, 2020

