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Fallback BC
In LPP, the following capabilities are reported per BC.
DL-PRS-ResourcesBandCombination-r16 ::=		SEQUENCE {
	bandList-r16								SEQUENCE (SIZE (1..maxSimultaneousBands-r16)) OF FreqBandIndicatorNR-r16,
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-r16	CHOICE{
		fr1-Only-r16							ENUMERATED {n6, n24, n64, n128, n192, n256, n512, n1024, n2048},
		fr2-Only-r16							ENUMERATED {n24, n64, n96, n128, n192, n256, n512, n1024, n2048},
		fr1-FR2Mix-r16							SEQUENCE {
			fr1-r16									ENUMERATED {n6, n24, n64, n96, n128, n192, n256, n512, n1024, n2048},
			fr2-r16									ENUMERATED {n24, n64, n96, n128, n192, n256, n512, n1024, n2048},
			...
		},
		...
	},
	...
}

To resolve exponential growth of band combinations, fallback BC is generally used as defined in [1] for RRC-based capability exchange, and explicit omission is mentioned in the spec. 
	Fallback band combination: A band combination that would result from another band combination by releasing at least one SCell or uplink configuration of SCell, or SCG. An intra-band non-contiguous band combination is not considered to be a fallback band combination of an intra-band contiguous band combination.



	supportedBandCombinationList
Defines the supported NR and/or MR-DC band combinations by the UE. For each band combination the UE identifies the associated feature set combination by featureSetCombinations index referring to featureSetCombination. A fallback band combination resulting from the reported CA and MR-DC band combination is not signalled but the UE shall support it. For intra-band non-contiguous CA band combinations, the UE only includes one band combination, and exclude the others for which the presence of uplink CA bandwidth class in the band combination entry is different. One band combination entry can also indicate support of any other possible permutations in the presence of uplink CA bandwidth class where a paired downlink CA bandwidth class is the same or where the number of UL CCs is smaller than the one of paired DL CCs expressed by the CA bandwidth class, as specified in TS 36.306 [15]. For these band combinations not included in the capability, the supported feature set is the same as the ones for the band combination included in the UE capability.
	UE
	Yes
	No
	No



The fallback operation allows the operations such that UE only reports its capability on a superset band combination e.g. A+B+C, and network assumes that UE supports the feature on any of the subset thereof, e.g. A+B, B+C, A+C, A, B, C.
However, when we design the LPP capability signaling, it is not clear whether such an operation of fallback BC is supported, and clearly the definition in 38.306 for the fallback band combination cannot be directly used for LPP, simply because PRS does not have to be received on an SCell.
Considering the room of signaling optimization without ASN.1 change, we would like to propose the following way forward on clarifications on the fallback operation for LPP-based capability exchange.
Proposal 1: Clarify the following reporting behaviour for DL-PRS-ResourcesBandCombination that
· Band combination fallback is allowed.
· UE capability signaling on a superset BC applies to any subset BC thereof.
· UE shall not report the capability for the subset BC if the capability is the same as the superset BC.
· Note: For FR1/FR2 mixed operation, the capability applies to the subset BC within each FR.
· Note: If the capability on a subset BC is different from that on the superset BC, UE may report the subset BC individually.
Common PRS capabilities
The current LPP specification captured the following common capabilities under each individual positioning method capability.
NR-DL-PRS-ProcessingCapability-r16 ::= SEQUENCE {
	prs-ProcessingCapabilityBandList-r16	SEQUENCE (SIZE (1..nrMaxBands-r16)) OF 
												PRS-ProcessingCapabilityPerBand-r16,
	maxSupportedFreqLayers-r16				INTEGER (1..4),
	simulLTE-NR-PRS-r16						ENUMERATED { supported}	OPTIONAL,
	...
}

NR-DL-PRS-QCL-ProcessingCapability-r16 ::= SEQUENCE {
	dl-PRS-QCL-ProcessingCapabilityBandList-r16			SEQUENCE (SIZE (1..nrMaxBands-r16)) OF 
														DL-PRS-QCL-ProcessingCapabilityPerBand-r16,
	...
}

There is no such restriction or instruction on how UE should report those values in case LMF requests capabilities for multiple positioning methods. We think it is sufficient if we only include these capabilities only once in different positioning methods when reporting the capability and suggest to add it explicitly in the specification
Proposal 2: UE includes the capabilities with NR-DL-PRS-ProcessingCapability and NR-DL-PRS-QCL-ProcessingCapability in only one of the IEs NR-DL-TDOA-ProvideCapabilities, NR-DL-AoD-ProvideCapabilities, and NR-Multi-RTT-ProvideCapabilities, when capabilities of multiple positioning methods are provided.
SRS capability update
Some SRS capability is reported only for the configured UL CA band combination, which means that UE capability may change depending on addition/modification of an SCell.
On one hand, as long as such SCell change does not trigger the update of configured SRS used for positioning, such capability change can be transparent to the LMF. On the other hand, if such SCell change causes the SRS configuration update, gNB should provide the corresponding update to the LMF, so that the new SRS configuration is delivered to the TRP.
One thing we would like to clarify is that the current spec is not clear whether UE is required to provide the new SRS capability upon change of an SCell, which based on the previous analysis should be that the UE does not need to do so. We suggest to capture the behaviour in LPP.
Proposal 3: UE is not required to update its UL SRS capability in case of SCell activation/deactivation or addition/release/modification.
Capturing PRS processing capability
In RAN2#110, the following LS was received [2], where RAN1 provided inputs for RAN2 to capture the PRS processing capability in RAN2 spec. However the LS wrongly included the field description for an LPP capability in 38.306.
Since RAN1 considers that RAN2 will handle the remaining issue, we suggest to reformulate the LS content to fit in LPP capability description.
Proposal 4: Capture the content in LS R2-2006103 to LPP specification for PRS processing capability.
Conclusion
In this contribution, we provided the following proposals regarding the UE capability signalling in LPP
Proposal 1: Clarify the following reporting behaviour for DL-PRS-ResourcesBandCombination that
· Band combination fallback is allowed.
· UE capability signaling on a superset BC applies to any subset BC thereof.
· UE shall not report the capability for the subset BC if the capability is the same as the superset BC.
· Note: For FR1/FR2 mixed operation, the capability applies to the subset BC within each FR.
· Note: If the capability on a subset BC is different from that on the superset BC, UE may report the subset BC individually.
Proposal 2: UE includes the capabilities with NR-DL-PRS-ProcessingCapability and NR-DL-PRS-QCL-ProcessingCapability in only one of the IEs NR-DL-TDOA-ProvideCapabilities, NR-DL-AoD-ProvideCapabilities, and NR-Multi-RTT-ProvideCapabilities, when capabilities of multiple positioning methods are provided.
Proposal 3: UE is not required to update its UL SRS capability in case of SCell activation/deactivation or addition/release/modification.
Proposal 4: Capture the content in LS R2-2006103 to LPP specification for PRS processing capability.
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Text proposal

===================================FIRST CHANGE=====================================
–	NR-DL-PRS-ProcessingCapability
The IE NR-DL-PRS-ProcessingCapability defines the common downlink PRS Processing capability. This IE shall be present in only one of the IEs NR-DL-TDOA-ProvideCapabilities, NR-DL-AoD-ProvideCapabilities, and NR-Multi-RTT-ProvideCapabilities, for the cases when capabilities of multiple positioning methods are signalled.
-- ASN1START

NR-DL-PRS-ProcessingCapability-r16 ::= SEQUENCE {
	prs-ProcessingCapabilityBandList-r16	SEQUENCE (SIZE (1..nrMaxBands-r16)) OF 
												PRS-ProcessingCapabilityPerBand-r16,
	maxSupportedFreqLayers-r16				INTEGER (1..4),
	simulLTE-NR-PRS-r16						ENUMERATED { supported}	OPTIONAL,
	...
}

PRS-ProcessingCapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16				FreqBandIndicatorNR-r16,
	supportedBandwidthPRS-r16			CHOICE {
		fr1										ENUMERATED {mhz5, mhz10, mhz20, mhz40, 
															mhz50, mhz80, mhz100},
		fr2										ENUMERATED {mhz50, mhz100, mhz200, mhz400},
		...
	},
	dl-PRS-BufferType-r16		 		ENUMERATED {type1, type2, ...},
	durationOfPRS-Processing-r16		SEQUENCE {
		durationOfPRS-ProcessingSysmbols-r16	ENUMERATED {nDot125, nDot25, nDot5, n1,
															 n2, n4, n6, n8, n12, n16, n20, n25,
															 n30, n32, n35, n40, n45, n50},
		durationOfPRS-ProcessingSymbolsInEveryTms-r16	
												ENUMERATED {n8, n16, n20, n30, n40, n80,
															 n160,n320, n640, n1280},
		...
	},
	maxNumOfDL-PRS-ResProcessedPerSlot-r16	SEQUENCE {
		scs15-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		scs30-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		scs60-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		scs120-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		...
	},
	...
}

-- ASN1STOP

	NR-DL-PRS-ProcessingCapability field descriptions

	maxSupportedFreqLayers
Indicates the maximum number of positioning frequency layers supported by UE.

	supportedBandwidthPRS
Indicates the maximum number of DL-PRS bandwidth in MHz, which is supported and reported by UE.

	dl-PRS-BufferType
Indicates DL-PRS buffering capability. Value type1 indicates sub-slot/symbol level buffering and value type2 indicates slot level buffering.

	durationOfPRS-Processing
Indicates the duration of DL-PRS symbol in units of ms a UE can process every T ms assuming maximum DL-PRS bandwidth represented by supportedBandwidthPRS in MHz which is supported and reported by UE.
For the purpose of the DL PRS processing capability, if UE reports DL PRS processing capability (N, T), for any  time window defined in TS 38.214 Clause 5.6.5.1, the UE should be capable to process all DL PRS resources within , if
-	 where K is defined in the TS 38.214 Clause 5.6.5.1, and 
-	the number of resources in each slot does not exceed the UE capability provided by the higher layer parameter maxNumDL-PRS-ResourcesPerSlot, and 
-	the configured measurement gap is supported by the UE.

	maxNumOfDL-PRS-ResProcessedPerSlot
Indicates the maximum number of DL-PRS resources that UE can process in a slot. SCS: 15 kHz, 30 kHz, 60 kHz are applicable for FR1 bands. SCS: 60 kHz, 120 kHz are applicable for FR2 bands. 

	simulLTE-NR-PRS
Indicates whether the UE supports parallel processing of LTE PRS and NR PRS.



==================================SECOND CHANGE====================================
[bookmark: _Toc46486423]–	NR-DL-PRS-QCL-ProcessingCapability
The IE NR-DL-PRS-QCL-ProcessingCapability defines the common UE downlink PRS QCL Processing capability. The UE can include this IE only if the UE supports NR-DL-PRS-ProcessingCapability. Otherwise, the UE does not include this IE. This IE shall be present in only one of the IEs NR-DL-TDOA-ProvideCapabilities, NR-DL-AoD-ProvideCapabilities, and NR-Multi-RTT-ProvideCapabilities, for the cases when capabilities of multiple positioning methods are signalled.
-- ASN1START

NR-DL-PRS-QCL-ProcessingCapability-r16 ::= SEQUENCE {
	dl-PRS-QCL-ProcessingCapabilityBandList-r16			SEQUENCE (SIZE (1..nrMaxBands-r16)) OF 
														DL-PRS-QCL-ProcessingCapabilityPerBand-r16,
	...
}

DL-PRS-QCL-ProcessingCapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16						FreqBandIndicatorNR-r16,
	ssb-FromNeighCellAsQCL-r16					ENUMERATED { supported}	OPTIONAL,
	prs-FromServNeighCellAsQCL-r16				ENUMERATED { supported} OPTIONAL,
	...
}

-- ASN1STOP

	NR-DL-PRS-QCL-ProcessingCapability field descriptions

	ssbFromNeighCellAsQCL
Indicates the support of SSB from neighbour cell as QCL source of a DL-PRS. UE supporting this feature also support reusing SSB measurement from RRM for receiving PRS.
Note: It refers to Type-C for FR1 and Type-C & Type-D support for FR2.

	prs-FromServNeighCellAsQCL
Indicates the support of DL-PRS from serving/neighbour cell as QCL source of a DL-PRS.
Note: It refers to Type-D support for FR2.



===========================THRID CHANGE=============================================
[bookmark: _Toc46486425]–	NR-DL-PRS-ResourcesCapability
The IE NR-DL-PRS-ResourcesCapability defines the PRS resources capability for each positioning method. The UE can include this IE only if the UE supports NR-DL-PRS-ProcessingCapability. Otherwise, the UE does not include this IE.
-- ASN1START

NR-DL-PRS-ResourcesCapability-r16 ::= SEQUENCE {
	maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer-r16	
												INTEGER (1..2),
	maxNrOfTRP-AcrossFreqs-r16					ENUMERATED { n4, n6, n12, n16, n32,
															 n64, n128, n256, ...},
	maxNrOfPosLayer-r16							INTEGER (1..4),
	dl-PRS-ResourcesCapabilityBandList-r16		SEQUENCE (SIZE (1..nrMaxBands-r16)) OF 
													DL-PRS-ResourcesCapabilityPerBand-r16,
	dl-PRS-ResourcesBandCombinationList-r16		DL-PRS-ResourcesBandCombinationList-r16,
	...
}

DL-PRS-ResourcesCapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16						FreqBandIndicatorNR-r16,
	maxNrOfDL-PRS-ResourcesPerResourceSet-r16	ENUMERATED { n1, n2, n4, n8, n16, n32, n64, ...},
	maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer-r16	
												ENUMERATED { n6, n24, n32, n64, n96, n128,
															 n256, n512, n1024, ...},
	...
}

DL-PRS-ResourcesBandCombinationList-r16 ::=	SEQUENCE (SIZE (1..maxBandComb-r16)) OF 
														DL-PRS-ResourcesBandCombination-r16

DL-PRS-ResourcesBandCombination-r16 ::=	SEQUENCE {
	bandList-r16							SEQUENCE (SIZE (1..maxSimultaneousBands-r16)) OF 
															FreqBandIndicatorNR-r16,
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-r16	
											CHOICE {
		fr1-Only-r16							ENUMERATED {n6, n24, n64, n128, n192, 
															n256, n512, n1024, n2048},
		fr2-Only-r16							ENUMERATED {n24, n64, n96, n128, n192,
															 n256, n512, n1024, n2048},
		fr1-FR2Mix-r16							SEQUENCE {
			fr1-r16									ENUMERATED {n6, n24, n64, n96, n128, 
																n192, n256, n512, n1024, n2048},
			fr2-r16									ENUMERATED {n24, n64, n96, n128, n192,
																 n256, n512, n1024, n2048},
			...
			},
		...
		},
	...
}

-- ASN1STOP

	NR-DL-PRS-ResourcesCapability field descriptions

	maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer
Indicates the maximum number of DL-PRS Resource Sets per TRP per frequency layer supported by UE. 

	maxNrOfTRP-AcrossFreqs
Indicates the maximum number of TRPs across all positioning frequency layers.

	maxNrOfPosLayer 
Indicates the maximum number of supported positioning layer.

	dl-PRS-ResourcesBandCombinationList
Indicates the capabilities of DL-PRS resources on the supported band combinations. The capability reported on a superset band combination is also applicable to any of its subset band combinations. UE does not signal the capability for a subset band combination that has the same capability as its reported superset band combination.
For FR1-FR2 mixed operation, the capability on subset band combination is only applicable the bands in the respective frequency range.

	maxNrOfDL-PRS-ResourcesPerResourceSet
Indicates the maximum number of DL-PRS Resources per DL-PRS Resource Set. Value 16, 32, 64 are only applicable to FR2 bands. Value 1 is not applicable for DL-AoD. 

	maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer
Indicates the maximum number of DL-PRS resources per TRP across all frequency layers. Value 6 is only applicable to FR1 bands. 

	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet
Indicates the maximum number of DL-PRS Resources supported by UE across all frequency layers, TRPs and DL-PRS Resource Sets. 
fr1-Only: This is applicable for FR1 only band combinations;
fr2-Only: This is applicable for FR2 only band combinations;
fr1-FR2Mix: This is applicable for band combinations containing FR1 and FR2 bands. fr1 means for FR1 in FR1/FR2 mixed operation, and fr2 means for FR2 in FR1/FR2 mixed operation. 



==========================FOURTH CHANGE============================================
[bookmark: _Toc46486434]–	NR-UL-SRS-Capability
The IE NR-UL-SRS-Capability defines the UE uplink SRS capability. For the cases when UL CA configuration change results in the change of the capability, UE is not required to signal the updated value.
-- ASN1START

NR-UL-SRS-Capability-r16 ::= SEQUENCE {
	srs-CapabilityBandList-r16					SEQUENCE (SIZE (1..nrMaxBands-r16)) OF 
													SRS-CapabilityPerBand-r16,
	srs-PosResourceConfigCA-BandList-r16		SEQUENCE (SIZE (1..nrMaxConfiguredBands-r16)) OF 
													SRS-PosResourcesPerBand-r16			OPTIONAL,
	maxNumberSRS-PosPathLossEstimateAllServingCells-r16	
												ENUMERATED {n1, n4, n8, n16}			OPTIONAL,
	maxNumberSRS-PosSpatialRelationsAllServingCells-r16	
												ENUMERATED {n0, n1, n2, n4, n8, n16}	OPTIONAL,
	...
}

SRS-CapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16			FreqBandIndicatorNR-r16,
	olpc-SRS-Pos-r16				OLPC-SRS-Pos-r16									OPTIONAL,
	spatialRelationsSRS-Pos-r16		SpatialRelationsSRS-Pos-r16							OPTIONAL,
	...
}

OLPC-SRS-Pos-r16 ::= SEQUENCE {
	olpc-SRS-PosBasedOnPRS-Serving-r16		ENUMERATED {supported}						OPTIONAL,
	olpc-SRS-PosBasedOnSSB-Neigh-r16 		ENUMERATED {supported}						OPTIONAL,
	olpc-SRS-PosBasedOnPRS-Neigh-r16		ENUMERATED {supported}						OPTIONAL,
	maxNumberPathLossEstimatePerServing-r16	ENUMERATED {n1, n4, n8, n16}				OPTIONAL,
	...
}

SpatialRelationsSRS-Pos-r16 ::=	SEQUENCE {
	spatialRelation-SRS-PosBasedOnSSB-Serving-r16		ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnCSI-RS-Serving-r16	ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnPRS-Serving-r16		ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnSRS-r16				ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnSSB-Neigh-r16			ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnPRS-Neigh-r16			ENUMERATED {supported}			OPTIONAL,
	...
}

SRS-PosResourcesPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16							FreqBandIndicatorNR-r16,
	maxNumberSRS-PosResourceSetsPerBWP-r16			ENUMERATED {n1, n2, n4, n8, n12, n16},
	maxNumberSRS-PosResourcesPerBWP-r16				ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
	maxNumberPeriodicSRS-PosResourcesPerBWP-r16		ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
	maxNumberAP-SRS-PosResourcesPerBWP-r16			ENUMERATED {n1, n2, n4, n8, n16, n32, n64}
																						OPTIONAL,
	maxNumberSP-SRS-PosResourcesPerBWP-r16			ENUMERATED {n1, n2, n4, n8, n16, n32, n64}
																						OPTIONAL,
	...
}

-- ASN1STOP

	NR-UL-SRS-Capability field descriptions

	maxNumberSRS-PosPathLossEstimateAllServingCells
Indicates the maximum number of pathloss estimates that the UE can simultaneously maintain for all the SRS resource sets for positioning across all cells in addition to the up to four pathloss estimates that the UE maintains per serving cell for the PUSCH/PUCCH/SRS transmissions. The UE shall include this field if the UE supports any of olpc-SRS-PosBasedOnPRS-Serving, olpc-SRS-PosBasedOnSSB-Neigh and olpc-SRS-PosBasedOnPRS-Neigh. Otherwise, the UE does not include this field.

	maxNumberSRS-PosSpatialRelationsAllServingCells
indicates the maximum number of maintained spatial relations for all the SRS resource sets for positioning across all serving cells in addition to the spatial relations maintained spatial relations per serving cell for the PUSCH/PUCCH/SRS transmissions. It is only applied for FR2. The UE can include this field only if the UE supports any of spatialRelation-SRS-PosBasedOnSSB-Serving, spatialRelation-SRS-PosBasedOnCSI-RS-Serving, spatialRelation-SRS-PosBasedOnPRS-Serving, spatialRelation-SRS-PosBasedOnSSB-Neigh or spatialRelation-SRS-PosBasedOnPRS-Neigh. Otherwise, the UE does not include this field.

	olpc-SRS-Pos
Indicates whether the UE supports open-loop power control for SRS for positioning. The capability signalling comprises the following parameters.
-	olpc-SRS-PosBasedOnPRS-Serving indicates whether the UE supports OLPC for SRS for positioning based on PRS from the serving cell in the same band. The UE can include this field only if the UE supports NR-DL-PRS-ProcessingCapability and srs-PosResources TS38.331 [35] Otherwise, the UE does not include this field.
-	olpc-SRS-PosBasedOnSSB-Neigh indicates whether the UE supports OLPC for SRS for positioning based on SSB from the neighbouring cell in the same band. The UE can include this field only if the UE supports srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.
-	olpc-SRS-PosBasedOnPRS-Neigh indicates whether the UE supports OLPC for SRS for positioning based on PRS from the neighbouring cell in the same band. The UE can include this field only if the UE supports olpc-SRS-PosBasedOnPRS-Serving. Otherwise, the UE does not include this field.
-	maxNumberPathLossEstimatePerServing indicates the maximum number of pathloss estimates that the UE can simultaneously maintain for all the SRS resource sets for positioning per serving cell in addition to the up to four pathloss estimates that the UE maintains per serving cell for the PUSCH/PUCCH/SRS transmissions. The UE shall include this field if the UE supports any of olpc-SRS-PosBasedOnPRS-Serving, olpc-SRS-PosBasedOnSSB-Neigh and olpc-SRS-PosBasedOnPRS-Neigh. Otherwise, the UE does not include this field.

	spatialRelationsSRS-Pos
Indicates whether the UE supports spatial relations for SRS for positioning. It is only applicable for FR2. The capability signalling comprises the following parameters.
-	spatialRelation-SRS-PosBasedOnSSB-Serving indicates whether the UE supports spatial relation for SRS for positioning based on SSB from the serving cell in the same band. The UE can include this field only if the UE supports srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.
-	spatialRelation-SRS-PosBasedOnCSI-RS-Serving indicates whether the UE supports spatial relation for SRS for positioning based on CSI-RS from the serving cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnSSB-Serving. Otherwise, the UE does not include this field.
-	spatialRelation-SRS-PosBasedOnPRS-Serving indicates whether the UE supports spatial relation for SRS for positioning based on PRS from the serving cell in the same band. The UE can include this field only if the UE supports any of DL-PRS Resources for DL-AoD, DL-PRS Resources for DL-TDOA or DL-PRS Resources for Multi-RTT, or srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.
-	spatialRelation-SRS-PosBasedOnSRS indicates whether the UE supports spatial relation for SRS for positioning based on SRS in the same band. The UE can include this field only if the UE supports srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.
-	spatialRelation-SRS-PosBasedOnSSB-Neigh indicates whether the UE supports spatial relation for SRS for positioning based on SSB from the neighbouring cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnSSB-Serving. Otherwise, the UE does not include this field.
-	spatialRelation-SRS-PosBasedOnPRS-Neigh indicates whether the UE supports spatial relation for SRS for positioning based on PRS from the neighbouring cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnPRS-Serving. Otherwise, the UE does not include this field.

	srs-PosResourceConfigCA-BandList 
This field indicates the number of SRS for positioning resources supported by the target device. The target device includes this field for each band for the current configured CA band combination. The capability signalling comprises the following parameters.
-	freqBandIndicatorNR indicates the current configured NR band of the target device.
-	maxNumberSRS-PosResourceSetsPerBWP indicates the maximum number of SRS Resource Sets for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n12, n16 correspond to 1, 2, 4, 8, 12, 16 SRS Resource Sets for positioning, respectively.
-	maxNumberSRS-PosResourcesPerBWP indicates the maximum number of periodic, semi-persistent, and aperiodic SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 SRS Resources for positioning, respectively.
-	maxNumberPeriodicSRS-PosResourcesPerBWP indicates the maximum number of periodic SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 periodic SRS Resources for positioning, respectively.
-	maxNumberAP-SRS-PosResourcesPerBWP indicates the maximum number of aperiodic SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 aperiodic SRS Resources for positioning, respectively.
-	maxNumberSP-SRS-PosResourcesPerBWP indicates the maximum number of semi-persistent SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 semi-persistent SRS Resources for positioning, respectively.




===========================END OF CHAGNES===========================================
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