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	Reason for change:
	The current stage-2 describes the DL E-CID procedure as follows in clause 8.9.3.3.1 of [1].
	(1)	The LMF sends a LPP Request Location Information message to the UE for invocation of NR E-CID positioning. This request includes the NR E-CID measurements requested by the LMF and supported by the UE as listed in Table 8.9.2.2-1 together with a required response time.
(2)	The UE performs the requested measurements and sends an LPP Provide Location Information message to the LMF before the Response Time provided in step (1) elapsed. If the UE is unable to perform the requested measurements, or if the Response Time provided in step 1 elapsed before any of the requested measurements have been obtained, the UE returns any information that can be provided in an LPP message of type Provide Location Information which includes a cause indication for the not provided location information.



On step (2), it reads “The UE performs the requested measurements”, which may cause some confusion.
Firstly, from UE perspective, UE is not expected to make additional measurements for the sole purpose of positioning, which has already been mentioned in clause 4.3.10 of [1]. In case UE is configured by RRC to perform RRM measurement with the requested reporting quantities by the serving gNB in the RRC based RRM procedure, and those requested reporting quantities happen to coincide with the “requested measurements” by the LMF, UE will report those quantities.
Secondly, the existing wording, inherited from LTE E-CID positioning methods, also considers the dedicated measurement for positioning purpose, yet configured in RRC-based RRM procedure, i.e. UE Rx – Tx time difference measurement, which has not been introduced in NR E-CID yet.
Due to the previous reasons, we think that “UE performs the requested measurement” may not be accurate to reflect the expected behaviour when UE receives the DL E-CID request location information message. Change “performs” to “obtains” would perhaps be a solution. In addition, “If the UE is unable to perform the requested measurement” seems redundant, and thus can be removed.
Proposal 1: Agree the TP in clause 8.9.3.3.1 of TS 38.305. 
	(1)	The LMF sends a LPP Request Location Information message to the UE for invocation of NR E-CID positioning. This request includes the NR E-CID measurements requested by the LMF and supported by the UE as listed in Table 8.9.2.2-1 together with a required response time.
(2)	The UE performs obtains the requested measurements and sends an LPP Provide Location Information message to the LMF before the Response Time provided in step (1) elapsed. If the UE is unable to perform the requested measurements, or if the Response Time provided in step 1 elapsed before any of the requested measurements have been obtained, the UE returns any information that can be provided in an LPP message of type Provide Location Information which includes a cause indication for the not provided location information.




	
	

	Summary of change:
	1/ Fix the issue in 8.9.3.3.1 for NR E-CID: change perform measurement to obtain measurement and remove the condition “if the UE is unable to perform the requested measurements”

Analysis of inter-operability
Impacted functionalities
Downlink NR E-CID Positioning Procedures
Inter-Operability
· If the network is implemented according to the CR while the UE is not, there is no inter-operability issue
· If the UE is implemented according to the CR while the network is not, there is no inter-operability issue

	
	

	Consequences if not approved:
	Stage2 description regarding Downlink NR E-CID Positioning Procedure is not accurate
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=================================FIRST CHANGE=======================================
[bookmark: _Toc52567534]8.9.3	Downlink NR E-CID Positioning Procedures
The procedures described in this clause support NR E-CID related measurements obtained by the UE and provided to the LMF using LPP. The term "downlink" is intended to indicate that from the LMF perspective the involved measurements are provided by the UE; this set of procedures might also be considered as "UE-assisted, LMF-based NR E-CID".
[bookmark: _Toc37338338][bookmark: _Toc46489181][bookmark: _Toc52567535]8.9.3.1	Capability Transfer Procedure
The Capability Transfer procedure for NR E-CID positioning is described in clause 7.1.2.1.
[bookmark: _Toc37338339][bookmark: _Toc46489182][bookmark: _Toc52567536]8.9.3.2	Assistance Data Transfer Procedure
Assistance data transfer is not required for NR E-CID positioning.
[bookmark: _Toc37338340][bookmark: _Toc46489183][bookmark: _Toc52567537]8.9.3.3	Location Information Transfer Procedure
The purpose of this procedure is to enable the LMF to request position measurements from the UE, or to enable the UE to provide location measurements to the LMF for position calculation.
[bookmark: _Toc37338341][bookmark: _Toc46489184][bookmark: _Toc52567538]8.9.3.3.1	LMF-initiated Location Information Transfer from UE
Figure 8.9.3.3-1 shows the Location Information Transfer operations for the NR E-CID method from UE when the procedure is initiated by the LMF.


Figure 8.9.3.3.1-1: LMF-initiated Location Information Transfer Procedure.
(1)	The LMF sends a LPP Request Location Information message to the UE for invocation of NR E-CID positioning. This request includes the NR E-CID measurements requested by the LMF and supported by the UE as listed in Table 8.9.2.2-1 together with a required response time.
(2)	The UE performs obtains the requested measurements and sends an LPP Provide Location Information message to the LMF before the Response Time provided in step (1) elapsed. If the UE is unable to perform the requested measurements, or if the Response Time provided in step 1 elapsed before any of the requested measurements have been obtained, the UE returns any information that can be provided in an LPP message of type Provide Location Information which includes a cause indication for the not provided location information.
================================END OF CHANGE======================================
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