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	Reason for change:
	The field description of posSI-BroadcastStatus is not aligned with si-BroadcastStatus as follows.
posSI-BroadcastStatus
Indicates if the SI message is being broadcasted or not.

si-BroadcastStatus
Indicates if the SI message is being broadcasted or not. Change of si-BroadcastStatus should not result in system information change notifications in Short Message transmitted with P-RNTI over DCI (see clause 6.5). The value of the indication is valid until the end of the BCCH modification period when set to broadcasting.
 

	
	

	Summary of change:
	(1) In 6.3.1a, modify field description of posSI-BroadcastStatus.
Impact analysis

Impacted functionality
System information
Inter-operability: 

If the UE is implemented according to this CR while the network is not, there is no inter-operability issue. 
If the network is implemented according to this CR while the UE is not, the consequences if not approved remains.

	
	

	Consequences if not approved:
	If change 1 is not approved, the field description of posSI-BroadcastStatus is not accurate.
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START OF CHANGE

–
PosSI-SchedulingInfo
-- ASN1START

-- TAG-POSSI-SCHEDULINGINFO-START

PosSI-SchedulingInfo-r16 ::=               SEQUENCE {

    posSchedulingInfoList-r16                  SEQUENCE (SIZE (1..maxSI-Message)) OF PosSchedulingInfo-r16,

    posSI-RequestConfig-r16                        SI-RequestConfig                                 OPTIONAL,  -- Cond MSG-1

    posSI-RequestConfigSUL-r16                     SI-RequestConfig                                 OPTIONAL,  -- Cond SUL-MSG-1


...

}

PosSchedulingInfo-r16 ::= SEQUENCE {

    offsetToSI-Used-r16          ENUMERATED {true}                                              OPTIONAL,  -- Need R
    posSI-Periodicity-r16        ENUMERATED {rf8, rf16, rf32, rf64, rf128, rf256, rf512},

    posSI-BroadcastStatus-r16    ENUMERATED {broadcasting, notBroadcasting},

    posSIB-MappingInfo-r16       PosSIB-MappingInfo-r16,

    ...

}

PosSIB-MappingInfo-r16 ::=   SEQUENCE (SIZE (1..maxSIB)) OF PosSIB-Type-r16

PosSIB-Type-r16 ::=          SEQUENCE {

    encrypted-r16                ENUMERATED { true }                                            OPTIONAL,  -- Need R

    gnss-id-r16                  GNSS-ID-r16                                                    OPTIONAL,  -- Need R

    sbas-id-r16                  SBAS-ID-r16                                                    OPTIONAL,  -- Need R

    posSibType-r16               ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6,

                                              posSibType1-7, posSibType1-8, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4,

                                              posSibType2-5, posSibType2-6, posSibType2-7, posSibType2-8, posSibType2-9, posSibType2-10,

                                              posSibType2-11, posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15,

                                              posSibType2-16, posSibType2-17, posSibType2-18, posSibType2-19, posSibType2-20,

                                              posSibType2-21, posSibType2-22, posSibType2-23, posSibType3-1, posSibType4-1,

                                              posSibType5-1,posSibType6-1, posSibType6-2, posSibType6-3,... },

    areaScope-r16                ENUMERATED {true}                                              OPTIONAL -- Need S

}

GNSS-ID-r16 ::= SEQUENCE {

    gnss-id-r16              ENUMERATED{gps, sbas, qzss, galileo, glonass, bds, ...},

    ...

}

SBAS-ID-r16 ::= SEQUENCE {

    sbas-id-r16              ENUMERATED { waas, egnos, msas, gagan, ...},

    ...

}

-- TAG-POSSI-SCHEDULINGINFO-STOP

-- ASN1STOP

	PosSI-SchedulingInfo field descriptions

	areaScope
Indicates that a posSIB is area specific. If the field is absent, the posSIB is cell specific.

	encrypted
The presence of this field indicates that the pos-sib-type is encrypted as specified in TS 37.355 [49].

	gnss-id
The presence of this field indicates that the positioning SIB type is for a specific GNSS. Indicates a specific GNSS (see also TS 37.355 [49])

	posSI-BroadcastStatus
Indicates if the SI message is being broadcasted or not. Change of posSI-BroadcastStatus should not result in system information change notifications in Short Message transmitted with P-RNTI over DCI (see clause 6.5). The value of the indication is valid until the end of the BCCH modification period when set to broadcasting.

	posSI-RequestConfig
Configuration of Msg1 resources that the UE uses for requesting SI-messages for which posSI-BroadcastStatus is set to notBroadcasting.

	posSI-RequestConfigSUL
Configuration of Msg1 resources that the UE uses for requesting SI-messages for which posSI-BroadcastStatus is set to notBroadcasting.

	pos-SIB-MappingInfo

List of the posSIBs mapped to this SystemInformation message.

	posSibType

The positioning SIB type is defined in TS 37.355 [49].

	posSi-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	offsetToSI-Used

This field, if present indicates that the SI messages in pos-SchedulingInfoList are scheduled with an offset of 8 radio frames compared to SI messages in schedulingInfoList. offsetToSI-Used may be present only if the shortest configured SI message periodicity for SI messages in schedulingInfoList is 80ms.

	sbas-ID

The presence of this field indicates that the positioning SIB type is for a specific SBAS. Indicates a specific SBAS (see also TS 37.355 [49]).
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