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	Reason for change:
	In the current release, the MPE reporting has been captured in the subclause of PHR procedure. According to RAN4 LS,  RAN4 have agreed to introduce a relative threshold as additional to the regular absolute threshold for triggering MPE reporting. During a short post conference email discussion, a few companies have achieved a consensus on  reusing “phr-Tx-PowerFactorChange’ as a relative threshold to trigger the MPE which seems simple and not violating the RAN4’s intention, from above intention , the field description of  phr-Tx-PowerFactorChange shall be updated accordingly.

	-
	

	Summary of change:
	1: Change the field description of  phr-Tx-PowerFactorChange to meet the requirement of triggering MPE report with a relative threshold.


Impact analysis
Impacted 5G architecture options:
NR SA, NR-DC, NE-DC

Impacted functionality:
MPE reporting
Inter-operability: 
No inter-operability can be found

	
	

	Consequences if not approved:
	The field description is not correct to capture the MPE reporting
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[bookmark: _Toc46439682][bookmark: _Toc52837158][bookmark: _Toc53006806][bookmark: _Toc46487280][bookmark: _Toc46444519][bookmark: _Toc52838166]–	PHR-Config
The IE PHR-Config is used to configure parameters for power headroom reporting.
PHR-Config information element
-- ASN1START
-- TAG-PHR-CONFIG-START

PHR-Config ::=                      SEQUENCE {
    phr-PeriodicTimer                   ENUMERATED {sf10, sf20, sf50, sf100, sf200,sf500, sf1000, infinity},
    phr-ProhibitTimer                   ENUMERATED {sf0, sf10, sf20, sf50, sf100,sf200, sf500, sf1000},
    phr-Tx-PowerFactorChange            ENUMERATED {dB1, dB3, dB6, infinity},
    multiplePHR                         BOOLEAN,
    dummy                               BOOLEAN,
    phr-Type2OtherCell                  BOOLEAN,
    phr-ModeOtherCG                     ENUMERATED {real, virtual},
    ...,
    [[
    mpe-Reporting-FR2-r16               SetupRelease { MPE-Config-FR2-r16 }                     OPTIONAL     -- Need M
    ]]
}

MPE-Config-FR2-r16 ::=              SEQUENCE {
    mpe-ProhibitTimer-r16               ENUMERATED {sf0, sf10, sf20, sf50, sf100, sf200, sf500, sf1000},
    mpe-Threshold-r16                   ENUMERATED {dB3, dB6, dB9, dB12}
}

-- TAG-PHR-CONFIG-STOP
-- ASN1STOP

	PHR-Config field descriptions

	dummy
This field is not used in this version of the specification and the UE ignores the received value.

	mpe-ProhibitTimer
Value in number of subframes for MPE reporting, as specified in TS 38.321 [3]. Value sf10 corresponds to 10 subframes, and so on.

	mpe-Reporting-FR2
Indicates whether the UE shall report MPE P-MPR in the PHR MAC control element, as specified in TS 38.321 [3].

	mpe-Threshold
Value of the P-MPR threshold in dB for reporting MPE P-MPR when FR2 is configured, as specified in TS 38.321 [3]. The same value applies for each serving cell (although the associated functionality is performed independently for each cell).

	multiplePHR
Indicates if power headroom shall be reported using the Single Entry PHR MAC control element or Multiple Entry PHR MAC control element defined in TS 38.321 [3]. True means to use Multiple Entry PHR MAC control element and False means to use the Single Entry PHR MAC control element defined in TS 38.321 [3]. The network configures this field to true for MR-DC and UL CA for NR, and to false in all other cases.

	phr-ModeOtherCG
Indicates the mode (i.e. real or virtual) used for the PHR of the activated cells that are part of the other Cell Group (i.e. MCG or SCG), when DC is configured. If the UE is configured with only one cell group (no DC), it ignores the field.

	phr-PeriodicTimer
Value in number of subframes for PHR reporting as specified in TS 38.321 [3]. Value sf10 corresponds to 10 subframes, value sf20 corresponds to 20 subframes, and so on.

	phr-ProhibitTimer
Value in number of subframes for PHR reporting as specified in TS 38.321 [3]. Value sf0 corresponds to 0 subframe, value sf10 corresponds to 10 subframes, value sf20 corresponds to 20 subframes, and so on.

	phr-Tx-PowerFactorChange
Value in dB for either PHR reporting and/or MPE reporting as specified in TS 38.321 [3]. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on. The same value applies for each serving cell (although the associated functionality is performed independently for each cell).

	phr-Type2OtherCell
If set to true, the UE shall report a PHR type 2 for the SpCell of the other MAC entity. See TS 38.321 [3], clause 5.4.6. Network sets this field to false if the UE is not configured with an E-UTRA MAC entity.
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