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	Reason for change:
	 In the RAN2#110 e-meeting, the extended capability of NGEN-DC for the IEs related to EN-DC issue had been fully discussed and the agreements that some IEs applicable to EN-DC(e.g.ca-ParametersEUTRA) also apply to NGEN-DC had been reached.
 However, for v2x-EUTRA which is applicable to EN-DC, it is still unclear whether the capability also applies to NGEN-DC. Hence, this CR aims at clarifying the extended capability of NGEN-DC for v2x-EUTRA applies to EN-DC.

	
	

	Summary of change:
	 (NG) is added in front of the EN-DC for the descriptions of v2x-EUTRA applicable to EN-DC.

Impact Analysis
Impacted functionality
V2X

Inter-operability
1. If the network is implemented according to the CR and the UE is not, the network in (NG)EN-DC will regard UE not reporting v2x-EUTRA as not suppoting V2X in (NG)EN-DC scenario.
2. If the UE is implemented according to the CR but the network is not, the network in (NG)EN-DC will not understand the meaning of v2x-EUTRA.

	
	

	Consequences if not approved:
	 For v2x-EUTRA which is applicable to EN-DC, it is still unclear whether the capability also applies to NGEN-DC.
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	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2
DIFF

	accessStratumRelease
Indicates the access stratum release the UE supports as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	delayBudgetReporting
Indicates whether the UE supports delay budget reporting as specified in TS 38.331 [9].
	UE
	No
	No
	No

	inactiveState
Indicates whether the UE supports RRC_INACTIVE as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	overheatingInd
Indicates whether the UE supports overheating assistance information.
	UE
	No
	No
	No

	reducedCP-Latency
Indicates whether the UE supports reduced control plane latency as defined in TS 38.331 [9]
	UE
	No
	No
	No

	splitSRB-WithOneUL-Path
Indicates whether the UE supports UL transmission via MCG path and DL reception via either MCG path or SCG path, as specified for the split SRB in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode).
	UE
	No
	No
	No

	splitDRB-withUL-Both-MCG-SCG
Indicates whether the UE supports UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode).
	UE
	Yes
	No
	No

	srb3
Indicates whether the UE supports direct SRB between the SN and the UE as specified in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode). This field is not applied to NE-DC.
	UE
	Yes
	No
	No

	v2x-EUTRA
Indicates whether the UE supports EUTRA V2X according to UE-EUTRA-Capability as defined in TS 36.331 [17], independent of the configured EN-DC band combination. This field is only applied to (NG)EN-DC. In UE-NR-Capability, this field is not used, and UE does not include the field.
	UE
	No
	Yes
	No
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