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	Reason for change:
	RAN4 agreed to introduce beam level NR early measurement reporting in case of (NG)EN-DC and send LS in R4-2011929 to require RAN2 to capture the corresponding UE capability. 

	6-2a
	Support of beam level Early Measurement Reporting
	Supporting of NR beam level measurement and reporting when in LTE Idle/Inactive mode for Early Measurement Reporting at connection setup for FR1
	endc-IdleInactiveMeasFR1-r16

	Yes
	N/A
	Network cannot configure beam-level reporting to UE for EMR
	Per UE

	6-2b
	Support of beam level Early Measurement Reporting 
	Supporting of NR beam level measurement and reporting when in LTE Idle/Inactive mode for Early Measurement Reporting at connection setup for FR2
	endc-IdleInactiveMeasFR2-r16
	Yes
	N/A
	Network cannot configure beam-level reporting to UE for EMR
	Per UE


Note 1: 6-2a and 6-2b are LTE features.


	
	

	Summary of change:
	In 4.3.6 Measurement parameters:
- add paramenter 4.3.6.x1	endc-IdleInactiveMeasBeamReportFR1-r16;
- add paramenter 4.3.6.x2	endc-IdleInactiveMeasBeamReportFR2-r16.

Impact analysis
Impacted 5G architecture options: (NG)EN-DC

Impacted functionality: Early measurement reporting

Inter-operability:
There is no inter-operability issue.



	
	

	Consequences if not approved:
	The UE can not report the support of beam level NR early measurement. 
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[bookmark: _Toc52534733][bookmark: _Toc46493839]4.3.6	Measurement parameters
<Unchanged part>
4.3.6.x1	endc-IdleInactiveMeasBeamReportFR1-r16
This field defines whether the UE supports performing eNB-configured beam level measurements for configured NR FR1 carrier(s) in RRC_IDLE and in RRC_INACTIVE (if the UE also indicates support of inactiveState-r15), including reporting them when requested by the eNB while resuming from RRC_IDLE/RRC_INACTIVE or in RRC_CONNECTED, as specified in TS 36.331 [5]. A UE supports this feature shall also support endc-IdleInactiveMeasFR1-r16.
4.3.6.x2	endc-IdleInactiveMeasBeamReportFR2-r16
This field defines whether the UE supports performing eNB-configured beam level measurements for configured NR FR2 carrier(s) in RRC_IDLE and in RRC_INACTIVE (if the UE also indicates support of inactiveState-r15), including reporting them when requested by the eNB while resuming from RRC_IDLE/RRC_INACTIVE or in RRC_CONNECTED, as specified in TS 36.331 [5]. A UE supports this feature shall also support endc-IdleInactiveMeasFR2-r16.
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