3GPP TSG-RAN WG2#112-e	R2-2010457
eMeeting, November 2nd – 13th, 2020


[bookmark: OLE_LINK57][bookmark: OLE_LINK58]Title:	[Draft] LS to RAN1 on RAN2 agreements for enabling/disabling HARQ UL retransmission
[bookmark: OLE_LINK59][bookmark: OLE_LINK60][bookmark: OLE_LINK61]Release:	Release 17
Work Item:	NR_NTN_solutions-Core

Source:	InterDigital [To be RAN2]
To:		RAN1

Contact person:	Dylan Watts
			Dylan.watts@interdigital.com
	
Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	None
1	Overall description
RAN2 has discussed enabling/disabling HARQ UL retransmission in NTN, and has reached the following agreements:
· [bookmark: _GoBack]From RAN2 perspective, HARQ uplink retransmission relying on the decoding result of previous PUSCH transmission at the UE transmitter can be enabled/disabled in Rel-17 NTN (i.e. blind retransmission and slot aggregation if configured are not disabled). HARQ UL retransmission is enabled/disabled per HARQ process, but HARQ processes remain configured. The criteria to enable/disable HARQ uplink retransmission is under network control, and is signalled to UE via RRC in a semi-static manner [to be updated pending online agreement]
2	Actions
To RAN1:
ACTION: 	RAN2 respectfully requests RAN1 to take the above information into account.
3	Dates of next TSG RAN WG2 meetings
TSG-RAN WG2#113e			January 25th – February 5th, 2020	Online meeting

