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<Start of the 1st change>
[bookmark: _Toc46481644][bookmark: _Toc20486706][bookmark: _Toc36809791][bookmark: _Toc46482878][bookmark: _Toc46480410][bookmark: _Toc37081787][bookmark: _Toc29343137][bookmark: _Toc29341998][bookmark: _Toc36938808][bookmark: _Toc36846155][bookmark: _Toc36566384]5.2	System information
[bookmark: _Toc36938809][bookmark: _Toc37081788][bookmark: _Toc46482879][bookmark: _Toc29341999][bookmark: _Toc46480411][bookmark: _Toc36566385][bookmark: _Toc29343138][bookmark: _Toc46481645][bookmark: _Toc36809792][bookmark: _Toc36846156][bookmark: _Toc20486707]5.2.1	Introduction
[bookmark: OLE_LINK19][bookmark: OLE_LINK20]//skip the unchanged section//
[bookmark: _Toc20486711][bookmark: _Toc29342003][bookmark: _Toc29343142][bookmark: _Toc36566389][bookmark: _Toc36809796][bookmark: _Toc36846160][bookmark: _Toc36938813][bookmark: _Toc37081792][bookmark: _Toc46480415][bookmark: _Toc46481649][bookmark: _Toc46482883]5.2.1.3	System information validity and notification of changes
Change of system information (other than for ETWS, CMAS, EAB, and UAC parameters and other than for AB parameters for NB-IoT) only occurs at specific radio frames, i.e. the concept of a modification period is used. System information may be transmitted a number of times with the same content within a modification period, as defined by its scheduling. The modification period boundaries are defined by SFN values for which SFN mod m= 0, where m is the number of radio frames comprising the modification period. The modification period is configured by system information. If H-SFN is provided in SystemInformationBlockType1-BR, modification period boundaries for BL UEs and UEs in CE are defined by SFN values for which (H-SFN * 1024 + SFN) mod m=0. For NB-IoT, H-SFN is always provided and the modification period boundaries are defined by SFN values for which (H-SFN * 1024 + SFN) mod m=0.
To enable system information update notification for RRC_IDLE UEs configured to use a DRX cycle longer than the modification period, an eDRX acquisition period is defined. The boundaries of the eDRX acquisition period are determined by H-SFN values for which H-SFN mod 256 =0. For NB-IoT, the boundaries of the eDRX acquisition period are determined by H-SFN values for which H-SFN mod 1024 =0.
To enable system information update notification for RRC_INACTIVE UEs configured to use a ran-pagingCycle longer than the modification period and idle mode extended DRX is configured by upper layers, a short eDRX acquisition period is defined. The boundaries of the short eDRX acquisition period are determined by SFN values for which SFN mod 1024 =0.
NOTE 1:	If the UE in RRC_IDLE is configured to use extended DRX cycle, e.g., in the order of several minutes or longer, in case the eNB is reset the UE SFN may not be synchronized to the new eNB SFN. The UE is expected to recover, e.g., acquire MIB within a reasonable time, to avoid repeated paging failures.
When the network changes (some of the) system information, it first notifies the UEs about this change, i.e. this may be done throughout a modification period. In the next modification period, the network transmits the updated system information. These general principles are illustrated in figure 5.2.1.3-1, in which different colours indicate different system information. Upon receiving a change notification, the UE not configured to use a DRX cycle that is longer than the modification period acquires the new system information immediately from the start of the next modification period. Upon receiving a change notification applicable to eDRX, a UE in RRC_IDLE configured to use a DRX cycle that is longer than the modification period acquires the updated system information immediately from the start of the next eDRX acquisition period. Upon receiving a change notification applicable to short eDRX, a UE in RRC_INACTIVE configured to use a ran-pagingCycle longer than the modification period and idle mode extended DRX is configured by upper layers acquires the updated system information immediately from the start of the next short eDRX acquisition period. The UE applies the previously acquired system information until the UE acquires the new system information. The possible boundaries of modification for SystemInformationBlockType1-BR are defined by SFN values for which SFN mod 512 = 0 except for notification of ETWS/CMAS for which the eNB may change SystemInformationBlockType1-BR content at any time. For NB-IoT, the possible boundaries of modification for SystemInformationBlockType1-NB are defined by SFN values for which (H-SFN * 1024 + SFN) mod 4096 = 0.



[bookmark: _Ref65473125][bookmark: _Ref65473118]Figure 5.2.1.3-1: Change of system Information
The Paging message is used to inform UEs in RRC_IDLE and UEs in RRC_CONNECTED about a system information change. If the UE is in RRC_CONNECTED or is not configured to use a DRX cycle longer than the modification period in RRC_IDLE, and receives a Paging message including the systemInfoModification, it knows that the system information will change at the next modification period boundary. A UE in RRC_IDLE that is configured to use a DRX cycle longer than the modification period, and receives in an eDRX acquisition period at least one Paging message including the systemInfoModification-eDRX, shall acquire the updated system information at the next eDRX acquisition period boundary. Although the UE may be informed about changes in system information, no further details are provided e.g. regarding which system information will change, except if systemInfoValueTagSI is received by BL UEs or UEs in CE.
In RRC_CONNECTED, BL UEs or UEs in CE or NB-IoT UEs are not required to acquire system information except when T311 is running, or upon handover where the UE is only required to acquire the MasterInformationBlock in the target PCell, or for UEs in CE to receive ETWS/CMAS information. In RRC_IDLE, E-UTRAN may notify BL UEs or UEs in CE or NB-IoT UEs about SI update, and except for NB-IoT, ETWS and CMAS notification, EAB modification and UAC modification, using Direct Indication information, as specified in 6.6 (or 6.7.5 in NB-IoT) and TS 36.212 [22].
NOTE 2:	Upon system information change essential for BL UEs, UEs in CE, or NB-IoT UEs in RRC_CONNECTED, E-UTRAN may initiate connection release.
SystemInformationBlockType1 (or MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT) includes a value tag systemInfoValueTag, that indicates if a change has occurred in the SI messages. UEs may use systemInfoValueTag, e.g. upon return from out of coverage, to verify if the previously stored SI messages are still valid. MasterInformationBlock (using systemInfoUnchanged-BR) and RSS (if transmitted) may indicate that a change has not occurred in the SIB1-BR and SI messages of the current cell at least over the SI validity time, and the BL UEs or UEs in CE may use systemInfoUnchanged-BR or RSS, e.g. upon return from out of coverage, to verify if the previously stored SIB1-BR and SI messages are still valid. Additionally, for other than BL UEs or UEs in CE or NB-IoT UEs, the UE considers stored system information to be invalid after 3 hours from the moment it was successfully confirmed as valid, unless specified otherwise. BL UE or UE in CE considers stored system information to be invalid after 24 hours from the moment it was successfully confirmed as valid, unless the UE is configured by parameter si-ValidityTime to consider stored system information to be invalid 3 hours after validity confirmation. NB-IoT UE considers stored system information to be invalid after 24 hours from the moment it was successfully confirmed as valid. If a BL UE, UE in CE or NB-IoT UE in RRC_CONNECTED state considers the stored system information invalid, the UE shall continue using the stored system information while in RRC_CONNECTED state in the serving cell.
For BL UEs or UEs in CE or NB-IoT UEs, the change of specific SI message can additionally be indicated by a SI message specific value tag systemInfoValueTagSI. If systemInfoValueTag included in the SystemInformationBlockType1-BR (or MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT) is different from the one of the stored system information and if systemInfoValueTagSI is included in the SystemInformationBlockType1-BR (or SystemInformationBlockType1-NB in NB-IoT) for a specific SI message and is different from the stored one, the UE shall consider this specific SI message to be invalid. If only systemInfoValueTag is included and is different from the stored one, the BL UE or UE in CE should consider any stored system information except SystemInformationBlockType10, SystemInformationBlockType11, SystemInformationBlockType12 and SystemInformationBlockType14 to be invalid; the NB-IoT UE should consider any stored system information except SystemInformationBlockType14-NB to be invalid.
On MBMS-dedicated cell and on FeMBMS/Unicast-mixed cell, the change of system information and ETWS/CMAS notification is indicated by using Direct Indication FeMBMS defined in 6.6a. The modification periodicity follows MCCH modification periodicity as defined in 5.8.1.3.
E-UTRAN may not update systemInfoValueTag upon change of some system information e.g. ETWS information, CMAS information, RLOS indication (i.e., rlos-Enabled), regularly changing parameters like time information (SystemInformationBlockType8, SystemInformationBlockType16, hyperSFN-MSB in SystemInformationBlockType1-NB), EAB and AB parameters, UAC parameters, or positioning system information blocks. Similarly, E-UTRAN may not include the systemInfoModification within the Paging message upon change of some system information.
The UE that is not configured to use a DRX cycle longer than the modification period verifies that stored system information remains valid by either checking systemInfoValueTag in SystemInformationBlockType1 (or MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT) after the modification period boundary, or attempting to find the systemInfoModification indication at least modificationPeriodCoeff times during the modification period in case no paging is received, in every modification period. If no paging message is received by the UE during a modification period, the UE may assume that no change of system information will occur at the next modification period boundary. If UE in RRC_CONNECTED, during a modification period, receives one paging message, it may deduce from the presence/ absence of systemInfoModification whether a change of system information other than ETWS information, CMAS information, EAB and UAC parameters will occur in the next modification period or not.
When the RRC_IDLE UE is configured with a DRX cycle that is longer than the modification period, and at least one modification period boundary has passed since the UE last verified validity of stored system information, the UE verifies that stored system information remains valid by checking the systemInfoValueTag before establishing or resuming an RRC connection.
ETWS and/or CMAS capable UEs in RRC_CONNECTED, other than BL UEs and UEs in CE, shall attempt to read paging at least once every defaultPagingCycle to check whether ETWS and/or CMAS notification is present or not.
<End of the 1st change>

<Start of the 2nd change>
[bookmark: _Toc20486720][bookmark: _Toc29342012][bookmark: _Toc29343151][bookmark: _Toc36566399][bookmark: _Toc36809806][bookmark: _Toc36846170][bookmark: _Toc36938823][bookmark: _Toc37081802][bookmark: _Toc46480425][bookmark: _Toc46481659][bookmark: _Toc46482893]5.2.2.4	System information acquisition by the UE
The UE shall:
1>	apply the specified BCCH configuration defined in 9.1.1.1 or BR-BCCH configuration defined in 9.1.1.8;
1>	if the procedure is triggered by a system information change notification:
2>	if the UE in RRC_IDLE state uses an idle DRX cycle longer than the modification period:
3>	start acquiring the required system information, as defined in 5.2.2.3, from the next eDRX acquisition period boundary;
2>	else
3>	if the UE in RRC_INACTIVE state uses a ran-pagingCycle longer than the modification period and idle mode extended DRX is configured by upper layers:
4>	start acquiring the required system information, as defined in 5.2.2.3, from the next short eDRX acquisition period boundary;
3>	
34> start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:	The UE continues using the previously received system information until the new system information has been acquired.
1>	if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:
2>	acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_IDLE, as defined in 5.2.2.3;
1>	following successful handover completion to a PCell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:
2>	acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_CONNECTED, as defined in 5.2.2.3;
2>	upon acquiring the concerned system information:
3>	discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;
1>	following a request from CDMA2000 upper layers:
2>	acquire SystemInformationBlockType8, as defined in 5.2.3;
1>	neither initiate the RRC connection establishment/resume procedure nor initiate transmission of the RRCConnectionReestablishmentRequest message until the UE has a valid version of the MasterInformationBlock (MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT) and SystemInformationBlockType1 (SystemInformationBlockType1-NB in NB-IoT) messages as well as SystemInformationBlockType2 (SystemInformationBlockType2-NB in NB-IoT), and for NB-IoT, SystemInformationBlockType22-NB;
1>	not initiate the RRC connection establishment/resume procedure subject to EAB until the UE has a valid version of SystemInformationBlockType14, if broadcast;
1>	if the UE is ETWS capable:
2>	upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>	discard any previously buffered warningMessageSegment;
3>	clear, if any, the current values of messageIdentifier and serialNumber for SystemInformationBlockType11;
2>	when the UE acquires SystemInformationBlockType1 following ETWS indication, upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>	if schedulingInfoList indicates that SystemInformationBlockType10 is present:
4>	if the UE is in CE:
5>	start acquiring SystemInformationBlockType10;
4>	else
5>	start acquiring SystemInformationBlockType10 immediately;
3>	if schedulingInfoList indicates that SystemInformationBlockType11 is present:
4>	start acquiring SystemInformationBlockType11 immediately;
NOTE 2:	UEs shall start acquiring SystemInformationBlockType10 and SystemInformationBlockType11 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.
1>	if the UE is CMAS capable:
2>	upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>	discard any previously buffered warningMessageSegment;
3>	clear, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType12 associated with the discarded warningMessageSegment;
2>	when the UE acquires SystemInformationBlockType1 following CMAS indication, upon entering a cell during RRC_IDLE, following successful handover and upon connection re-establishment:
3>	if schedulingInfoList indicates that SystemInformationBlockType12 is present:
4>	acquire SystemInformationBlockType12;
NOTE 3:	UEs shall start acquiring SystemInformationBlockType12 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.
1>	if the UE is interested to receive MBMS services:
2>	if the UE is capable of MBMS reception as specified in 5.8:
3>	if schedulingInfoList indicates that SystemInformationBlockType13 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType13;
3>	else if SystemInformationBlockType13 is present in SystemInformationBlockType1-MBMS and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType13 from SystemInformationBlockType1-MBMS;
2>	if the UE is capable of SC-PTM reception as specified in 5.8a:
3>	if schedulingInfoList indicates that SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT) is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT);
2>	if the UE is capable of MBMS Service Continuity:
3>	if schedulingInfoList indicates that SystemInformationBlockType15 (SystemInformationBlockType15-NB in NB-IoT) is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType15 (SystemInformationBlockType15-NB in NB-IoT);
1>	if the UE is EAB capable:
2>	when the UE does not have stored a valid version of SystemInformationBlockType14 upon entering RRC_IDLE, or when the UE acquires SystemInformationBlockType1 following EAB parameters change notification, or upon entering a cell during RRC_IDLE, or before establishing an RRC connection if using eDRX with DRX cycle longer than the modification period:
3>	if schedulingInfoList indicates that SystemInformationBlockType14 is present:
4>	start acquiring SystemInformationBlockType14 immediately;
3>	else:
4>	discard SystemInformationBlockType14, if previously received;
NOTE 4:	EAB capable UEs start acquiring SystemInformationBlockType14 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.
NOTE 5:	EAB capable UEs maintain an up to date SystemInformationBlockType14 in RRC_IDLE.
1>	if the UE is capable of sidelink communication and is configured by upper layers to receive or transmit sidelink communication:
2>	if the cell used for sidelink communication meets the S-criteria as defined in TS 36.304 [4]; and
2>	if schedulingInfoList indicates that SystemInformationBlockType18 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType18;
1>	if the UE is capable of sidelink discovery and is configured by upper layers to receive or transmit sidelink discovery announcements on the primary frequency:
2>	if schedulingInfoList of the serving cell/ PCell indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType19;
1>	if the UE is capable of sidelink discovery and, for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to receive sidelink discovery announcements on:
2>	if SystemInformationBlockType19 of the serving cell/ PCell does not provide the corresponding reception resources; and
2>	if schedulingInfoList of the cell on the concerned frequency indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType19;
1>	if the UE is capable of sidelink discovery and, for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to transmit sidelink discovery announcements on:
2>	if SystemInformationBlockType19 of the serving cell/ PCell includes discTxResourcesInterFreq which is set to acquireSI-FromCarrier; and
2>	if schedulingInfoList of the cell on the concerned frequency indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType19;
1>	if the UE is a NB-IoT UE and if ab-Enabled included in MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB is set to TRUE:
2>	not initiate the RRC connection establishment/resume procedure for all access causes except mobile terminating calls until the UE has acquired the SystemInformationBlockType14-NB;
1>	if the UE is capable of V2X sidelink communication and is configured by upper layers to receive or transmit V2X sidelink communication on a frequency:
2>	if schedulingInfoList on the serving cell/PCell indicates that SystemInformationBlockType21 is present and the UE does not have stored valid version of this system information block:
3>	acquire SystemInformationBlockType21 from serving cell/PCell;
2>	if schedulingInfoList on the serving cell/PCell indicates that SystemInformationBlockType26 is present and the UE does not have stored valid version of this system information block;
3>	acquire SystemInformationBlockType26 from serving cell/PCell;
1>	if the UE is capable of V2X sidelink communication and is configured by upper layers to receive V2X sidelink communication on a frequency, which is not primary frequency:
2>	if neither SystemInformationBlockType21 nor SystemInformationBlockType26 of the serving cell/ PCell provide reception resource pool for V2X sidelink communication for the concerned frequency; and
2>	if the cell used for V2X sidelink communication on the concerned frequency meets the S-criteria as defined in TS 36.304 [4]:
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType21 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType21 from the concerned frequency;
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType26 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType26 from the concerned frequency;
1>	if the UE is capable of V2X sidelink communication and is configured by upper layers to transmit V2X sidelink communication on a frequency, which is not primary frequency and is not included in v2x-InterFreqInfoList in SystemInformationBlockType21 nor SystemInformationBlockType26 of the serving cell/PCell:
2>	if the cell used for V2X sidelink communication on the concerned frequency meets the S-criteria as defined in TS 36.304 [4]:
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType21 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType21 from the concerned frequency;
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType26 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType26 from the concerned frequency;
1>	if the NB-IoT UE supports NPRACH resources using preamble format 2:
2>	if schedulingInfoList indicates that SystemInformationBlockType23-NB is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType23-NB;
1>	following a request from positioning upper layers:
2>	acquire SystemInformationBlockPos, as defined in 5.2.3;
1>	if the UE is capable of NR sidelink communication and is configured by upper layers to receive or transmit NR sidelink communication on a frequency:
2>	if schedulingInfoList on the serving cell/PCell indicates that SystemInformationBlockType28 is present and the UE does not have stored valid version of this system information block:
3>	acquire SystemInformationBlockType28 from serving cell/PCell;
The UE may apply the received SIBs or posSIBs immediately, i.e. the UE does not need to delay using a SIB or posSIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.
NOTE 6:	While attempting to acquire a particular SIB/posSIB, if the UE detects from schedulingInfoList/ posSchedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB/ posSIB.
<End of the 2nd change>

<Start of the 3rd change>
[bookmark: _Toc46480937][bookmark: _Toc36846672][bookmark: _Toc46482171][bookmark: _Toc29342476][bookmark: _Toc36566875][bookmark: _Toc36939325][bookmark: _Toc20487181][bookmark: _Toc36810308][bookmark: _Toc46483405][bookmark: _Toc37082305][bookmark: _Toc29343615]6.2.2	Message definitions
//skip of the unchanged part//
[bookmark: _Toc20487201][bookmark: _Toc29342496][bookmark: _Toc29343635][bookmark: _Toc36566895][bookmark: _Toc36810331][bookmark: _Toc36846695][bookmark: _Toc36939348][bookmark: _Toc37082328][bookmark: _Toc46480959][bookmark: _Toc46482193][bookmark: _Toc46483427]–	Paging
The Paging message is used for the notification of one or more UEs.
Signalling radio bearer: N/A
RLC-SAP: TM
Logical channel: PCCH
Direction: E‑UTRAN to UE
Paging message
-- ASN1START

Paging ::=					SEQUENCE {
	pagingRecordList				PagingRecordList					OPTIONAL,	-- Need ON
	systemInfoModification			ENUMERATED {true}					OPTIONAL,	-- Need ON
	etws-Indication					ENUMERATED {true}					OPTIONAL,	-- Need ON
	nonCriticalExtension			Paging-v890-IEs						OPTIONAL
}

Paging-v890-IEs ::=			SEQUENCE {
	lateNonCriticalExtension		OCTET STRING						OPTIONAL,
	nonCriticalExtension			Paging-v920-IEs						OPTIONAL
}

Paging-v920-IEs ::=			SEQUENCE {
	cmas-Indication-r9				ENUMERATED {true}					OPTIONAL,	-- Need ON
	nonCriticalExtension			Paging-v1130-IEs					OPTIONAL
}

Paging-v1130-IEs ::=			SEQUENCE {
	eab-ParamModification-r11		ENUMERATED {true}					OPTIONAL,	-- Need ON
	nonCriticalExtension			Paging-v1310-IEs					OPTIONAL
}

Paging-v1310-IEs ::=			SEQUENCE {
	redistributionIndication-r13	ENUMERATED {true}					OPTIONAL,	-- Need ON
	systemInfoModification-eDRX-r13	ENUMERATED {true}					OPTIONAL,	-- Need ON
	nonCriticalExtension			Paging-v1530-IEs					OPTIONAL
}

Paging-v1530-IEs ::=			SEQUENCE {
	accessType						ENUMERATED {non3GPP}				OPTIONAL,	-- Need ON
	nonCriticalExtension			Paging-v1610-IEs					OPTIONAL
}

Paging-v1610-IEs ::=			SEQUENCE {
	pagingRecordList-v1610			PagingRecordList-v1610				OPTIONAL,	-- Need ON
	uac-ParamModification-r16		ENUMERATED {true}					OPTIONAL,	-- Need ON
	nonCriticalExtension			SEQUENCE {}Paging-v1630-IEs			OPTIONAL
}

Paging-v1630-IEs ::=			SEQUENCE {
	systemInfoModification-short-eDRX-r16	ENUMERATED {true}			OPTIONAL,	-- Need ON
	nonCriticalExtension			SEQUENCE {}							OPTIONAL
}

PagingRecordList ::=				SEQUENCE (SIZE (1..maxPageRec)) OF PagingRecord

PagingRecordList-v1610 ::=			SEQUENCE (SIZE (1..maxPageRec)) OF PagingRecord-v1610

PagingRecord ::=					SEQUENCE {
	ue-Identity							PagingUE-Identity,
	cn-Domain							ENUMERATED	{ps, cs},
	...
}

PagingRecord-v1610 ::=				SEQUENCE {
	accessType-r16						ENUMERATED {non3GPP}			OPTIONAL,		-- Need ON
	mt-EDT-r16							ENUMERATED {true}				OPTIONAL		-- Need ON
}

PagingUE-Identity ::=				CHOICE {
	s-TMSI								S-TMSI,
	imsi								IMSI,
	...,
	ng-5G-S-TMSI-r15					NG-5G-S-TMSI-r15,
	fullI-RNTI-r15						I-RNTI-r15
}

IMSI ::=							SEQUENCE (SIZE (6..21)) OF IMSI-Digit

IMSI-Digit ::=						INTEGER (0..9)

-- ASN1STOP

	Paging field descriptions

	accessType
It indicates whether Paging is originated due to the PDU sessions from the non-3GPP access when E-UTRA is connected to 5GC. E-UTRAN does not include both accessType (i.e., without suffix) and accessType-r16 in a single paging message.

	cmas-Indication
If present: indication of a CMAS notification.

	cn-Domain
Indicates the origin of paging.

	eab-ParamModification
If present: indication of an EAB parameters (SIB14) modification.

	etws-Indication
If present: indication of an ETWS primary notification and/ or ETWS secondary notification.

	imsi
The International Mobile Subscriber Identity, a globally unique permanent subscriber identity, see TS 23.003 [27]. The first element contains the first IMSI digit, the second element contains the second IMSI digit and so on.

	mt-EDT
Indication of mobile terminating EDT.

	pagingRecordList
If E-UTRAN includes pagingRecordList-v1610, it includes the same number of entries, and listed in the same order, as in pagingRecordList (i.e. without suffix).

	redistributionIndication
If present: indication to trigger E-UTRAN inter-frequency redistribution procedure as specified in TS 36.304 [4], clause 5.2.4.10.

	systemInfoModification
If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication does not apply to UEs using eDRX cycle longer than the BCCH modification period.

	systemInfoModification-eDRX
If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication applies only to UEs using eDRX cycle longer than the BCCH modification period.

	systemInfoModification-short-eDRX
If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication applies only to UEs in RRC_INACTIVE configured to use an RAN paging cycle longer than the BCCH modification period.

	uac-ParamModification
If present: indication of UAC parameters (SIB25) modification.

	ue-Identity
Provides the NAS identity of the UE that is being paged. The IMSI is not applicable for E-UTRA/5GC.


<End of the 3rd change>

<Start of the 4th change>
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Direct Indication information is transmitted on MPDCCH using P-RNTI but without associated Paging message or using SI-RNTI. Table 6.6-1 defines the Direct Indication information on MPDCCH using P-RNTI, see TS 36.212 [22], clause 5.3.3.1.14. Table 6.6-2 defines the Direct Indication on MPDCCH using SI-RNTI in RRC_CONNECTED, see TS 36.212 [22], clauses 5.3.3.1.12 and 5.3.3.1.13.
When bit n is set to 1, UE shall behave as if the corresponding field is set in the Paging message, see 5.3.2.3. Bit 1 is the least significant bit.
Table 6.6-1: Direct Indication information using P-RNTI
	Bit
	Direct Indication information

	1
	systemInfoModification

	2
	etws-Indication

	3
	cmas-Indication

	4
	eab-ParamModification

	5
	systemInfoModification-eDRX

	6
	uac-ParamModification

	7
	systemInfoModification-short-eDRX

	6, 7, 8
	Not used, and shall be ignored by UE if received.



Table 6.6-2: Direct Indication information using SI-RNTI
	Bit
	Direct Indication information

	1
	etws-Indication

	2
	cmas-Indication

	3, 4, 5, 6, 7, 8
	Not used, and shall be ignored by UE if received.


<End of the 4th change>
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