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	Reason for change:
	The latest TS38.300 describes that “An SNPN-only cell can only be suitable for its subscribers and is barred otherwise”
According to TS 38.304, NPN-capable UE shall treat a SNPN-only cell as candidate during the cell selection and cell reselection procedures.
Thus, there is a misalignment between TS 38.300 and TS 38.304 for NPN-capable UE behavior on the SNPN-only cell.

	
	

	Summary of change:
	Remove “ and is barred otherwise” from the sentence “An SNPN-only cell can only be suitable for its subscribers and is barred otherwise”

	
	

	Consequences if not approved:
	UE behavior is not clear.
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[bookmark: _Toc52551468][bookmark: _Toc51971485][bookmark: _Toc37232060][bookmark: _Toc46502137]16.6.2	Mobility
[bookmark: _Toc46502138][bookmark: _Toc51971486][bookmark: _Toc52551469]16.6.2.1	General
The same principles as described in 9.2 apply to SNPN except for what is described below.
UEs operating in SNPN access mode only (re)select cells within the selected/registered SNPN and a cell can only be considered as suitable if the PLMN and NID broadcast by the cell matches the selected/registered SNPN.
An SNPN-only cell can only be suitable for its subscribers and is barred otherwise.
In addition, manual selection of SNPN(s) is supported, for which HRNN(s) can be optionally provided.
The roaming and access restrictions applicable to SNPN are described in clause 9.4.
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