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Introduction
The work item “NR Multicast and Broadcast Services” [1] was agreed in RAN#88-e. This work item focuses on providing both the NR MBS solution for RRC_CONNECTED UEs and the NR MBS solution for RRC_IDLE/RRC_INACTIVE UEs.
In this contribution, we discuss the MBS support for UE in IDLE and INACTIVE states.
Discussion
[bookmark: OLE_LINK11][bookmark: OLE_LINK10][bookmark: OLE_LINK88][bookmark: OLE_LINK89]In last RAN2 meeting, most contributions proposal to reuse LTE SC-PTM for Idle/Inactive for NR. In Rel-13 WI SC-PTM, the support for MBS reception for UEs in idle state is also discussed. The conclusion is that MBMS reception is possible for UEs in RRC_IDLE state, or in RRC_CONNECTED state.
In MCPTT system, the typical service is voice group call. The voice is from one talker to group members, so it is a multicast service. The MCPTT can use the pre-establishment solution. The UE should get configuration in RRC_CONNECTED state, and can receive voice in RRC_IDLE state, or in RRC_CONNECTED state.
In NR, MBS services should also be supported for UE in RRC_IDLE/RRC_INACTIVE states. In public safety, there is that scenario that a large number of devices are in a single CELL. And the MCPTT service have the stricter latency requirement. Due to the limited capacity of NG-RAN and the signaling storm problem. It is unrealistic and unnecessary to move all group UEs into the RRC_CONNECTED state. At the same time, LTE SC-PTM has a mature solution. NR can reuse it.
[bookmark: _GoBack]We therefore have the following proposals. 
Proposal 1: MBS services should be supported for UE in RRC_IDLE/RRC_INACTIVE states.
Proposal 2: LTE SC-PTM solution can be reused for UEs in Idle/Inactive for NR.
Conclusion
In this contribution, the following proposals are made and expected to be discussed.
[bookmark: OLE_LINK47][bookmark: OLE_LINK48]Proposal 1: MBS services should be supported for UE in RRC_IDLE/RRC_INACTIVE states.
Proposal 2: LTE SC-PTM solution can be reused for UEs in Idle/Inactive for NR.
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